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°Aristocrat Model
Beautiful butt burl walnut
cabinet finished in two tones.
For A- Battery Operation $60
$70
For AC Operation

....

'Beverly Model
Gracefully proportioned cabinet
finished in light mahogany.
For A- Battery Operation
$50
For AC Operation
$60
Other floor and table models up to $175.
Units only; DC $30; AC M.

=NM&
Dynamic realism is radio's newly acknowledged refinement . .. originally
sponsored by Magnavox. Every tone
rich, full and vivid ... over entire audible range. A cascade of volume .. .
without distortion. America's finest
radio sets are made with Magnavox
Speakers as built -in equipment.
CpMg.v

...

Oakland, California

Chicago, Illinois
281

The ph4ntoms of music
now ecome
REALITY.

Tone!

"X" Line Transformers

Type AX straight audio amplification, list price
$6.00
Type BX Push -pull Input unit,
list price
$8.60
Type CX- 17 I Push -pull Output transformer, for 171 or
25o power output tubes for
cone speaker, list price -.$8.60
Type DX, same as CX except
for 2 I o and t 12 power tubes,
list price
$8.60
Type HX Push -pull Output for
i 71 or 2 50 Power output tubes
to match the impedance of moving coil of Dynamic loud speak ers, list price
$6.50
Type GX, same as HX except
for 2Io and I I z power tubes,
list price
$8.50
Type E output choke to match
impedance of the various type
power tubes, list
$5.00

"A" Line Transformers

INSTRUMENTS- golden notes-for-

1 merly lost to radio now come through

amplification of low notes and an accurately divided secondary insures practically identical frequency characteristics.
There are Sangamo Push -pull Output
Transformers to match the impedance of
the various type power tubes and special
OutputTransformers for dynamic speakers.
In the Sangamo line there are transformers which permit set builders and
manufacturers to produce the real tone
fidelity. Are you ready for us
to send you the data?

broadcast receivers in full tonal beauty.
No longer does the bass viol come in
thinly on overtones alone -no more do
the shrill notes of the piccolo at top.
register die away in a shrill, reedy absurdity. The modern radio has TONE!
Better broadcasting- better tubes
better speakers-but it has remained for
Sangamo to build transformers to match
these improvements. And particular atSangamo Condensers
tention is called to Sangamo Push -pull
transformers! The Sangamo Push -pull Molded in Bakelite- unchangI nputTransformer has an extremely high ing value under all conditions
primary inductance to secure faithful of service.

-

(Similarto "X "line but with
special core metal to give
slightly better curve)

Type A straight audio amplification, list price
$10.00
Type B Push -pull Input transformer for all tubes, list price
$12.00
Type C- 171 Push -pull Output,
for t 71 or 25otypepowertubes
with cone speaker
$12.00
Type D-2 t o, same as C except
for 2 and I I2 power tubes

I

$12.00

Type H -17I, Push -pull Output
for 17 I or 2 50 power tubes for
Dynamic speaker
$12.00
Type G-2 o, same as type H
except for 2 I o and I 12 tubes,
list price
$12.00
Type F Plate Impedance for use
as a choke to prevent oscilla tion and forimpedancecoupled
$5.00
amplifiers, list

SAN GAM O
ELECTRIC COMPANY
Springfield, Illinois

For 29 years preeminent manufacturers of electrical precision instruments

Pacific Coast Offices:
750 Subway Terminal Building, Los Angeles

1061 Howard Street, San Francisco
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RADIO
Established 1917

"You Can Forget the Condensers

Published Monthly by the Pacific Radio Publishing Co.
H. W. DICKOW,
ARTHUR H. HALLORAN,
Business Manager
Editor
A. I. RIVETr,
P. S. LUCAS,
Draughtsman
Associate Editor
FRANK C. JONES, Technical Adviser
Entered as second -class matter at Post Office at
San Francisco, Calif.
Subscription Price, $2.50 per year in U. S. and Canada
$3.00 in Foreign Countries
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They Are DUBILIERS"

Specially designed for
Thordarson Power Packs
Type 574 for use with the
Ratheon BH tubes or the

Elkon Metallic EBH rectifier.
Type 575 for use with 210
type tubes and 281 rectifier
tubes.
Type 1152 for use with 210
and 250 type tubes and 281
rectifier tubes.
Type 1120 for use with 280
type rectifier tubes or the
Elkon E -80 metallic recti-

Address all communications to

PACIFIC RADIO PUBLISHING COMPANY

Pacific Building, San Francisco, California
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No Substitute
No amount of lurid claims by

for Quality!
DUBILIER LIGHT

advertising
SOCKET AERIAL
writers will take the place of
analysis
final
the
in
quality
-"A Moulded Bakelite Product"
the operation in your power
supply.
Bring in programs with a
Ever since the advent of Radio, minimum of interference. Do
and
Dubilier has been the manu- away with the unsightlyaerial
outside
causing
trouble
the
facturers' standard-and
Simply
set builders' stand -by. Built and lightning arrestor.plug
into
and
set
the
in every Dubilier Condenser attach to
Uses
socket.
light
nearest
the
is a factor of safety which is
your safeguard for years of ser- no current. Sold by all good
dealers. Price $1.50.
ice without failure.
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constant- regeneration short -wave receiver.
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for free
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FORECAST FOR APRIL ISSUE
P. S. Lucas describes the construction
of a remarkably effective short -wave receiver using the Marshall circuit. Frank
C. Jones continues his series on the
design of radio receivers; he also tells
how to measure the r.f. resistance of
coils. Harry R. Lubcke presents information on the construction of an inexpensive high range voltmeter. Max P.
Gilliland exposes some mystifying mind
reading tricks by the aid of a midget
radio receiver. John P. Arnold proposes
a tentative system of terminology for
visual communication, describes several
patented scanning systems, discusses new
lamp characteristics, and presents a large
amount of miscellaneous information
about recent developments in picture
transmission. Glenn Browning analyzes
band pass filters for use with screen -grid
tube r.f. amplifiers. G. F. Lampkin details
the 8CAV method of remote control bya
radio. A. Binneweg, Jr., describes
constant- frequency 20 -meter transmitter.a
R. Wm. Tanner tells how to build

2
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By W. L. Jepson

METER OSCILLATOR FOR
THE 34 METER AMPLIFIER
By A. Binneweg, Jr.
SPREADING THE BANDS WITH
AN AUXILIARY TUNING
CONDENSER
By G. S. Corte
INSIDE STORIES OF FACTORY BUILT RECEIVERS
STANDARD RADIO RECEIVER
MODELS
RADIO KIT REVIEWS
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Two Radio Magazines for the Price of One
CITIZENS RADIO CALL BOOK and RADIO, both magazines sent

to your address for the cost of a subscription to RADIO alone. Send
$2.50, the full price, and your subscriptions will be entered immediately.
CITIZENS RADIO CALL BOOK is published four times a year. You
save $2.00 by subscribing to this combination offer. Attach your check
or money order for $2.50 to the coupon and mail now. This great offer
will be withdrawn shortly. ACT NOW.
sit

- sr- r -

\

-rr -fir

- -- _I -

RADIO, 428 Pacific Building, San Francisco, California.
Here is $2.50. Send both CITIZENS RADIO CALL BOOK and RADIO for
one year to
Name
Address
Tell them you saw it in RADIO

Land, Sea, or in foie Air
DURHAMS are Supreine!_wherve.
0111

th e pe>< fect operation of radio apparatus is of paramount commercial and governmental importance
-in radio transmitting or receiving apparatus -in power amplification units -in the sensitive
resistance- coupled amplifiers of the photo - electric cell circuit in Television apparatus
there you will find that experienced radio engineers use and endorse DURHAM Resistors,
Powerohms and Grid Suppressors ! Why? Because years of experiment have proved the
indisputable value of the DURHAM Metallized principle. Because these resistances are calibrated accurately according to their stated ratings. Because they are available for every
practical resistance purpose from 250 ohms to 100 Megohms and in power ratings. We will
be glad to send you descriptive literature explaining the entire Durham line.

-

METALLIZED

RESISTORS & POWEROHMS
INTERNATIONAL RESISTANCE CO., 2006 Chestnut Street, Philadelphia, Pa.
Tell them you saw it in RADIO
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Everyone knows how Peter L. Jensen's
perfection of the dynamic speaker in
1927 and 1928 served as the pattern for

the entire radio industry.
And now Jensen has started 1929 with
the announcement of the Jensen Auditorium Speaker -designed to operate
with all types of amplifiers from the
smallest with one tube to the largest

with push -pull stages employing type
tubes. It is the ideal reproducer for
use in theatres and auditoriums, out of-doors, or in the home.
Jensen Dynamic Speakers are now offered at new low prices. For complete
information, write or wire today.
250

JENSEN RADIO
MANUFACTURING COMPANY
338 N. Kedzie Avenue, Chicago, Ill.
212 Ninth Street, Oakland, Calif.

emen

DYNAM IC SPEAKERS

4

Jensen Patents

Allowed and Pending
Also Licensed under
Leltophone and Magnavox

Tell them you saw it in RADIO

Patents

The only course in Radio
sponsored by
Let this short -cut lift you into the real money class

Radio Operator, $90 to $200 per
month with all expenses paid
Radio Inspector,
$2,000 to $4,500 a year

Broadcast Operator,
$1,800 to $4,800 a year

DON'T

look upon Radio as a mere
plaything. Thousands of men are making big money at it -and so can you!
Just a little commercial training is all you need to
give you that professional confidence and ability. You
can secure this training in your spare time ... through
a marvelous home -laboratory course sponsored by
the Radio Corporation of America. Our big FREE
Radio book tells all about it.
Round out your knowledge with this
home- laboratory training
Put the finishing touch to your Radio experience. Get
the "How" as well as the "Why" of Radio with this
commercial training. Only an hour or so a day -in
spare time -is all you need. As part of your course,
you receive absolutely free of extra charge
magnificent outlay of fine apparatus. With this outfit you
learn to build fine sets and solve the radio problems
that bring big pay. You acquire not only the ability
but the confidence to succeed in a big commercial way.

-a

Training backed by
Radio Corporation of America
Our graduates are in big demand everywhere. They
enjoy greater success because they're posted right
up -to- the - minute in everything in Radio. Radio's
progress each year is measured by the accomplishment of the great engineers at work in the research
laboratories of Radio Corporation of America. This
Radio organization sets the standard for the industry.

Money back if not satisfied
The lessons prepare you for success in all phases of
Radio manufacturing, servicing, selling, ship and
shore broadcasting, Television, Photoradiograms and
radio equipment. A signed agreement backed by
RCA assures you of complete satisfaction upon
completion of the training or your money will be

-

promptly refunded.

-

Read this thrilling free book
It may mean the turning point in your life. It gives
you the real "dope" about Radio and it describes in
detail the famous training that has enabled us to
place thousands of our students in fine positions,
usually from 3 to 10 days after graduation! It tells in
50 fascinating pages and photos all about Radio's
brilliant opportunities for adventure and success.
Mail the coupon now -the book is absolutely free!
Radio Institute of America,
Dept. R A 3, 326 Broadway,
New York, N. Y.

r -- -

Radio Institute of America
Dept. R A 3
326 Broadway, New York. N. Y.
Gentlemen : Please send me your big FREE 50.
page book which tells about the great opportunities
in Radio and about your famous laboratory-method
of radio instruction at home.
Name
Address

1,
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d
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PAM 19
Price, without tubes, $175.00

Set the Pace With a "PAM"
BANG They're off like a flash-and at Tia Juana (pictured
above) the spectators, wherever located about the track,
know the whole story because they are informed by means of
a PAM 19 and MIK 1.
Every race track is a prospect for you and remember this is
but one of a thousand applications for "PAM" amplifiers which
are keeping professional set builders and service men busy
!

throughout this country.
There is no closed season for "PAM" Amplifiers.

Send for handsome folder R5 describing the above and other
Samson PAM Amplifiers which are also a "Sound Investment"

Main Office:

CANTON, MASS.

amso

oc

Factories at Canton
and Watertown, Mass.

R .M A
PACIFIC COAST OFFICES:

327 Tilden Sales Bldg.
SAN FRANCISCO, CALIF.

324 North San Pedro Street
LOS ANGELES, CALIF.

2607 -11 Second Avenue
SEATTLE, WASH.

Tell them you saw it in RADIO

637 East Broadway
PORTLAND, ORE.

FALLVD.A__

Radio

Listen for the Difference!
.
It's There
FADA 15

Dynamic Speaker
Mantel Clock Model, Walnut
Cabinet
An improved electro- dynamic
speaker with a 1" moving voice coil
and 7" cone. Built -in power supply,
self- contained as illustrated for operation on 90 to 130 volt A.C.
lines, 50 to 60 cycles only.

(This speaker cannot be operated
on A.C. lines of 25 to 49 cycle frequency. If a service man who has
proper factory instructions makes
the installation, this speaker can be
operated from D.C. power lines or
with a six-volt storage battery.)
Retail

Here are some of the outstanding reasons:
The Fada 17. Illuminated station finder which also is a pilot
light indicating whether set is on or off.
Single tuning control-only one knob to turn to get stations.
Push -pull power amplification -gives greater undistorted volume
and finer tone quality.
Jacks for phonograph attachment which enable you to play your
favorite records through the powerful audio and push -pull
amplifier receiver system.
Long and short antenna connections for maximum results with
varying length antennas.
Dynamic speaker current controlled from the front panel switch.
Uses five 227 indirect heater type, two 171A type power amplifiers (push -pull) and one 280 type rectifier. Designed for
permanent radio satisfaction to radio owners and excels in the
radio essentials -Tone Quality- Selectivity- Sensitivity and

Dependability.

Send for Catalog No. 5145

F. A. D.

Price- $55.00

West of the Rockies $57.50

West of the Rockies -$140.00

Retail Price $135.00

ANDREA, Inc.

Long Island City, N. Y.

FADA 17 A.C. ELECTRIC -WALNUT CABINET

'bell them you saw it in RAI)lu

WHAT
is the

simplest

solution to

THIS PROBLEM

With an input voltage of 220-required: to supply plate
voltages and grid bias to a six -tube T.R.F. receiver with
one 201 -A tube at 45 volts, three 201 -A tubes at 90 volts,
one 112 -A tube at 135 volts, one 171 tube at 180 volts,
and -40 volts.
and grid biases of
at

:f!

-9

Answer:-

¶ÌheTRLVOLT

universal resistor. It
eliminates the use of a special resistance for each
required voltage. By simply connecting it to the
output terminals of the filter circuit of the eliminator,
the Truvolt Divider will deliver proper plate and grid
voltages to any receiver of present or anticipated
future design.
The Truvolt Divider uses a wire -wound resistor haying five variable taps. Referring to the diagram above,
a maximum fixed voltage of approximately 180 volts
is obtained from binding post number 1; tap B -2 will
supply any voltage from 160 to 110, tap B -3 any voltage from 110 to 65, tap B -4 any voltage from 55 to 20.
The grid bias tap C -6 will supply a grid bias of from
to -20 volts, and tap C -7 a bias voltage of from
-20 to -40.
Each of the Divider's taps is calibrated and practically any desired voltage variations can be obtained by
adjusting the various knobs in accordance with easily
understood tables and charts, thus eliminating the
need of an expensive high resistance voltmeter and
complicated calculations.
The Truvolt Divider is handsome in appearance,
made of genuine Bakelite, and can be mounted in any
desired position on baseboard or sub -panel, or used as
a front panel on a metal cabinet, at the same time
providing binding posts for all B and C voltages.

THE Truvolt Divider

DIVIDER

-1

Electrad specializes in a complete line of controls
for all Radio purposes, including Television.

175 Vsrick

Street, NewYork

ELEC TRA»
INC.

8

U. S. Pat. No. 1676869
and Patents Pending

is a
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Radiotorial Comment
tain provision for automatic control of volume
by means of an additional tube. Automatic
tuning will probably be limited in application.
The more expensive sets will be combined
with an electric phonograph pickup and turntable, as well as a talking motion picture attachment. The complete instrument will be designed as an effective means for entertaining a
family at home.

THE imminence of successful television, by
wire, is indicated by the statement of Frank

Jewett, President Bell Telephone Laboratories, that "Today we are relatively farther
along in our work on television than we were on
transoceanic telephony in 1915, when we conducted the first successful test from Washington
to Paris and Honolulu." Yet more than ten
years elapsed before commercial transatlantic
radio telephone service was established.
Looking to the future of radio motion pictures, David Sarnoff, executive vice -president
Radio Corporation of America, believes we
shall be well launched into the dawning age
of sight transmission by radio within three to
five years. "In the meantime, it must be remembered with the poets that art is long and
time is fleeting. There is no shortcut in the
logical unfolding of an art that promises to extend the range of the eye, as it has extended
the range of the ear, to the four corners of the
B.

earth."

.

*

*

)RECASTS of the most modern type of radio
receiver which is to be marketed next season indicate that it will use a.c. screen -grid tubes/
for r.f. amplifiers, and possibly for detector.
The r.f. tuners tend toward the band-selector
with ganged condensers adapted for operation with a single dial which is equally divided
in terms of kilocycles or channels.
Line voltage control will be an integral part
of the most advanced sets, instead of being an
accessory. In fact, such sets will require no
accessories, as the manufacturers will incorporate all the usual accessories, including the
loudspeaker, as an integral part of the set. Most
of the new sets will be equipped with dynamic
speakers, since the electrostatic speaker is still
in the accessory class. Several of them will conFt

a

"

*

*

or repeal of the Davis amend ment to the Radio Act of 1927, is one of
MODIFICATION
the remedies proposed for extricating radio
broadcasting from the troubles with which it is
still afflicted. The National Electrical Manufacturers' Association's committee on broadcast
allocation states that only the complete repeal
of the amendment will be helpful in the present emergency. The Radio Manufacturers' Association recommends that it be amended so as
to provide a more suitable and practicable basis
for the distribution of broadcasting facilities
than is afforded by the present zone arrangement.
Nema believes that modification of zone
boundaries and the number of zones, no matter
how skillfully done, cannot be a fair basis for
equalization. To support this opinion they state
that any zoning plan is certain to discriminate
against one zone or another in one or more of
the fundamental factors, such as total population, density of population, area, type of terrain,
geometric shape, and economic conditions. Each
of these has an important bearing upon equitable service.
Both associations feel that the Federal Radio
Commission has failed to accomplish the prime
purpose for which it was organized -namely,
the reduction of the actual number of stations
licensed, RMA recommending the deletion of
stations which are not performing a real ser-

RADIO FOR MARCH, 1929
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vice to the public and Nema urging the corn mission to adopt a standard basis for rating stations for the purpose of deciding the relative
values of their service.
Neither has officially expressed its opinion of
the efforts of the commission chairman to prolong the commission's life. One of the most capable of the commissioners, however, has suggested that the duties of the commission should
be turned over to the Department of Commerce,

originally intended.
The necessity for corrective action along these
general lines has been repeatedly stressed in
these columns. That the two most influential
associations in the industry should publicly concur in urging such changes is indicative of their
eventual accomplishment, especially as their
criticism is of a constructive character.
as

*

*

*

broadcast receiver of today represents
an evolution from a scientific to a musical
instrument. The early radio sets were merely
amplifiers of energy. As a laboratory product,
they were equipped with laboratory instruments
and controls. Their ability to reproduce
crudely voice and music was incidental to their
ability to amplify electrical voltages.
The first step in their evolutionary development was the simplification of the many controls. These were necessary in the adjustment
of a laboratory instrument by a scientist, but
were not suited to operation by a novice. Some
of the early sets had a dozen or more controls,
and were more formidable than the barodiek
made famous by Rube Goldberg. Even the first
models of the neutrodyne had these tuning controls in addition to filament controls. But now
many sets have but a single dial which is marked
with the names of the stations which may be
heard.
The next step was the concealment of unsightly parts in beautiful furniture. The radio
was promoted from the boy's work bench to
the family living room, where its howls and
squeals, as well as its DX fascination, created
many radio widows and orphans.
Then the a.c. filament tube dispensed with the
need for messy batteries which always seemed
to be run down when most wanted. The radio
service man has lost many a good customer because of the a.c. tube.
Latest in this march of progress are the audio
THE

10

transformers and power tubes, together with the
dynamic speaker, whereby the lost chords in
music have been found.
*

*

*

aviation's greatest problem is
psychological rather than mechanical. The
public must be sold the idea that flying is safe.
Anything that can accelerate the normally slow
growth of confidence will hasten the development of aviation.
From this standpoint the necessity for radio
communication between plane and ground has
been somewhat overlooked. It has been highly
regarded as an operating aid, but not as an aid
to safety. Yet, even if it were of no especial advantage as a means for directing plane action
and notifying of plane troubles, the high regard
in which radio is subconsciously held by the
public would justify its use.
If radio is synonymous with safety in water
navigation, how much more important is it in
air navigation? It gives the pilot advance notice of weather conditions and keeps him in
constant touch with flying fields. Radio beacons
guide him through darkness and fog. And finally it is a means for summoning aid in case of
emergency.
Governmental and private agencies are rapidly
supplying ground radio equipment. The Federal Radio Commission has allocated sixty 10kilocycle channels between 109 and 133 meters
for aircraft communication. But the installation of plane transmitters seems to be lagging,
notwithstanding the fact that suitable equipment
is available for this purpose. One cause is the
difficulty that pilots have in mastering the code,
since phone transmission is still in the experimental stage. Furthermore the aviation companies are loath to carry an extra man to act as
operator.
Yet the pilot of a steamship is not required
to be a radio operator, though it was not until
after a number of wrecks that it became obligatory for a steamship to carry a radio man.
Eventually, of course, the laws will catch up
with progress, and every passenger- carrying
plane will be obliged by law to have radio
equipment and personnel. But if the air transportation companies are seriously interested in
popularizing aviation they will anticipate such
a law by providing proper radio facilities at
COMMERCIAL

once.

RADIO FOR MARCH, 1929

Australian Short-Wave Radio
telephony between Australia
and the United States, and between Australia and Java became
an accomplished fact with the inauguration of service on November 1, by Amalgamated Wireless (A'sia) Ltd. This service is maintained by means of a 20 -k.w.
short -wave transmitter at Pennant Hills,
and by receiving equipment at La
Perouse, both of these stations being
connected by wire telephone with the
control office at Sydney. This equipment has communicated directly with
Bandoeng, Java, and WGY at Schenectady, N .Y., and will eventually be used
for telephoning to London.
ADIO

R. W. A. Receiving Center at La Perouse, near Sydney, Australia
1. Drive and No. 2 Magnifier (1 k.w.
each) .
2. No. 1 Magnifier (3 k.w.)
3. Power Magnifier (20 k.w.)
4. Keying Unit (20 k.w.)
5. Modulator Unit (25 k.w.)
6. Large Rectifier.
7. Small Rectifier.

100 ft. Mast at A. W. A. Radio Center,

Pennant Hills, Sydney, Australia

Other services maintained by A. W.
A. under the supervision of E. T. Fisk,
managing director, are the beam feeder
communication with Melbourne ; between the Coastal Radio Service, Adelaide, Perth, Townsville, and Brisbane;
the Island Radio Service with A. W. A.
stations at Rabaul, and Fiji, as well as
to Noumea, New Caledonia; the N. S.
W. police transmitters communicating
with police patrol cars; Sydney Radio
short-wave long distance transmitters,
communicating with ships off the Australian coast ; the ordinary 600 and 800 meter marine transmitters communicating with trawlers operating off the
N. S. W. Coast; and broadcasting station 2FC.
The whole of these services is operated either from the A. W. A. Receiving
Center at La Perouse or from Wireless House, York Street, Sydney, with
the exception of Police transmitters.
The 20 k.w. transmitter feeds into
one of the aerials supported by the 400 ft. mast at Pennant Hills, 14 miles from
Sydney. The transmitter consists of
seven units which are designated as
follows:

The tube filaments in the first 5 units
are heated from two 140 -amp., 25 -volt
d.c. generators, with the exception of the
drive and sub -modulator tubes, which
are heated from a 500 amp. hour battery.
The filaments of the rectifying tubes
are heated by current at 12/ volts, 50
cycles, stepped down from 240 volts.
Plate voltage is obtained from a 30-

k.w. rectifier unit, comprising 6 large
glass rectifying tubes, and appropriate
smoothing circuits, composed of inductances and condensers, while power for
the anodes of the drive and buffer circuits is obtained from a 3 -k.w. rectifier.
The plates are cooled by means of an
oil- circulating system.
The wave range of the transmitter is
15 to 50 meters, and can be used for
telegraph signals up to 300 words per
minute or for telephony. The aerial,
which is of the vertical type, is about
400 ft. from the transmitter and is fed
by means of lecher wires, which arrangement permits of the greatest possible efficiency being obtained from the radiating system.

20 K.W. Short -Wave Transmitter at 2ME

RADIO FOR MARCH, 1929
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Radio Receiver Design
The First in a Series of Discussions and Solutions of the Problems
Confronting the Factory Engineer
By FRANK C. JONES
pRELIMINARY to the actual design,
a study should be made of the conditions under which the receiver is
to be operated, the cost of the completed

set, and the quantity to be manufactured.
An engineer must have a mental picture
of the finished product before he starts.
The details of the picture may then be

changed after laboratory tests have been
made.
A receiver should be designed to give
the best possible results for the money
expended. One costing $400 will be
different, and generally easier to design,
than one costing $200. Sometimes a low priced receiver represents a great deal
more engineering than does a really expensive set, simply because every penny
of its cost has to be put to best advantage. Generally the performance of such
a receiver is nearly as good as the more
costly receivers. Certainly the manufacturers have less trouble with the sets
which have been sold. Any person buying an expensive receiver expects it to
be nearly perfect and free from minor
defects and promptly reports his difficulties. He expects to run into such
things with cheaper sets and generally
has some local service man fix it.
The first thing in designing a new
receiver is to decide the price class into
which it should fall. In practice this
should be done by consulting with the
heads of the manufacturing concern and
making a study of the present, past and
possible future market. A new receiver
must perform better in at least one way
than other receivers of the same cost in
order to be a successful seller.
Suppose the concern decides that a
$400 set will meet public approval. In
such a case the receiver may be designed
so as to give lasting satisfaction to the
buyer with very little service trouble,
or it may be designed for some special
feature such as extraordinary distant
reception. I say or in the latter case
because such receivers are generally a
source of grief to the buyer, the store,
the jobber, the manufacturer, and the
poor engineers who designed them. It
generally happens that in this case the
receiver is designed without a view toward simplicity and long life with little
servicing. For example, such a receiver
usually has numerous bypass condensers
for each part of the circuit with the possibility of punctured condensers after a
little use. I mentioned this particular
item because many manufacturers in the
past have had this trouble. Likely many
will in the future.
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Care has to be taken to allow an ample
factor of safety on all parts that go into
the complete receiver and still not throw
away money. If the latter happens some
other manufacturer will surely get the
business with a less costly set, while if
the receiver develops lots of service grief,
the same thing happens before the radio
season is over. Too many of the $400
to $600 class of receivers are designed
for the utmost in quality, selectivity and
sensitivity without proper thought of service trouble from faulty parts. As a
result the public has found that it pays
to buy an all- electric receiver costing
from $150 to $250 which does not give
quite as good results in some ways but
doesn't generally become inoperative as
easily.

Last season's $300 to $400 receiver
may be duplicated, by proper engineering, for $200, as far as quality, selectivity, sensitivity, and appearance are
concerned, as will be demonstrated during the coming radio season. Production of a cheaper set, complete with
loudspeaker, cabinet, and tubes, is not
the function of a relatively small manufacturer, especially if he is not advantageously situated to meet the larger
quantity output necessary for this type
of set, with its larger market. Operating costs and overhead are high in a
small concern and low profit per set
means a real financial problem in paying the large patent minimum royalty
payments per year.

In case a manufacturer decides not
to pay royalties on circuits and parts
he uses, it is necessary for him to set
aside a good percentage of his profits
for later legal battles. By spending a
large amount on engineering, some of
the more important patents may be
evaded and sometimes a real advance is
accomplished in the radio art. Certainly
independent research is to be commended
and should be done even though the
manufacturer is fully licensed to use

the more important patents. It is only
by research in engineering lines that
competition can be successfully met each
year.
Yet, if too much is spent for research,
all the profits are lost, though this seldom occurs. The real trouble can
usually be traced to inefficient engineers.
They may be either too theoretical or
may not have sufficient knowledge of
basic principles. There has to be a
happy medium.
The next thing after price classification, is to plan the complete set. This
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depends a good deal upon what patents
are available for use in the way of circuits, parts and methods of manufacture
of parts. If such are open for use, then
some standard form of circuit such as
tuned radio frequency, detector and
audio -amplifier system will probably be
chosen. Trick circuits are usually hard
to handle in large production as well
as being too costly in manufacture.
These circuits have their place in the
gradual line of development and often
lead to worth while circuits. The radio
frequency amplifier circuit will depend
upon the' various conditions under which
the set will be sold and operated. The
audio- frequency amplifier and type of
loudspeaker depend on the quality of reproduction desired in consideration of
cost. Cost is the all important word
to the engineer.
The fact that a large number of prospective set buyers live in the country
or in smaller cities some distance from
any good broadcast stations, means that
the manufacturer will either have to.
have a very good amplifier or neglect all
of this field. Again, many large city
dwellers, especially new buyers, want a
radio receiver that will pick up stations
several thousand miles away. As an
engineer, I deplore this state of affairs,
but as an individual I still get a thrill
out of picking up some station several
thousand miles away in spite of the poor
quality and loud background of noise.
So with all of us. It gives anyone a
nice feeling of superiority to be able to.
tell his neighbor next morning about
getting Japan or whatnot. As far as
quality of reproduction is concerned, distant reception is a total loss.
All of these things have to be considered by the engineer and a sacrifice
made in the audio system perhaps to obtain good sensitivity or vice versa. Again
cost plays the leading role. The engineer has to be able to judge accurately
what the public will most desire in a
radio receiver several months in advance. The receiver has to incorporate
new desirable features in exactly the
same way that each season's new automobiles have new desirable features. For
a given sum of money, the value to the
customer has to be increased each season.
Some of the very interesting technical
problems confronting the engineers in
r.f., detector, a.f. and power supply circuit designs will be taken up in succeeding articles.

Cabinet Resonance in Dynamic S
An Analysis of Its Cause and Cure Based Upon Response Curves
By FRANK C. JONES
CABINET resonance is responsible for

-

much of the booming effect frequently heard from dynamic speakers. In fact some authorities have said
that a dynamic speaker in a small cabinet
is no better than a good magnetic
speaker.
The cabinet provides a convenient and
sightly housing for the baffle which is
necessary for the satisfactory operation
of a cone dynamic speaker. The low
frequency sounds are produced by the
plunger action of a small cone diaphragm, while the higher frequencies are
produced by a combination of this
plunger action and the wave motion
effects of the cone. Without a baffle,
especially at low sound frequencies, the
air set in motion by the front and back
surfaces of the cone circulates and interferes to reduce the sound output. The
baffle tends to separate these two sets of
sound waves so that they do not circulate. This baffle preferably should be
flat, but may take the form of a cabinet
for the sake of appearance.
The baffle consists of a large surface
extending out from the front edges of
the cone, preferably at right angles to its
line of motion. Best results are usually
obtained when this surface is so heavy
that it has no natural vibration period
within the audio -frequency range of the
loudspeaker. A baffle does not ordinarily prevent interference of sound
waves which are emitted from front and
rear of the cone, but does prevent air
circulation within certain limitations.
This latter effect prevents the listener
from hearing any really low frequency
sounds in any location in a room unless
the baffle is made large enough. This
effect is negligible as long as the path
through air around the baffle from front
to rear of the cone is at least a quarter
wavelength of the sound waves.
For example, an 80 cycle per second
tone has a wavelength, from one rarefication or condensation of the air to the
next, of 1120=80 -14 feet. The value
1120 is the number of feet per second
through which sound will travel in air
at ordinary temperatures and densities.
A quarter wavelength then would be
3.4X14 =3
feet.
feet square, or of
A baffle about
that diameter if round, would present
a path through air from front to rear of
the cone of the proper length to allow
the loudspeaker to function down to
eighty cycles per. second. Below that frequency the sound produced would consist
mostly of harmonics which would be
many times as intense in volume as the

/
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fundamental frequency. This also happens for nearly all frequencies below.
200 cycles per second when any magnetic type of loudspeaker is used. The
human ear will combine two tones to
hear another tone such as 240 and a
160 cycle per second tones giving a third
tone of 80 cycles. There is probably a
higher resultant tone also, but the apparent lower tone of 80 cycles is quite
noticeable if there is present a slight
amount of the actual 80 cycle per second
tone from the loudspeaker.
A loudspeaker hasn't a perfectly
smooth response curve, but varies somewhat with many points of maximum and
minimum sound output over the audio frequency range. Fortunately the human ear is not perfect enough to notice
small variations for different frequencies. A variation of less than 10 per
cent in volume is very difficult to discern.
This means that for ordinary room volume, the loudspeaker may vary about 5
T.U.'s before the change is perceptible
to the ear. The variation in intensity
of sound for different frequencies at different points in a room often varies much
more than this value.
This latter effect is due to reflection
of sound waves from walls and other
objects in a room and the establishment
of standing waves of sound. Standing
waves means that the reflected wave is
in phase with the direct wave and so
there are points of maximum and minimum sound in the room. The location
of these waves depends on the frequency
of the source of sound. This effect is
much worse in a room in which
the echo or reverberation is bad. Some
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surfaces absorb more sound than others
and so the use of window drapes, rugs,
porous plaster and upholstered furniture
aids in making a room suitable for good
music reproduction from a radio set.
Since the reverberation is less in such
a room, the music will be clearer and
more sharply defined as one note will
not drag over into another more than is
desirable. Perfect absorption of sound
is not desirable because a small amount
of drag -over tends to sustain the music..
These different effects are discussed
briefly to show some of the difficulties
encountered in making a study of loudspeaker cabinet resonance. The measurements of sound intensity are subject to.
error due to room reverberation and
standing wave effects which may apparently overshadow the effect of cabinet
resonance. It was necessary to run a,
great many response curves, some of
which are shown in Figs. 1 to 3. Thecurves of Fig. 1 were sound intensity
measurements taken about 6 in. from the
front, rear and sides of a loudspeaker in
a small cabinet. The curves aire of apparent response and not true response
since a small cabinet cuts off at about
70 or 80 cycles per second so far as.
fundamental tone is concerned.
These curves show a decided cabinet
resonance at from 200 to 300 cycles per
second. The curves taken from the rear
show that the response is much greater
at these frequencies relatively than from
the front. When the measurements are
taken so close to the front the effect of
cabinet resonance is nearly negligible Measurements several feet away from a,
loudspeaker show, even directly in front,
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Fig. 1. Response Curve of Dynamic Speaker in Small Cabinet, Measurements Taken
6 In. from Front
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such noticeable resonant effects. The
natural period is at some lower frequency usually between 75 and 200
cycles per second. The effect on the
higher frequencies is also less since there
is a larger space around the back of the
loudspeaker.
Very often the natural
period may be roughly located by noting
at what low frequencies the sides of the
cabinet vibrate strongly. The same
methods of reducing cabinet resonance
apply for large as do for small cabinets.
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Measuring Gas Content of Tubes
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Fig. 2. Response Curve for Small Cabinet and Flat Baffle, Measured 5 Ft. from Speaker

unmistakable signs of resonance, as can
be seen in Fig. 2. This illustrates the
comparison between flat and cabinet
baffles. The baffle in each case is cut off
at about 70 or 80 cycles per second, and
so gave an interesting comparison. On
speech this cabinet resonance peak gives
a "barrel" effect while the flat baffle gave
very natural reproduction. The voice
was much clearer and more defined in
the latter case while in the former it was
unnaturally deep. The same held true
with music.
In Fig. l the response 6 in. from the
sides shows very great resonance peaks
at about 200 to 300 cycles per second.
This would indicate that the sides of the
cabinet were acting as diaphragms which
had a natural period at about that frequency. Making the cabinets of heavier
material or of some less elastic material
would greatly lessen this fault. Padding
the inside with felt would not help much
because the felt is hardly heavy enough
to damp out the motion of the sides of
the cabinet at medium or high volume.
Felt is an efficient absorbent of sound
waves at high frequencies but is quite
poor at low frequencies. Some form
of acoustic Celotex or some such material would probably be better and might
be advantageously used for the sides of
larger cabinets with a thin veneer of
wood on the outside for appearance.
Bending the sides of a baffle back in
the form of a cabinet forms a cavity or

air cushion which tends to absorb the
high frequencies somewhat. A cabinet
acts somewhat like a horn or megaphone
in attenuating the higher frequencies
from 4000 to 6000 cycles per second.
This effect may be reduced greatly by
drilling large holes in the sides so as to
let some of the sound waves out. This
reduces the effective baffle area but probably its beneficial effects would more
than counterbalance that. The sides of
the cabinet would also lose their tendency to vibrate at some frequency within
the audio range of the loudspeaker.
Bending the sides back at an angle of
45 degrees instead of 90 degrees would
likely reduce cabinet resonance to nearly
a negligible amount. This would give
a rather unusual shape of cabinet, but
nevertheless might be made artistic.
Fig. 3 shows some curves of sound intensity measured 5 ft. from the loudspeaker of still another cabinet. The
resonance at 200 or 300 cycles is less
pronounced with this cabinet than in the
case of the one measured in Fig. 2, as
shown by the solid curve of Fig. 3. The
dotted curves of Fig. 3 show that the
effect of cabinet resonance is quite bad.
These curves of Fig. 3 are quite different from those of Fig. 1, because of
the effects due to the room reverberation
and standing waves of sound.
Larger cabinets, such as used in console type radio sets with incorporated
dynamic loudspeaker, are not subject to
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By MILTON A. AUSMAN

pO

the gas content of
a vacuum tube provides a good index as to the tube's probable life, and
AKNOWLEDGE Of

constancy of characteristics. While these
also depend upon the arrangement and
spacing of the tube elements, as well as
upon the currents and voltages which
are applied, the most practical method
for predicting the life is based upon a
measurement of the gas content, which
corresponds to the degree of vacuum.
In general, tubes which have a low
gas content are the best performers. So
in repairing a tube the gas content should
be minimized by highly heating the in-

Fig.

1.

Circuit for Measuring Gas Content
of Vacuum Tube

ternal elements and the glass, so as to
drive off any occluded gas.
The relative gas content of tubes may
readily be determined from the reading
of the micro- ammeter in the grid circuit of Fig. 1. The first reading is
taken after five minutes' operation of
the tube in this circuit, under its rated
or normal plate and filament voltages,
and with the potentiometer adjusted
across the C battery so as to give normal
plate current. This first reading is
called the total grid current.
A second reading is taken when the
tube has cooled after the filament current has been turned off, but while the
plate voltage remains on the tube. This
reading is the leakage.
Filament voltage is again applied and
the meter needle closely watched during its upward swing. In its initial
swing the inertia of the needle will carry
it beyond a certain point to which it
will subsequently drop back before it
again climbs upward. The reading at
this certain point is recorded. This
reading minus the leakage reading is
the true gas reading of the tube under
normal operating conditions.

The Electrostatic Loudspeaker
An Explanation of the Fundamental Principles of the Unilateral and Bilateral Types
of Condenser Speakers
By "YoSE"
THE condenser or electrostatic type
of loudspeaker is the latest development of intensive research by

passing an extra unidirectional magnetic
flux through the driving coil. Similarly
with the electrostatic type, a "polar-

radio -acoustic engineers. They are continually trying to get greater fidelity in
tone production and greater energy from
all types of electrophonic devices. Nor
do they claim that the electrostatic type
is the last word in speaker design, any
more than were the electromagnetic and
the electrodynamic types. Audio -frequency currents and voltages may yet
be converted into sound of greater
fidelity to the original in half a dozen
other ways, including magneto-striction
and corona discharge. But the electrostatic type has graduated from the laboratory and is now a commercial
product.
In the simple magnetic type of speaker
an iron diaphragm is pulled away from
its neutral position by audio -frequency
currents which pass through a coil of
wire wound around a permanent magnet. If the magnet were taken away
and the telephone currents were powerful enough to give the same motion to
the diaphragm as before, the predominating sounds, neglecting the effects of
eddy currents, would have double the
normal frequency; i.e., a 256 cycle note
would be heard principally as a 512
cycle note.
The action of a simple electrostatic
speaker having one fixed and one movable electrode is quite similar to this
theoretic magnetic type. As shown in

izing" voltage is maintained between
A and B, which are less than one millimeter apart.
A simple parlor experiment to illustrate this principle was described in an
English magazine seven years ago. A
thin sheet of bond paper is lightly
pasted to the palm of the right hand of
several persons, each of whom places the
paper against the ear of his right -hand
neighbor. The two end persons in this
human circuit, whose only bodily contacts are through the pieces of paper,
then grasp the output terminals of a
radio receiver having at least 180 volts
on the plate of the last audio stage, the
usual loudspeaker being removed.
When this is done, a soft and clear
rendition of speech or music is heard,
due to the opposite charges induced on
the paper and the ear. If too much
paste is used the effect is deadened. In
fact it is well to use no paste, but to
press all the "diaphragms" in place over
the ears and then complete the chain by
having the end parties grasp the output
terminals. Three hundred or more volts
can be used with still better results, but
watch for defects in your paper! In this
experiment we have both the audio
voltage on the electrostatic speaker, plus
a d.c. "polarizing" (plate) voltage.
Polarizing voltages and magnetic
fields increase the original effects and
cut down the doubling of the impressed
audio frequencies. Fig. 2 shows the
action of a unilateral speaker with a
polarizing voltage. The fixed member
!I attracts the movable member B to a
new permanent neutral position Bl as
soon as a d.c. polarizing voltage of say
200 to 800 volts is impressed between
A and B.
To pursue the analogy of the telephone receiver, we may think of A as
the permanent magnet or magnetic
field attracting the telephone diaphragm
B away from its ordinary neutral position to a new neutral position. In both
these instances the new neutral position
has one advantage which the old neutral
position B in Fig. 1 did not have -that
is, the diaphragm Bt moves both to right
and left of this new position. It takes
up positions B2 and B3 corresponding
to given but opposite strengths of audio
frequency voltage or current, as the case
may be, and this irrespective of the
frequency.
Hence it is easy to see that the origi-
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Fig.l. Unilateral

Speaker without
Polarizing Voltage

2
Fig. 2. Unilateral
Speaker with
Polarizing Voltage

Fig. 1, the movable metal diaphragm
B is attracted toward the fixed diaphragm A, so that B may be strained to
a position BI at the left of its neutral
position, but never to a position at its
right. Consequently, this is called a
unilateral system, in contrast to the
bilateral system to be described later.
Like its magnetic counterpart, it normally doubles all frequencies unless
preventive means are adopted.
With the magnetic diaphragm, this
doubling of frequency is avoided by
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nal frequency given out of the last plate
circuit will be reproduced in the loudspeaker. If the old action as shown in
Fig. 1 were still present ( and it is to
a very slight extent) we should find
that the diaphragm would only move
from Bl to B3 on both sides of an audio
frequency cycle.
The polarizing voltage is best applied
through high resistances of the order of
.5 to 2 megohms. Theoretically, an a.f.
choke of 30 -50 henries would be efficient
in keeping the speaker permanently
charged and yet in preventing its variations of potential, as it vibrated, from
expending energy in the circuit supplying this polarizing voltage. In Fig. 3
such chokes are indicated at C and D.
As their effect is uneven over the audio
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Fig. 3. Method of Applying Polarizing
Voltage to Unilateral Speaker

range, they would permit the bass notes
to be lost through the d.c. generator or
B battery, while the high notes would
come through normally: the chokes
would prevent their leaking away.
If, however, C and D are high resistances, their effect is uniform over
the whole a.f. scale. Resistances also
minimize the development of electrical
resonance at a certain frequency, which
chokes at C and D might produce, considering f1 and B as a series condenser.
A 12 -in. disc separated by less than one
millimeter from another has an appreciable capacity of the order of 800 m.m.f.
Most commercial types of electrostatic speakers employ a thin membrane
as a movable element and an air-vented
fixed element which also protects the
membrane. This somewhat limits the
amplitude of the direct piston action,
which is one of the factors upon which
depends the fidelity of tone reproduction.
Greater piston action could be had by
using a larger moving element as illustrated in Fig. 4, where a shows elements
of equal diameter and b and c show the
same size for A, but larger diameters
for B. When the greatest displacement
15

of B toward A is the same in all three
cases, the larger diaphragms require a

greater restoring force. As the radial
stresses in B for the type of speaker in
Fig. 4a with a 12 -in. speaker are close
to the elastic limit of the 5 mil. membrane which is used, the larger B elements have not yet been commercialized.
The obvious trick of fastening a stiff
circular patch to the larger B elements
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Fig. 4. Larger Movable Plate Gives
Greater Piston Action

reduces the amplitude and makes the
response curve more "lumpy."
The other factor which gives such
great fidelity to an electrostatic speaker
is its high damping with consequent
freedom from membrane "ripples" and
"weaving." This absence of diaphragm
resonance is illustrated by the unusually
flat response curve.
In the unilateral type the pull on a
given surface in B is inversely proportional to the square of its separation
from A. At half the separation, the
pull is four times as great ; at one -third,
nine times, etc. For acoustic fidelity,
B's motion from its neutral position
should be strictly proportional to the
voltage between B and A, which can be
true only when B's displacement, even
under great loads, is small compared to
the separation between A and B. This
condition can be attained either by
stretching B more tightly or by increasing the separation between A and B,
which introduces some difficulty in the
operation of the unilateral type of
speaker.
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inner faces are carefully
machined to plane surfaces.
A polarizing voltage is ordinarily used
with a bilateral speaker to strengthen
B's response to a.f. voltage, although it
is not necessary to prevent doubled frequencies, which cannot occur if B is
exactly midway between A and A1.
Fig. 6 is the circuit diagram for an
oscilloplane type of electrostatic speaker
with two '50 tubes in push pull. Plate
voltage for the tubes and the polarizing
voltage for the speaker are supplied
from a 400 -800 volt d.c. source. The
polarizing voltage is supplied through
resistances R and R1, which are from
1 to 2 megohms each. The plate voltage
is supplied through the chokes K and
K1f which are from 25 to 50 henries
each and so placed that a.f. currents
cannot pass through them, but are bypassed through 2.4 mfd. condensers C
and C1.
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circuits, a.f. transformers for burnouts, etc., and for roughly obtaining
the resistance values of power pack resistors. It is inexpensive, easy to construct, and what is often more important
to the home constructor, it can be calibrated by computation and therefore requires no additional laboratory equipment.
The material required is a milliammeter of 1, 5, or 10 milliampere range,
a variable high resistor, a flashlight size
dry cell, and a suitable panel and case.
The maximum resistance value obtainable depends upon the meter, the I mil liamp meter giving a maximum reading
of about 15,000 ohms, the 5 milliamp
about 6000 and the 10 milliamp about
3000 ohms. Theoretically, the maximum value of all the units is infinity,

r

t,t

R_
I

X

rl

Circuit Diagram for Direct Reading
Ohmmeter

tit,t Kf

.

,si

filrem)
6.

KLIMA/MEER
/.SYOITJ

.

Fig.

Ax ohmmeter is useful for checking

400 to

V£IYT,S

B

OHMMETER
By CARL JOSEPH

'DC" 800,S71R

Diagram of Connections for
Bilateral Speaker

This type of speaker uses a thin alloy
diaphragm of great elasticity and tensile
strength. Other manufacturers are proposing to use metal foil as a conducting
covering for a thin porous dielectric of
flock paper, balsa wood, or exploded
rubber. Some are curved like a sphere,
so as to destroy self- vibration and be
more nearly dead -beat. These are being
adopted under the theory that a resilient,
spongy dielectric more quickly recovers
its dimensions under stress than does a
stretched vibrating surface whose energy
is dissipated in the air. Some of the
many patents will undoubtedly form the
basis for an electrostatic speaker giving
fine quality and good volume through
the entire audio -frequency range.

Fig. 5. Bilateral Speaker

Fig. 5 shows a bilateral speaker in
which the two fixed plates A and Al are
connected to the secondary of an audio
transformer whose primary is in the
output circuit of a 200 -400 volt a.f.
stage. The movable element B is accurately adjusted so as to be exactly
midway between and parallel to A and

A DIRECT READING

A1, whose

An inexpensive and effective relay
may be made from an old door bell by
removing the vibrator contact and bell,
changing the wiring so that the current
will flow directly through the windings,
and arranging a contact on the clapper
arm. This can be most easily done by
mounting it on a wooden block 4 x 6 x

but due to the crowded scale for the
higher values, the least reading on the
meter determines the useful range.
Having chosen the meter, the nominal value of the resistor can be determined by Ohm's Law: R =E /I. I must
be in amperes, not milliamps, and E
may be taken as 1.5 volts for the dry
cell.

If we insert an unknown resistance in
the circuit at X, X =E (1/i--1/1)
where i represents the current shown by
the meter with X in the circuit. 1/I is
a constant for any one meter and is
the reciprocal of the full scale current of
the meter. It will be noted that this
equation is independent of the voltage of
the cell, any change in cell voltage being
compensated by the variable high resistor
R which is adjusted for full scale reading before making any measurements.
The range of the instrument may be
increased by increasing the voltage, being
doubled or trebled by using two or three
cells respectively. At the same time the
resistance of the variable resistor R must
be increased so as to give a zero reading
with the greater voltage. The added
voltages are of especial value in increasing the range of 5 or 10 m.a. instruments. If a 1 milliamp meter is used, a
10 milliamp shunt will greatly increase
its useful range, one range having a
maximum of 3000 ohms and the other
30,000 ohms. In using the shunts, the
same variable resistor can be used, it
(Continued on Page 34)
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Radio Picture Transmission and Reception
Photoelectric Equipment and Methods for Visual Communication
By JOHN P. ARNOLD, Departmental Editor
SYNCHRONIZATION IN VISUAL
COMMUNICATION

,

HE problem of synchronization in
visual communication is that of
maintaining the apparatus for scanping the subject at the sending station
in step with the apparatus for recomposing the images at the receiving station.
The meaning of the terms isochronism
and synchronism should be fully understood in this connection. Isochronism refers to mechanisms that rotate, vibrate,
or move in equal intervals of time. For
example, we have two clocks, both keeping correct time, but one is set for 12
o'clock and the other for 6. Both of
these clocks will mark off the seconds,
minutes and hours together (i. e., in equal
intervals of time), and thus they are in
isochronism but not in synchronism. To
operate synchronously, both clocks must
be set exactly to the same hour, minute
and second, and thereafter the hands
must move around the dials simultaneously. When this takes place, clocks,
motors, pendulums, etc., are said to be
in step, phase or synchronism.
Various methods have been suggested
for this purpose. Those described here
have been in operation at one time or
another and have the merit of being
something more than an engineering job
worked out on paper. For this reason,
they are worth studying.

I. Phototelegraphy
It

well known that the frictionless
pendulum, when compensated for temperature, is an accurate instrument for
marking off equal intervals of time. Thi:
is

compensation is usually effected by employing metal rods of dissimilar linear
coefficients of expansion in order that the
distance of the bob below the point of
suspension always remains the same.
Rods of iron and copper, for instance,
might be used for the shaft, the former
tending to lower the bob while the latter tends to raise it. When the total
lengths of both sets of rods are made inversely proportional to the coefficients of
expansion of iron and copper, complete
compensation for temperature is secured.
The very first system of phototelegraphy used pendulums for obtaining
synchronism. As a matter of historical
interest, one of the drawings of Alexander Bain's patent of 1842 is reproduced here, (Fig. 1). The pendulums
at both the sending and receiving stations were kept in step by electromagnets. If one pendulum arrived at
the end of its arc before the other, it
was held up until the second pendulum
reached the same position; then they began a new swing by being released
simultaneously. The pendulums controlled the apparatus at both stations for
scanning and reproducing (by the electrolytic method) the original subject
matter.
In addition to the temperature effect,
the value of gravity, which varies at different points on the earth, is another
factor that will prevent accurate synchronism between stations widely separated. For this reason, it is more satisfactory to use only one pendulum, and
that at the sending station, which controls by electrical signals sent to the re-

ceiving station the movement of the re-

producing apparatus.
The use of pendulums for synchronizing naturally suggested to the early
experimenters in phototelegraphy other
forms of clockwork to obtain isochronism
or accurate timing of two or more mechanisms. A special form of chronometer, shown in Fig. 2, was employed by
T. Thorne Baker for transmitting pic,rt°fUAI
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Fig. 2. Baker's Method

tures by wireless. In an address before
the Royal Institution of Great Britain
on April 22, 1910, he described the
method as follows:
"The first method secures accurate
synchronism independently of any wireless communication. You have already
seen how in the ordinary telegraphic
work the receiving cylinder is driven
rather faster than the sending one, and
when it finishes up a complete turn too
soon it is arrested until the sending
cylinder has caught it up, when the latter sends a reverse current which is responsible for its release. But in the wireless apparatus both sending and receiving cylinders are driven too fast, so to
speak; that is, they are made to revolve
in four and three -quarters seconds instead of a nominal five. A check comes
into play at the end of the revolution,
and the cylinder is stopped until the
five seconds are completed, the motor
working against a friction clutch in the
ordinary way during the stop. At the
end of the fifth second each cylinder is
automatically released by chronometric
means.

.

. .

"Here you will see that a special form
of clock is used, with a centre second

_z

Fig.

1.

Copy of Bain's Original Patent
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hand which projects beyond the face
about an inch, and to the end of it is
attached a brush of exceedingly fine silver wires. At every twelfth part of the
circumference of the clock dial is fixed
a platinum pin, and consequently every
five seconds the little brush wipes against
the convex surface of one of them. Each
of these pins is connected with one terminal of a battery, the other side of the
battery leading to the relay as does also
the center second hand. Therefore each
time the brush wipes against a pin the
circuit is closed, and the relay throws
17

into action the local circuit connected

up with the terminals. This
cites an electro- magnet, which attracts
an armature and pulls away the check
which is holding back the cylinder. At
the end of each five seconds the cylinders
consequently recommence turning.
"Well calibrated clocks of the pattern
used will keep good time for the period
taken to transmit a picture, one gaining
on the other quite an inappreciable
amount, depending on the friction of the
brush against the pins. By this means the
two cylinders are kept in very fair synchronism independently of any wireless
communication, and the less the interval
between the stopping and restarting of
the cylinders be made, the more accurate

circuit ex-

and satisfactory will be the effect."
The so- called "stop-start" system,
which was successfully developed by
D'Arlincourt, Korn and others and
which is now used in the Cooley method
of transmitting photographs by radio, is
shown in an elementary form in Fig. 3.
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Fig. 3. "Stop- Start" Method of Synchronism

Here two cylinders, A and B, at the
sending and receiving station respectively,
are driven by electric motors, the receiving cylinder turning over at a rate
about one per cent faster than that of
the transmitter. At the completion of
every revolution a projection on B comes
in contact with the check C. Thus the
receiving cylinder is held up until a
contact on the sending cylinder completes
the electric circuit through D, which
energizes the electromagnet E and causes
it to release C. Both cylinders therefore
always begin a new revolution together
and, as the synchronism is checked at
each rotation, an accumulation of errors,
which would spoil the picture, is avoided.
The driving power is usually transmitted
to the receiving cylinder in such a system through a friction clutch or a like
mechanism in order that the power may
be applied instantly when the cylinder is
free to turn. The fact that the receiving
cylinder moves slightly faster than the
one at the sending station does not cause
serious distortion of the received pictures
if so adjusted that the interval during
which the check C holds up the cylinder
is reduced to a minimum. Still, this
method has become antiquated, since
other means have been developed.
An accurate and very satisfactory
method of synchronism is that which
employs electrically- driven tuning forks
to control phonic. wheels or impulse
motors. Two or more of these motors
can be maintained in exact synchronism
by a tuning fork vibrating at a constant
frequency. Although temperature varia18

tions will affect the frequency of the
fork slightly, this is of no moment if the
fork is located at the transmitting station
and the impulses are sent to the receiving
station or stations to control similar
impulse motors at that point. A complete discussion of the construction and
operation of impulse motors and driving
forks is given in "Printing Telegraph
Systems," Bell Trans. A. I. E. E., Vol.
39 (1), pp. 167 -230; 1920.
Such a system is described by Edward
F. Watson (U. S. Pat. 1,590,270; June
29, 1926) and shown in Fig. 4. The
cylinder, 1, at the sending station is
driven by the phonic wheel, 3, controlled
by the tuning fork, 4. This fork has a
definite natural period of vibration
which is maintained by the electromagnet, 5. A carrier current is generated by means of the a.c. generator, 7,
geared to the shaft of the phonic wheel.
Thus the current generated will have a
frequency which varies directly as the
speed of the phonic wheel motor. The
current from the generator is applied to
the input of the modulator, 12, together
with the picture currents and then transmitted to the receiving station.
The receiving drum, 17, is also connected to another phonic wheel driven
by a tuning fork, 20, which has a natural
period the same as the fork at the sending station. The frequency of this fork
is also maintained by a driving magnet,
21. An a.c. generator, 22, is also directly
geared to the phonic wheel motor. Thus,
the speed of the generator varies directly
as the speed of the phonic wheel, 19,
and accordingly, the frequency of the current produced by the generator is a
rectilinear function of the speed of the
shaft 18. This generator is so designed
that when the cylinders, I and 17, are
rotating in exact synchronism, the frequency of the current produced by the
generator is a given definite amount less
than the frequency of the current produced by the generator, 7; for example,

a difference of 100 c.p.s. It will also
be noted that the generator, 22, has its

output fed to the input to a beat frequency detector BD, the output of
which is connected to the relay, 41, the
latter controlling the frequency of the
fork, 20, and thereby the speed of the
cylinder.
In operation the relay operates at a
rate determined by the beat frequency
of the two currents (the current from
the line and that produced by generator, 22) impressed upon the input of the
beat detector. Should the receiving cylinder vary in speed from that of the sending drum, the frequency of the current
produced by the generator, 22, would
vary and thereby the beat frequency current would vary. For example, if the
speed of the receiving cylinder falls off,
the difference between the beating frequencies increases and accordingly the
rate of operation of the relay increases.
The increased speed of operation increases the speed of the fork, 20, whereby
the cylinder is accelerated and brought
into synchronism with the sending cylinder. In this way exact compensation
or correction is made for any tendency
toward speed variation of the receiving
cylinder with that at the sending station.
(To Be Concluded)

Large holes may be easily drilled in
bakelite by first drilling a small hole
with a No. 45 drill, then clamping it
in a vise with a piece of hardwood at its
back, and finally following the small
drill hole with a large one. One or
two large holes for meters, etc., can
thus be further drilled with an extension wood bit, drilling halfway through
the panel from either side. If more
holes are to be drilled, a regulation tool
should be used, as the wood bit will soon
be dulled. Any swelling of the bakelite can be remedied by tightly clamping it between metal plates held in a
large vise.
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Fig. 4. Tuning Fork Method of Synchronism
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NEON LAMP CHARACTERISTICS

It is readily seen that both the apparent
candlepower and surface brightness are
THE place of the gas -filled, glow
directly proportional to the current and
discharge tube -better known to the proportionality factor or slope of
experimenters as the neon lamp
the curve is respectively .14 candles per
in television systems can be understood milliampere of current through the tube
only when one is familiar with some and .03 lamberts per milliampere
of its fundamental principles of opera- through the tube.
tion. For this purpose it is necessary
For the best results in a television
to refer to the characteristics of a partic- receiver the slope of these lines is parular type of neon lamp which has re- ticularly important as it is the variation
cently been developed. The appearance between maximum and minimum brightof this lamp is well enough known, but ness with maximum and minimum
a little light on the subject of how it current that gives definition to the reshould be operated will not be out of ceived image. In designing these lamps
place.
this slope is made as steep as possible
The characteristics of such lamps are and it is an excellent index of the perbest presented in the form of curves or formance of the tube.
graphs which reveal at a glance the conDirect current of a minimum value is
ditions under which they can be most sat- passed through the lamp at all times, this
isfactorily employed. The curves, shown current being either the plate current
here, and the explanation and interpreta- of the power tube or supplied from an
tion of them which follows, are taken external battery. An a.c. voltage, which
from an article by D. E. Replogle of is the output from the power tube as the
result of the received television signal,
is then impressed on the lamp. This volt9
age causes a varying current to flow.
If a black background is desired in the
8
received image the amount of a.c. varia1.5
tion should be such that the lamp ceases
7
to glow at the minimum value and
n pl. 6
should glow as intensely as possible with
the maximum impressed voltage.
Á 5
41 1.0
In the ordinary use of the lamp for
television reception it is desired to obtain
4
the greatest possible contrast between the
light and dark portions of the image as
3
viewed, in other words between the
.5
brightness of the lamp at maximum and
2
minimum value of current. This is
i
determined largely by the amplitude of
the a.c. current which is supplied to the
o
lamp by the receiving set. The minimum
o
10
30 40
50
20
60 70
AILLIAM?ERas - DC+.
steady current at which the glow covers
the surface uniformly is approximately
Fig. 1. Relation of Light Output and Brightness to D. C. Current
5 milliamperes. If the current is reduced below this, the glow first fails to
the Raytheon Manufacturing Company. cover the entire surface, leaving dark
Hence the discussion refers particularly areas on the plate, and later the lamp
to the product of that company, but the goes out entirely.
facts, if not the figures, are equally apThe curves of Fig. 2 are based on
plicable to other neon lamps which necessarily (on account of the purpose for
which they are designed) are constructed
in much the same manner, and these
facts will be helpful in solving some of
50
the problems which arise in connection
with their use in television receivers.
Fig. 1 shows the variation in apparent
candlepower (the luminous intensity
20
given by a standard candle) as viewed in
the direction normal to the cathode surface and also the surface brightness
measured in lamberts as the current
1.0
through the tube is varied. (The lambert is the measure of surface brightness
and is the surface brightness that will
give one lumen -one candlepower will
o
radiate from a flat plate approximately
40
20
10
30
o
7r lumens -per square centimeter or gives
AC (I-x ts>
MILLIAMPERE$
a luminous intensity of .32 candlepower
Fig. 2. Relation of I -RMS and of Brightness
per square centimeter of projected area.)
to I -AV

-
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the operation of the lamp so that the
total current falls to a value approximately 5 milliamperes. They show first,
the value of surface brightness in lamberts corresponding to this minimum
value of current ; second, the brightness
corresponding to the average current,
namely, 5 milliamperes d.c., plus the
average of the a.c. component ; third, they
give the corresponding value of maximum
brightness in lamberts for a given impressed a.c. current. It is readily seen
that the difference between the maximum
brightness and minimum brightness increases in direct proportion to the amplitude of impressed a.c., which is the picture signal.
The curve of Fig. 3 shows the corresponding ratios of maximum to minimum
brightness and gives an indication of the
so

z2o
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o
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Fig. 3. Variation in Brightness With Change
in Alternating Current

relative brightness of light and dark portions of the picture as received with
various values of a.c. current through
the tube. Since the smallest change in
brightness that the eye can detect is
directly proportional to the instantaneous
brightness, the visual contrast between
two intensities of light having different
values of brightness is best expressed in
terms of the logarithm of the ratio of
the two brightness values. Thus, the
curve of Fig. 4 gives the logarithm of the
20

oo

10

I-

20

30

40

111.4

Fig. ¢. Yisual Contrast Curve

brightness ratio shown in Fig. 3 and
the ordinates of this curve may be taken
as a measure of the- relative visual contrast between the bright and dark surfaces under the conditions previously
stated.
As gas discharge tubes are inherently
19

unstable, that is, have a very pronounced
negative resistance characteristic, it is
always necessary to operate them with a
series resistor to prevent the current
from rising to an excessive value.
The second curve of Fig. 6 shows the
approximate value of resistance required
to hold the current in the lamp to any
desired value when operating on 180
volts direct current. Both the curves in
this set show average values and are
given only as an aid to set design. Individual tubes will show variation from
values indicated in these curves and in
practice the series resistance should be
adjustable to compensate fo! variations
in the lamps.
When a series resistance is used other
soo

400

rA.

300

200

that the lamp will handle and the corre- match the impedance of the tube used.
sponding image brightness and the con- When so used, the undistorted output in
trast obtainable with strong signals are wattage will be less than if the impedlimited by the average or d.c. compo- ance were matched, yet the response of
nent of current that can be safely passed the tube will be satisfactory. Various
through the lamp. Good contrast can methods of coupling the lamps in vacuum
be obtained by a steady d.c. current of tube circuits are shown in Fig. 7.
10 milliamperes and it is recommended
OPERATION OF RAYPHOTO
that the d.c. current be not allowed to
SYSTEM
exceed 20 m.a. Operation at higher
value of current, while making the image
CONCLUDED)
brighter, is not needed as the contrast of
does
not
minimum to maximum intensity
ECEPTION of photographs by radio
increase rapidly with higher values of
requires a certain amount of exsteady d.c. component of current. An
perience and some skill on the part
excessive d.c. current through the lamp of the receiving operator. This should
will result in a proportional reduction not be taken to mean that a highly spein its life which will be manifested by cialized technical training is demanded;
yet the fact remains that the excellence
of reproduction does depend in a measure on the ability of the operator. The
ISO
skillful man coaxes the last long mile in
5000
DX reception where the dub produces
nothing but squeals from the ordinary
140
receiver. Also, in picture communication,
one man will obtain reproductions which
6000
closely follow the original subject, while
01another, the conditions of transmission
130
being the same, will secure distorted,
oí4000
poorly contrasted pictures as a result of
0
his lack of ability in operating his re120
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Fig. 5. Relation of Current Output to Power
Output

Fig. 6. Value of Current- Limiting Resistance
and Internal Impedance

than the amplifier tube itself or the
coupling resistors, it should be shunted
by a large bypass condenser so that the
impedance to the a.c. component of current will be low.
The curve of Fig. 5 is based on the
value of lamp resistance shown by the
curves of Fig. 6 and represents average
values. As stated previously, it is
obvious that the greatest contrast is
obtainable by operating the lamp so as
to give the lowest possible instantaneous
value of current and the highest possible
value of current, the contrast being determined by the values of the fluctuation
of current in the lamp itself. The value
of the fluctuating component of current
in turn depends on the amplitude of the
signal received and the degree of amplification in the receiving set.
The amplitude of the a.c. component

a

gradual increase in operating voltage
and resistance of the lamp and a gradual blackening of the bulb.
In Fig. 5 the curve shows the relation between the a.c. current output and
the milliwatts required to supply it.
Lamps of the type described here should
be operated from a d.c. voltage supply of
approximately 180 volts. The average
variation of voltage drop in a lamp with
varying current is shown in Fig. 6. This
is also approximately a straight line, the
slope corresponding to approximately 500
ohms. This represents a resistance
offered by the lamp to changes in current within the operating range and can
be considered its internal impedance.
While the impedance of this lamp is
500 ohms it can be used directly in the
plate circuit of power tubes such as
171 or 210 without any effort made to

ceiver, and due to his ignorance of the
processes of developing the photographs.
In receiving photographs by the
Cooley method two major adjustments
of the receiver are important. The first
is necessary in obtaining synchronism
with the transmitting station. When a
picture is broadcast, a series of warning
signals are first transmitted, consisting of
the 800 -cycle picture signal and the
1500 -cycle synchronizing signal. Assuming that the apparatus has been set
up as previously described and the preliminary adjustments have been made,
the phonograph motor should be wound
and the switch of the recorder turned on.
The control Rl is then turned slowly
from left to right until the cylinder
starts rotating and the trip magnet begins to click regularly in step with the
1500 -cycle note, which may be distinguished from the picture signals by its

higher pitch.
Regulate the speed of the drum by
adjusting the phonograph speed regulator. With the regulator in the "fast"
position, observe that the bevel gear at
the top of the vertical shaft holds momentarily. Gradually reduce the speed
of the phonograph motor until the in(Continued on Page 35)
z1-1f.
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Fig. 7. Methods of Coupling Lamps in Circuits
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The A. C. Screen-Grid Tube
An Analysis of the Gain and Selectivity Which
R.F. Amplifier Circuits

It

Gives

in

huned

By GLENN BROWNING
tube marketed during
the past five years has created
such widespread interest as the
screen-grid tube. By reducing the feedback between plate and grid, so that no
neutralization is needed in a multiple
stage tuned r.f. amplifier, it opens a new
field in r.f. amplification. Yet its characteristics are so different from the ordinary tubes that much design work is
necessary in order to realize its inherent
advantages.
The reduction in feed -back is accomplished by shielding the tube's plate
with an extra screening grid so that
electrical charges on the regular control
grid will have no reaction on the plate,
and vice versa. This principle of electrostatic shielding was discovered by
Faraday who stated that outside charges
would not affect charged bodies which
were enclosed in a conducting cavity.
In the case of a screen -grid tube the
shielding is not complete enough to prevent all feed -back between the plate and
control grid, but the feed-back is greatly
reduced as compared with a three electrode tube.
When such a tube was constructed
and the screen grid grounded through a
45 -volt B battery, it was also found that
a very high amplification factor was
obtained. This was coupled with a high
plate resistance, which is undesirable
from the standpoint of designing apparatus to work with the tube. The
figure of merit for a radio frequency
tube is the amplification factor divided
by the square root of the plate resistance
or 1.4/1/Rp. A study of the characteristics
of both the three- and four -electrode
tubes will determine whether there is
any advantage in using the screen -grid
tube as r.f. amplifiers other than the fact
that neutralization is not needed.
Figs. 1, 2 and 3, show the amplificaNo VACUUM
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TABLE I. R.F. TUBE FACTOR OF MERIT

TUBE

µ/ V Rp

'01 -A

.076
.186
.485
.085
.095

'22
'22 (a.c.)
'26
'27

CAPACITY
BETWEEN
PLATE AND GRID

12.0 mmf.
12.6 mmf.
6.6 mmf.

Table 1 gives an idea of the worth
of the different types of tubes as r.f.
amplifiers, the factor of merit being calculated and the capacity between grid
and plate being measured. The figure
of merit shows that the a.c. tube is twice
as good as the d.c. and four times as
good as any of the others. According
to the tubes measured by the writer, the
'27 type is slightly better than the '26
type as an r.f. amplifier. However, there
is some variation in these tubes, so that
the average characteristics of a few tubes
should be taken to prove this point
conclusively.
The capacity between plate and control grid is so small in the case of the
screen -grid tubes that it was omitted.
In the case of the '27 the capacity is
smaller than in the '26 or '01 -A, a fact
that will surprise many readers.
Of the various types, the screen grid
tube not only has the advantage of eliminating the necessity for neutralization in
the r.f. amplifier, but also shows up the
best from the standpoint of r.f. gain.
However, there still remain the design
problems caused by the high plate resistance.

There are two general methods for

obtaining r.f. gain, other than regeneration and tuning the signal to the amplifier as in the superheterodyne. One is
by untuned amplifiers, such as an untuned r.f. transformer, impedance, or
resistance. The other is a tuned transformer, or auto transformer, better
known as a tuned impedance. As the
untuned systems are not only inefficient
but do not add selectivity to the receivers, they will not be discussed here,
for the present -day broadcast receiver
requires not only r.f. gain, but also great
selectivity.
In any tuned r.f. amplifier three questions must be answered by analysis and
laboratory measurements: First, how
much amplification does the device give?
Second, how selective is it? Third, how
much tendency is there to make other
circuits oscillate due to feed -back
through the amplifier tube? In using the
screen-grid tube as the amplifier, the
last question is not important, for the
feed -back through the internal capacity
of the tube is very small.
The voltage amplification from the
general circuit of the tuned r.f. trans-

Fig. 4. Circuit of Screen -Grid Tube With
Tuned R.F. Transformer

former with screen -grid tube, shown in
Fig. 4, is E/Eg. For alternating current,
Fig. 5 is the equivalent of Fig. 4, a voltage p.Eg being applied in series with the
plate resistance Rp and the primary of
the transformer L1. Mathematical analysis shows that when C., is tuned to
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tion and plate resistance of a d.c. screen
grid, a.c. screen grid, and '01 -A tube,
respectively. It should be noted that the
-volt grid
screen -grid tubes with
bias have an amplification factor of 150
and 375, respectively, while the '01 -A
has a factor of only 8.5.
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E /Eg- µK V L2 /L1

(1)

K2-1-noi2
where p. is the amplification factor of the
tube, K the coefficient of coupling between primary and secondary, L2 secondary inductance in henries, L1 primary
inductance in henries, 271= RD /L1w, 272=
R2 /L2w, and w is 21r frequency.
The amplification of the transformer
may be further increased by choosing the

Fig. 5. Equivalent of A.C. Circuit of ScreenGrid Tube With Tuned R.F. Transformer

proper relations between rli,

272

and K.

For maximum amplification this relation
(2). This simple equais K2 =271,72
tion determines whether or not the
transformer is efficient. In the ordinary
transformer K will be about .5, and 272
about .009. This means that 271 should
be 35.7. But with a plate impedance of
500,000 ohms, this would mean a
primary inductance of .294 mh., or about
60 turns of wire on a 2 -in. form. If a
transformer were made up to these specifications it would be evident that something was wrong, for on the lower
waves the secondary tuning would be

from being tuned in the broadcast band,
a transformer was made which gave a
very creditable amount of amplification.
In Fig. 6, Curve 1 shows its performance. It should be noted that the
gain is almost constant from 200 to 550
meters, being 18.5 at the lowest point
and 20.5 at 325 meters. The gain that
this transformer should give, theoretically, is shown in Curve 2. There is a
great discrepancy between measured
and calculated values at the lower waves,
while at 550 meters the two curves
check reasonably well. This is probably
due to the fact that in obtaining the
high coefficient of coupling, the capacity
between primary and secondary is quite
great. However, there is some advantage derived, for otherwise, the gain
would be far from constant. For comparison, Curve 3 shows the gain of a
good transformer used in conjunction
with a '01 -A as an r.f. amplifier. The
advantage of the a.c. '22 is very apparent. Curves 4 and 5 are the measured
and theoretical gain with a tuned impedance system.
Theoretically, the selectivity of this
transformer is given by a factor ,/ 2=
(3) , where 7j, is R'2/L2w,
272 +K /271
R'2 being the effective resistance in the
tuned circuit. If the relation between
(2) is
271E 272 and K given by equation
satisfied, this reduces to ,7 2 =272- }-272 /K

E /Eg=

PR _

27/4-4

(5 )

The calculated gain for such a system
Fig. 6, Curve 5, while the
measured values are given by Curve 4.
Both these curves have the same shape,
is given in

ß#67i- #1S5rr
Fig. 8. Circuit of Screen -Grid Tube With
Tuned Impedance
}2p

R

L

Fig. 9. Equivalent of Circuit of Screen-Grid
Tube With Tuned Impedance

though the calculated values are somewhat greater than those measured.
The selectivity of the tuned impedance
system is dependent upon the effective
resistance in the tuned circuit. This resistance is

R'=R-F-

Lc,°
R0

(6)

where R. is the effective series resistance
in the tuned circuit. Notice that R' will
This equation shows a fact that is increase as the square of the frequency
This is due to the fact that the
primary itself is tuned by its distributed believed to have been generally over- so that the selectivity on the short -wave
capacity plus the capacity between the looked in design work. This is in tuned stations will be much less than on the
plate and ground in the screen-grid r.f. transformers with a given amount long waves. Curve 2, Fig. 7, shows the
amplifier tube. This capacity is much of r.f. gain and an equal amount of measured selectivity of a tuned imlarger in the four- than in the three - secondary resistance and inductance, the pedance system. This curve was taken
electrode tube, due to the proximity of larger the coefficient of coupling, the with resonance at 400 meters.
Thus we have analyzed the common
the screen grid. Consequently, the pri- sharper the transformer will tune. Fig. 7,
mary turns on the transformer must be Curve 1, gives the experimental tuning tubes used as r.f. amplifiers and have
reduced. This means reducing the signal curve of the transformer.
shown that the a.c. '22 tube is by far the
In the case of a tuned impedance best radio frequency amplifier, both bestrength unless the coefficient of coupling
system, such as shown in Figs. 9 and 10, cause of its characteristics and because
can be increased.
The writer conducted a series of ex- the amplification theoretically is given no neutralization is necessary in a multiple stage r.f. amplifier. The untuned
periments to determine just how much by the equation:
systems for obtaining amplification were
coupling could be obtained by careful
s2
disregarded because they were neither
design. It was found that by using a
so
efficient nor did they add selectivity to
short winding length for the secondary,
28
the receiver. The two fundamental
primary,
-wound
slot
with
a
together
26
circuits for obtaining amplification and
that couplings up to .91 could be ob24
value
selectivity were considered. A comtheoretical
greatest
(The
tained.
22
parison of the two in Fig. 6 and 7 shows
is 1.) With this coupling and as many
20
that the tuned impedance system used
primary turns as could be employed,
in conjunction with the a.c. screen -grid
consistent with keeping the primary
16
tube gives greater gain than the tuned
14
transformer. However, the transformer
12
described is efficient and has the advan10
tage over the tuned impedance when
8
selectivity is considered.
6
The only other method outside of
4
the superheterodyne which the writer
2
believes deserves consideration is a como
bination of the two systems described.
50 40 30 20 10 o +0 20 30 40 50
might be called a tuned -plate tunedThis
BELOW RESONANCE + ABOVE RESONANCE
circuit. However, this will be regrid
BEIM
RESONANCE
MMF
ABOVE
IN
CAPACITY
450
500 550
860
400
250
200
200
served
for a separate article because of
WAVELENGTH IN METERS
Fig. 7. Resonance Curves of a Tuned R.F.
of the analysis involved in
the
length
Tuned
and
a
(1)
Transformer
and
Fig. 6. R.F. Gain With Various Tubes
combination.
a
such
(2)
Impedance
Tuned Circuits
very queer.

(4).

S
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Vacuum Tube Voltmeter Design
By HARRY R. LUBCKE
no instrument has contributed more toward making the

PERHAPS

..

scientific design of radio receivers a
practical reality than has the vacuum
tube voltmeter. It has made possible
the measurement of feeble radio and
audio -frequency voltages that previously
were guessed at. It comes the closest
to the ideal voltmeter that man has been
able to produce, drawing hardly more
current than can leak across a piece of
insulation between two binding posts.
With all of its usefulness, little has
been accomplished to facilitate its design, which has largely been a matter of
cut and try, or of copying some existing instrument that has been previously
"cut and tried." Consideration of the
theory underlying the instrument greatly
reduces the uncertainty of design by
facilitating a close predetermination of
circuit constants. These are found by
means of three simple equations whose
application is here illustrated in the design of an exceptionally fine voltmeter.
The first of these equations is predicated upon the fact that the grid must
never become positive, as current will
otherwise be drawn from the circuit
which is being measured and thus introduce an error in the measurement. This
limitation is expressed by the equation

Eg =1.5E

(1)

where Eg is the tube's grid bias in volts
and E is the maximum effective voltage
to be measured, being the r.m.a. value
as read on an a.c. voltmeter.
The plate voltage which is necessary

Fig.

1.

Vacuum Tube Voltmeter Having Zero Frequency Error

to give the vacuum tube characteristics
used in equation (3) is given by

Ep =kEg

(2)

where Ep is the required plate voltage,
Eg the grid bias of the tube in volts,
and k a constant depending upon the
type of tube and the maximum plate
current, it is approximately equal to the
tube's amplification constant. Fig. 2
gives some empirically determined values
of k.

A consideration of
theory yields
R,p
E-IpRp

vacuum tube

(3) where

Ip

R'p =plate circuit series resistance,
ohms,

p,

= amplification

in

factor of tube,

E- maximum

of desired voltage, 1pmaximum reading of plate meter in amperes, Rp =plate impedance of tube at
A, B and C voltages used. The plate
circuit series resistor is thus determined
from the tube characteristics and the
plate meter range.
The use of these equations may be
illustrated by the calculations for the
meter shown in Fig. 1. This meter has
a 0 -2.7 volt range, employs a '99 tube,
and a 0 -100 microampere plate meter.
Equation (1) gives the grid bias:
Eg-1.5 x 2.7 =4.05 volts
With a value of 5.4 for k, as taken from
Fig. 2 for a '99 tube and 100 microampere meter:
Ep= 5.4x4.05 =21.8 volts
Finally, the plate resistor value:
6x2.7-.0001x150,000

.0001

=10,200 ohms

Fig. 2 Empirical Va ues of

k'
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The value of plate impedance, Rp,
can be taken from manufacturer's curve
sheets for the proper plate voltage and
grid bias by extending the curves. It is
interesting to note that the plate impedance at which a tube is worked under
optimum conditions is a constant for a
given plate meter. For a '99 tube and
100 microampere plate meter Rp is 150,000 ohms, very nearly, for all values of
grid bias from 4.3 to 13 volts, plate
voltage from 22.5 to 71, and plate circuit series resistors from 10,000 to 350,000 ohms. For a '99 tube and 1,000
microampere (1 milliampere) plate
meter Rp is 50,000 ohms; for a '71
tube and 100 microampere meter, 10,000 ohms; and for a '71 tube and 300
microampe, meter, 40,000 ohms.
These rimputed constants give the
calibration curves shown in Figs. 3 and
4. The plate voltage used 23, being
23

a new B, battery, rather than
the calculated 21.8 %rhich required a
larger grid bias of 4.4 volts. The plate
resistor was 10,000 ohms as against the
10,200 ohm value calculated.
Another calculation of constants for

that from

Instead of a single calibration curve
holding for all frequencies, as would be
highly desirable, three curves are obtained. A basic or 60 cycle curve secured
with the ordinary power supply as an
input lies above a group of coincident

quencies the inductance of the plate
meter causes the impedance to rise considerably and thus lower the reading
secured for a given voltage input. Conversely, at radio frequencies the distributed capacitance of the plate meter
moving -coil, and the resistor and battery portion, provides a path of low
impedance and the curve secured lies
above that for the 60 cycle input.
When the condensers Cl and C2 in
the circuit diagram of Fig. 5, 1 mfd.
and 4 mfd. respectively, are used, the impedance of the plate circuit is constant
regardless of frequency. When thus byMICROAMMETER

1

--II-i
1111

#

o
Fig. 5. Circuit Diagram of Vacuum Tube
Voltmeter

Fig

Cal'brat'on of Meter W'thou Bypass Condensers

3

the same instrument with a range of
0 -5.7 volts gave Eg as 8.7 volts, Ep as
47 volts, and R'p as 200,000 ohms. Actual values used gave Eg as 9 volts, Ep
as 48 volts and R'p as 200,000 ohms.
A zero reading of 10 microamperes was
used for all work, a slight change in
plate or grid voltage being made to secure this value when necessary.
Fig. 3 gives the calibration results for
the 0 -2.7 volt range for various frequencies without bypass condensers.

curves for 500, 5,000, and 16,000
cycles, and below the curve for 1,000,000 cycles, which is a radio frequency in
the broadcast spectrum.
These results are explained by considering the plate circuit impedance
through which the rectified current affecting the plate meter must flow. For
60 cycles a certain impedance is presented, mainly resistance, which causes
the calibration curve to fall in its indicated position. At the higher audio fre-

passed the three curves coalesce into the
one shown in Fig. 4. The many points surrounding the curve drawn -in represent
the plotting of the several frequency
runs. The condenser C2 serves to store
energy during the peaks of the plate
voltage wave and to give it back during
the troughs, thus leveling off the peaks
and filling in the hollows of the plate
LIST OF PARTS FOR
ZERO FREQUENCY ERROR
VOLTMETER
'99 vacuum tube and socket.
"u AM." 0 -100 Microammeter, Jewell.

"P"

200-ohm

General

Radio

poten-

tiometer

"R"
"Cl"
"R'r,"

25-ohm General Radio rheostat.
1 mfd. Tobe bypass condenser.
4 mfd. Tobe bypass condenser.
10,000 -ohm Wire wound resistor,
Super-Davohm.
11 Binding posts.
2 Formica strips.
6 ft. Solid No. 14 Braidite wire.
7 x 10 in. base.
4.5 volt "C" battery (4.4 volts
used).
22.5 volt "B" battery.
4 or 4.5 volt "A" battery (3.0
volts used).

current variations, and rendering negligible the effect of inductance or capacity.
By reproducing this instrument of
identical parts and imposing the same
operating conditions, a vacuum tube voltmeter cf known behavior at audio and

radio frequencies can be secured by
merely calibrating it with a 60 cycle
supply. The user can be confident that
this calibration will hold throughout
radio ..nd audio frequencies because of
the tests already made on an exactly
similar meter. A potentiometer, step down transformer, and low reading a.c.

Fig
2-1

4.

Calibra ion of Metcr With Bypass Condensers
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(Continued on Page 33)

TECHNICAL BRIEFS

0
properties are
being used by Prof. G. W. Pierce
of Harvard, as a source of constant
frequency for the control of oscillation
in a vacuum tube circuit. Under the
influence of an increasing magnetic field
certain metals undergo a complete cycle
of elongation and contraction, so that
with a.c. there are two cycles of metal
change for each magnetic field cycle, unless a constant magnetic field is also
present.
Nickel and some of its alloys are very
active in this respect; monel metal or
nichrome often being used. Fig. 1 shows
MAGNETO- STRICTIVE

current again, so a condition of continuous oscillation ;s set up, as determined by the natural period of the rod
from F -2L /V, where F= frequency
length and
in cycles per second,

V= velocity

L-

of sound in the metal.
This type of oscillator may be used
for frequencies up to 2,000,000 cycles
per second, though its greatest use is
only up to 25,000 cycles per second, to
extend the useful range of piezo-electric

crystal oscillators. The frequency is
remarkably constant, provided constant
temperature is maintained. The plate
and filament voltages and the tuning
condenser may be changed quite a large
amount without making an appreciable
change in the frequency of oscillation.
the new power tube soon
to be available are:
Filament voltage -2.5 volts.
Filament current -1.5 amperes.
Plate voltage (max.) -250 volts.
Plate current-30-35 m.a.
Grid voltage -50 volts.
Amplification factor-3.5.
Plate resistance-2000 ohms.
1750 miMutual conductance
cromhos.
Undistorted power output -1.6 watts,
ATINGS of

Fig.

1.

Mag'neto- Striction Oscillato,

the diagram of connections where a
monel metál rod is placed inside of the
plate and grid coils, and clamped in the
middle so that it can vibrate longitudinally, with a node at the center,
when the circuit is tuned to the rod's
natural frequency. As a constant magnetic field is also maintained by the d.c.
plate current in one of these coils, the
resultant field is pulsating, without
change in polarity, so that the rod vibrates at the same frequency as the

alternating current.
If the circuits are tuned to the proper
frequency, a surge or change in the
vacuum tube's plate current will cause
either an elongation or contraction of
the rod. This deformation does not
occur instantaneously along the whole
rod but travels along it at a definite
speed depending on the material of the
rod. When this deformation reaches the
grid coil, the magnetic field inside of
this coil is changed due to the change
in dimensions of the rod. This change
of magnetic field causes a voltage change
across the grid coil which is amplified by
the vacuum tube. This changes the plate

-

(max.)

Base -Large UX.
Size bulb-Same as UX -210.

Ventilation requirement-Same as for

UX -250.
The maximum undistorted output at
250 volts is practically the same as for
a type 210 power tube at 425 volts.
This is quite sufficient for a good dynamic loudspeaker when used for either
phonograph or radio reception at fairly
high volume.
This tube at its rated voltages will
give over twice the undistorted output
that can be obtained from a '71 power
tube at its rated voltage. It would seem
to be an ideal power tube for ordinary
use.

B is the flux density in lines per square
inch, E the supply voltage, A the cross
sectional area of the magnetic circuit in
sq. in., N the number of turns in the

primary winding, and F the frequency
of the supply voltage. Because of oxide
or varnish on the core laminations the
value of A is usually from 5 to 10 per
cent less than the physical measurements
would indicate. The gauge of the wire
may be checked from the fact that 1500
circular mils are customarily allowed
per ampere of current. Because of the
low efficiency of small transformers the
primary current is ordinarily 10 to 20
per cent greater than the secondary load
would indicate.
of various detector
tubes in a grid -leak- condenser circuit are reported by Terman and Googin
in the I. R. E. Proceedings for January, 1929. On the basis of audio frequency power output preceding transformer coupled amplification, disregarding quality, they conclude that the '27
heater -type tube is definitely superior to
all other standard receiving tubes. The
types '12 -A, '26 and '12 are approximately tied for second place, and are followed by a third group made up of types
'40, '71 -A and 200 -A. The next group
includes types '01 -A and '99, while the
'20 type is the poorest detector of all.
If the quality of output is taken into
account, the types '27, '12 and 200 -A
gain an additional advantage over the
rest. When resistance-coupled amplification is used, types 102-D, '40, and
200 -A are to be preferred in the order
named. The '12-A tube is better than
the '01 -A type as a detector when both
are at the same plate voltage and filament power. They recommend that at
least 45 volts be used on the plate and
state that 67 to 90 is better.
PERFORMANCES

Hiler tuned double impedance
system of audio -frequency amplification employs a single encased unit to
transfer the plate voltage of one tube
to the grid of the next tube. This unit
consists essentially of two choke coils
shunted by a fixed condenser. The coils
THE

practice in transformer design
demands that the flux density be
less than 60,000 lines per square inch.
This can be quickly checked from the
formula B -108E=4.44 A N F, where
GOOD
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are wound on the outer legs of a laminated "figure 8" core, L1 of Fig. 2
being in the plate circuit and L2 in the
grid circuit.
The condenser C is tuned to series
resonance with L2, which has an inductance of about 250 henries. This
condenser not only provides capacitive
coupling between the plate and grid
circuits, but is also designed to shunt,
and thus nullify, the high -leakage reactance of the coils. Such nullification is
intended to maintain constant frequency amplification characteristics in
the coupling unit when the load is
varied on the plate of the following tube
and to prevent resonance which might
otherwise unduly accentuate the amplification of some audio frequency. Nullification of the leakage reactance prevents
resonance due to any change in the
capacity between the grid and filament

C-

Fig. 2. Tuned Double Impedance System

of the input tube which might be caused
variation in the output circuit.

-by load
-

Inductive coupling between the plate
and grid coils through the core is so
minimized that it has no effect upon the
frequency setting of the resonant circuit
CL2. Furthermore, any appreciable current through L2 has no effect upon L1
or upon the frequency characteristics
of the coupling unit.
The effect of regeneration in raising
the phase angle of the various impedances is under such complete control
that its effect can either be entirely
eliminated from the operating band or
be confined to one portion of the frequency spectrum.
The unit is claimed to give practically
equal amplification for all frequencies
within the audio spectrum. Furthermore
its response characteristics can be
changed without sacrifice of amplification so as to match the characteristics
of the speaker with which it is used.
99

METAL is a nickel steel of high

permeability available
stand"A
ard stampings for making cores of small
as

audio transformers which have as good
frequency- response characteristics as
transformers with larger coils and silicon
steel laminations. "A" metal laminations are also combined with silicon steel
26

markably good frequency- response curve,
at low cost, by resonating the transformer
for the low frequencies. Fig. 3 shows
the circuit. The resistance is from 25,000 to 100,000 ohms, and the con-

L--

Fig.

3.

J

C'-5M3

"Resonated" Transformer

denser from .02 to .2 mfd. The primary
and secondary are usually connected as
an auto -transformer so as to give a
greater step-up ratio.

radio circuits and that the most stringent
measures are necessary to keep each service in its allotted channel.

broadcasts to America
from Geneva through PCLL at
Kootwijh, Holland, on 38.8 meters are
to be made on March 12, 19 and 26, at
22 -23 G. M. T. This corresponds to
5 -6 p. m. E. S. T. These broadcasts
from the Secretariat of the League of
Nations are to be in English, French
and Spanish and are in the nature of the
repetition of the first trials which were
made last May and June. Similar tests
are to be made at the same hours on
March 14, 21 and 28 in English on
18.4 meters in an endeavor to reach
Australasia. The League Secretariat at
Geneva will appreciate any reports on
the reception of the transmissions.
SHORT -WAVE

any of the a.c. tubes work
equally well with d.c. of the
proper voltage, the relatively great filament current requirements of the a.c.
tubes, all of which have oxide-coated
filaments except in the case of the '27
type, makes battery supply inadvisable.
The '27 and the '22 (a.c.) draw 1.75
amperes, the new power tube 1.5, the '10
and '50 taking 1.25, and the '26 type
1.05 amperes, as compared with the .25
amp. of the '01 -A, '12-A, '71 -A and '40,
as well as the .132 amp. of the '22
(d.c.), 1.25 amp. of the '01 -B, and the
.06 amp. of the '99. Yet while a seven tube a.c. set would quickly discharge
a 6 -volt storage battery, its total current drain would be only about .25 amp.
at 110 volts, since the a.c. tubes are
working on an average of only about
2% volts.
WHILE

factor in determining the distance that a radio
wave will travel. Increasing the frequency is equivalent to increasing the
wave's angle of elevation. H. E. Hall borg has found that high angle waves,
those whose frequency exceeds 60,000
k.c., are normally not audible at distant
receiving stations, since they do not return to earth. He reasons that the
amount of energy at a given frequency
that will pass between sending and receiving stations is determined by the
relative amount of light and darkness in
the path between them, this photoelectric effect being similar to light control
of current flow in a photoelectric cell.
Very high frequencies can be brought
to earth only by the high ionization due
to great illumination. Consequently he
argues that 60,000 k.c. (5 meter) waves
should be more effective in daylight and
that the longer wavelengths, having
lower elevation, would be more effective at night when the ionization of the
signal track is low. The relative amount
of light and darkness over a path also
varies with the season and the latitude.
Mr. Hallborg's experiments with
transatlantic communication show that
16.17 meters is better than 14.02 meters
for daylight service; 21.48 meters is
good for daylight transmission in winter
and for night work in summer, and 43
meters is favorable for night work
during summer or winter.
The long distance short-wave stations
of the world are at present separated by
channel widths of .2%. The increasing
demand for channels is so great that it
appears likely that a separation of .1%
will eventually be necessary. Even with
this .1 % separation only 1587 standard
channels distributed among the nations
of the world are available between 1500
k.c. (200 meters) and 23,000 k.c., which
It is obvious that
is 13.11 meters.
there is a definite saturation point in
the ultimate number of long distance
FREQUENCY is the first

C

B+

to improve the transformer characteristics.
Several manufacturers secure a re-
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AC.

HUM in a loudspeaker can often

. be traced to the plate circuit of
the detector tube which either picks up
the 60 -cycle modulation from the a.c.
filament supply or is directly affected by
a pulsating d.c. plate supply. A slight
ripple in the plate supply which would
be hardly noticeable in the output of the
amplifier tubes, is greatly intensified in
the detector circuit. The practical means
adopted to minimize it are the use of
heater -type tubes, complete filtering of
the rectifier output to the detector plate,
and the use of audio transformers which
do not pass 60 and 120 cycles. In the
case of a dynamic speaker it may also
be reduced by shunting a 4 to 10 -ohm
resistance directly across the speaker's
moving coil.
Bakelite can be sawed straight with
a hacksaw after clamping the bakelite
between two pieces of strap iron, held in
a vise. The edges of the iron bars should
lie along the line to be sawed and the
saw teeth continually pressed against
them. A flat file will remove any slight
roughness.

Translating Foreign Circuit Diagrams
B y R. RAVEN -HART
who is cursed with the job
of wading through the technical
radio literature of the world, soon
reaches a state of confusion where he
has no idea whether the thing with a
light in it is a "lamp," or a "tube," or
a "valve "; whether it works from A
and B batteries, or from Low and High
Tension batteries, or from Heating and
and Anode batteries; and uses Reaction,
or Regeneration, or Back-coupling.
As a result, one gets into the habit of
ANYONE

reading the diagrams rather than the
text. Even here, all is by no means
plain sailing, as the four diagrams show.
Although it may not be evident, they all
represent the same circuit.

Fig. 3. German Version

The chief snag is the battery marking, though when one gets used to it, it
is really simpler than the arbitrary A,
B, C, since High Tension, Low Tension, and Grid Bias do exactly express
the purposes of each battery. (This
"high" and "low" business extends by
the way, to frequencies also, radio frequency being "high frequency" and audio

o
At

d

Bf

A-

B#

HT

C-

"low.")
The German diagram (Fig. 3) suggests at first sight an outbreak of resistances, but a comparison with the
medieval battlements of the grid leak
makes it clear that they are merely
windings of sorts.
Observe the umbrella antenna and
the realistic Earth; also the loudspeaker

AMR

Fig. 1. American Version

The United States version (Fig. 1)
speaks for itself.

Crossing the pond to England (Fig.
2) there is not much difference at first
sight. Notice the larger tuning condensers, made desirable by the far wider
range of wavelengths to be covered. Also
the smaller grid condenser and resistance, this being standard British practice. And observe the graceful shape of
of the "valves "! To judge by the symbol
for the loudspeaker one would think that
only horns are in use. Fortunately, however, this is not the case by any means,
and, if anything, the general level of
loudspeakers is higher in England than
in America.

Mt,
Fig.
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Fig. 2. English Version
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4.

French Version

looking like a microphone, to complicate
things.
Here the tubes are an Audion and a
Low Frequency Amplifier, the word
audion having nothing to do with a particular circuit, but standing merely for
detector tube. By the way, we are now
back at "tubes," the German word meaning just that. And, talking of tubes,
the mysterious "Durchgriff" so often
quoted for German tubes, is merely the
reciprocal of the factor of amplification
(1 /p.) : it may take the unfortunate
amateur weeks to locate this fact, as
(Continued on Page 36)
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THE NEW WALLPAPER
IT HAS been our opinion that the requirements for a radio operator's license should
be much more difficult, more severe, than
heretofore. We have felt that the lamentable
lack of dignity bestowed upon our profession
is due to some extent to the ease with which
the man "who has been found wanting in
everything else" could secure a license. We
have advocated that changes in the present
methods of examination be radical enough
to discourage all applicants other than those
to whom radio was of vital interest, a chosen
life work. Therefore we were a bit disappointed, upon studying the new regulations,
to find that the requirements are no harder,
if any, than they have always been.
The commercial extra first -class license is
changed in the Continental code test only,
code groups being sent instead of plain language at the same speed of 30 groups per
minute. This code group business sounds
dangerous at first but will probably prove
to be a relief from the conglomeration of
hash ordinarily used. We understand that
plain language is still interpreted to mean
the above mentioned conglomeration.
The new commercial first -class license replaces the old first -class first grade. The 12
month's experience required may be dug up
out of the dim and dusty past, providing, of
course, that only PG stations are counted.
In addition to the 25 w.p.m. plain language
test, the applicant must be able to copy 20
w.p.m. of code groups.
No experience is required for the secondclass license which has replaced the old first class second and third grades. Experience
adds from 2 to 10% to the total percentage
of the examination, however, making it possible to get as high as 110 %. The subjects
covered in the requirements for the theoretical
examination remain the same, but the new
question sheets are more comprehensive and
up -to-date.
Renewals are much the same as before. All
present licenses will be valid for the term
indicated, but at any time during the term
of the old license an operator may make application for and be issued a new license,
providing he can meet the requirements

therefor.
And so, although the changes were not
drastic enough to satisfy us entirely, the situation is clearer and more concise than before,
which is certainly a step forward. And the
Department of Commerce, if it sees fit, has
the power to publish new examination sheets
at any time. A practical examination, although greatly to be desired, is more than
can be expected for some time due to the
fact that extra equipment and extra room
for the examining offices is considered out of
the question at present.
It might be possible, if agreeable, through
a coöperative effort on the part of the supervisors' offices and the service companies,
28

to have each man that is assigned to a new
job questioned by the R. I. as to his ability
to handle the particular equipment on that
ship. If he passes this oral examination his
ticket might be endorsed on the back, and he
would be allowed to ship. If he failed another man would have to be supplied. Eventually the old -timer would have a long list
of type numbers on his ticket, much as the
skipper or mate sports a pile of pilot licenses.
The examination, of course, would usually be
given in the ship's radio shack.'
A current fed antenna capable of operating
on 40, 80 and 160 meters may be made by

stretching one wire approximately 85 meters
long, so that the center of it comes over
the transmitter shack. Cut it in the center
and separate the two halves 15 ft. with a
15 ft. spacer wire insulated at each end.
4Cc

Scheme for Converting from CW to Phone

Run a lead -in from each end of the antenna
adjacent to the spacer to the transmitter
inductance, keeping them as far apart as
practicable. Measuring from the transmitter
inductance place a S.P.S.T. switch at 33 and
85 ft. points on both halves of the system.
With all switches open, it operates in the
40 -meter band, first switch on each side of
center closed, it operates in the 80 meter
band, and with all switches closed operates
in the 160 meter band.
When using phone, the modulator tube can
be placed in parallel with the oscillator
tube, when you wish to use CW, by means
of a T.P.D.T. switch, as shown in the
accompanying illustration. The 30 henry
choke is shorted when both tubes are operating in parallel for CW. Leaving it in the
circuit while working CW would result in
a chirpy note, due to the fact that each time
the key is pressed it requires an instant for
the choke to build up.

Difference Between Greenwich Mean
Time and Standard Time
Greenwich mean time is the system of time
in which noon occurs at the moment of passage of the mean sun over the meridian of
Greenwich, England. Standard time is the
time of a certain meridian adopted for local
use over a large region in lieu of true local
time. The meridian of Greenwich, England,
was taken as a prime meridian, and there
(Continued on Page 42)
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THE UNITED STATES COAST
GUARD
By W. L. JEPSON, NGQ.

the idea that commercial operators
are not informed as to the organization
of the Coast Guard so far as radio is concerned, I am submitting such scraps of information as occur to me, an operator still
retaining the viewpoint of the commercial
man, though now at NGQ, the Coast Guard
station at San Pedro.
Regular vigils on my home receiving station in Brooklyn had made the calls of such
cutters as the Gresham, NRG, and the Seneca, NRE, familiar to me in their work with
old NAH in distress work on 600 meters
around New York and down to the Capes.
Then with the start of commercial work in
May, 1923, on a Standard Oil barge, KSAA,
I began to hear them oftener on closer acquaintance with their Navy Standard S k.w.
spark sets, sometimes right abeam! Then
running across the North Atlantic I had reason to know of the activities of the Ice Patrol, NIDK, as the captain of my ship sent
and received reports from them at all times
when in the ice and fog zones.
To this extent then, the average operator
is acquainted with the Coast Guard, but no
more-and there is more! The well -known
prohibition business has resulted in the force
being considerably augmented in both men
and ships. With the enlargement of the service came the present conditions of reorganization and development of personnel and
equipment.
The radio communication end is modeled
diter that of the Navy. The regulations governing manner of operating and rating of
operators are the same. The difference between the days of 1923 and now is that these
regulations are in force instead of just being
on the books The normal channels for inter fleet work and ship -to -shore work over distances, varying with conditions, up to 300
miles day and more at night-are 110 meters
to 130 meters. The usual wave used is 121
meters, on which I have communicated successfully with the Tamaroa, NIVR, up to 500
miles at sea, noon hours. This is unusual.
However, contact is very satisfactory at 150
miles over land or sea. In addition, the
Coast Guard has the use of such Navy intermediate channels as 355 kilocycles, and 275
kilocycles.
The transmitters equipped for
these waves, of course, have the commercial
channels such as 500 kilocycles, for one important function of this service is the guarding of the distress frequency, 500 kilocycles.
The standard transmitter for the low waves
is a 50 -watt oscillator, 50 -watt modulator, 5watt speech amplifier combination with
switching arrangement for CW, ICW or
phone, and three available waves, for either
system of transmission. As will be seen this
is low power, only 50 watts-but the sets are
(Continued on Page 37)
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With the Amateur Operators
A

11/2

METER OSCILLATOR FOR
3/4 METER AMPLIFIER

THE

By A. BINNEWEG, JR.
the present small power tubes, it is
better to use the master- oscillator
power -amplifier scheme, which gives a steady
wave and is comparatively simple to operate.
The CG -1162 will oscillate easily at
meters and with quite a little inductance outside the tube, as shown in the illustration. All
ordinary small power tubes will not oscillate below about 1.2 meters at best, as
the capacity between the leads through the
WITH

1/

Chokes for operation in this vicinity may
be tuned or untuned; tests show that re-

sults are about the same for anything above

six turns on a one -half inch form. It will
be found that somewhat higher plate voltages

are necessary for proper oscillations than at
lower frequencies. The arrangements which
oscillate with the lowest plate voltages will
usually be the most efficient, this depending
on several factors such as the chokes, and
the tube used, especially. If one uses a
"double -end" tube or one in which the leads
through the glass are well- spaced, oscillations can be produced directly at A of a
meter.

1/2 Meter Master -Oscillator
glass causes enough loss to prevent oscillations.
At these frequencies, operation is often
improved by disconnecting the grid leak.
Since the external "shunt condenser" in the
oscillating circuit is in series with the tube capacity, beyond a certain value, this condenser has relatively little effect upon the
frequency so that the leads must be shortened to lower the wave. For each length of
leads, best oscillations are produced with
some definite value of shunt capacity. With
the tube shown in the illustration of the
meter set, approximate value of shunt capacity and corresponding operating wavelengths were the following:

1/

(centimeters)

External
Condenser
Capacity. (mmfd.)

40

25

37
31
25
21
14

25
25
10
25
10

Length of
leads

For experimental work, the

Wave length

(meters)

2.6
2.48
2.20
1.94
2.00
1.5

1/ -meter

set

arrangement shown is quite convenient. To

change the wave, simply move the condenser supporting block along the baseboard
and change the leads. The base of the tube
is removed and the bulb is secured to a
bakelite upright by means of a length of
tape. A plate or grid -meter is used to indicate resonance or oscillations. The tube
is usually oscillating if, when the hand is
brought near, the meter readings change.
For wavelengths of the order of 1 meter,
a pair of Lecher wires can be arranged on
a portable support, provided with a meter
stick, and thus serve as a direct -reading

wavemeter.
For A -meter operation, the "coupling
line" is coupled to the oscillating circuit of
the 1/ -meter set. This line feeds the amplifier, the adjustment of which was described in October, 1928 RADIO.

JAPANESE AMATEUR STATIONS
Through the courtesy of J3CH it is possible to publish the following list of members of J. A. R. L. (Japanese Amateur Radio
Ligo) :
J1CW -H. Takeuchi, 419 Ikebukuro, near

Tokyo.
J1CX -H. Horikita, 597 Shimohebikubo,
Ebara -machi, near Tokyo.
J1CZ -N. Eimura, care Mr. Sayama, 3495
Magome -machi, near Tokyo.
J1DA -T. Semba, 680 Shimonumabe, DenenChofu, Tokyo.
J1DB -M. Sumi, 85 Mukoyama, Shibuyamachi, near Tokyo.
T1DC -T. Seki, 33 Sakusabe, near Chiba.
J3CB -K. Kusama, 1581 Mikage -cho, near
Kobe.
J3CC -K. Kajii, 100 Torishima -cho, Osaka.
J3CD -Y. Tanigawa, 4 Yamamoto -dori,
Kobe.
J3CE-M. Takebe, 396 Sakuragi -cho, Tonodan, Kyoto.
J3CF-Y. Kikuchi, 35 Naka -2, Dojima,
Osaka.
J3CG -G. Kikuchi, 2249 Koroen -hama, near
Kobe.
J3CH -T. Hayashi, Hibarigaoka, Kawabegun, Hyogo -ken, (38 meters).
J3DD -K. Kasahara, 8 8 0 Tennoji -cho,
Osaka.
K. Yamaguchi, 44 Minami- machi, Yokkaichi, Mie -ken. (Fone only).
The League's QSL service is in charge of
J3DD.
Included in the membership also are the
high power experimental stations:
J1AG- Hiraiso Radio Laboratory, Iba ragi-

SPREADING THE BANDS WITH
AN AUXILIARY TUNING
CONDENSER
By G. S. CORPE
Now that all amateur signals are presumed to be tuned to the nth degree of

sharpness and that the boundary lines of each
band contain all the signals that were
crammed into the much wider bands of 1928,
it is necessary to spread each band over the
whole dial of the tuning condenser. When
a receiver is used for more than one band,
employing plug -in coils, a different maximum
capacity is required in each case.
The two methods ordinarily in use today
rely first upon plug -in tuning condensers
which are somewhat bothersome to keep in
accurate calibration and are slow to change;
and second, upon plug -in fixed condensers
shunted across the tuning condenser, which
also, in the case of the average home -made
fixed air condensers, will show the effects of
handling.
The method of solving these difficulties here
described has been in use with great satisfaction at W6UJ for some time and can be recommended as sure -fire to every short wave
operator, either for handling traffic or listening to broadcast. It consists of paralleling the
small tuning condenser with a large variable
condenser, and providing a simple mechanical means for resuming the original position
when shifting settings.
Instead of mounting a dial on the large
auxiliary condenser, C fit the shaft with a
rectangular piece of bakelite 2 in. long and
in. wide. On the panel about 3 in. below
the shaft and a little to the right of it mount
another strip of bakelite, being sure that it

/

Fig. 1. Panel Mounting of the Strip Holder
is

horizontal, and at the right of this mount

a vertical strip of any handy length, as
shown in Fig. 1. Now cut a dozen or more
in. wide, the shortest of
pieces of bakelite
which will, when fitted into place as shown
on dotted lines (Fig. 1), stop the right hand
end of the strip on the condenser shaft at

/

the lowest point possible. Set the adjusting
screw which holds the strip to the shaft,
making the condenser at this point give a
minimum of capacity, and mark the short
strip No. 1. Then let each of the other strips
be 1/16 in. longer than its preceding one
so that the rotating strip will be stopped a
little higher up in each case. This, of course,
causes an increase in the capacity of condenser Ca. To insure the proper insertion of
the removable bakelite strip it would be well
to engrave an arrow near one end as shown
in Fig. 2.

ken.

J1CT -Tokyo Electric Co. Radio Laboratory,
Kawasaki.
JOAK-Toyko Central Broadcasting Station,
Tokyo.
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Fig. 2.

Removable Bakelite Strip

(Continued on Page 33)
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Inside Stories of Factory Built Receivers
THE EDISON RECEIVERS
All of the four new Edison receivers employ the same circuit, consisting of three
stages of tuned r.f., detector and two stages
of audio. Type '26 tubes are used throughout except for a '27 tube as detector and a
'50 tube in the last audio stage. Plate voltage is supplied by an '81 rectifier tube and
associated filter. Dynamic speakers are
used in all models, the C -1 having two
speakers, two '50 tubes and two '81 tubes.
A phonograph is also incorporated with the
latter model. The non- combination models
are equipped with a jack between the detector and audio amplifier for a pickup plug.
The pickups supplied with the combination
sets reproduce both the needle type, lateral
cut, and the Edison "hill and dale" records;
an arm projecting from the side of the ordinary pickup and holding the Edison diamond point is used for the latter type of
record.
All three stages of r.f. amplification are
tuned, a "fore and aft" four -unit condenser
gang doing the work. A 600 -ohm grid suppressor is used in each r.f. stage in order
to eliminate oscillation in this part of the
circuit. The volume control is a 2000 -ohm
variable resistor across the primary of the
second r.f. transformer; i. e., in the plate
circuit of the first r.f. tube. The grids are
connected to ground and obtain their bias
voltage from the drop through a 600 -ohm resistor connecting them to the center taps of
the 20 -ohm resistances across their filaments.
These two resistances as well as the 12 -ohm
resistance across the detector filament are
used as hum adjusters and can be changed
with a screw driver.
The detector operates upon the principle

of grid rectification, employing a grid condenser and leak. Switch SW, throws the
.002 mfd. regeneration condenser into the
circuit along with a 3000 -ohm variable resistor for regenerative control. This control switch is mounted on the tuning shaft
and extends just below the knob. The detector is switched into oscillation when distance reception is required.
if,
24

Hu
$7

'26

FEDERAL ORTHO -SONIC TYPE H
RECEIVER

rr amplification,

set uses six tubes, two '26's for ri.
one '27 for detector, one
'26 for the first audio and two '71 -A power
tubes in push -pull for the second audit
(Continued on Page 43)
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Circuit Diagram of Federal Type H Ortho -Sonic Receiver

C=.0002 mfd.
C=.0003 mfd.

C22=1/10 mfd.
C23=1/10 mfd.
C23=.0001 mfd.
C23=.0002 mfd.
C2,--.001 mfd.
C27=50/35 mmfd.

C,8=.0003 mfd.
C=.0003 mfd.
C23=% mfd.
mfd.

L,6=262 mh.
L,,3=- 262 mh.
L,7=262 mh.
R,5=500,000 o#lms.
R=2 megohms.

f/U1,,fN7
TRfINjfORM£R

47r

/13Y...

AS

UX ÿ8t
f1

Cg

PlffTf

TRlINSfDRMER

IL

C/S

-20011

'WAR.

04

61116'

Edison Circuit Diagram

R5- Loading Resistor 0.5 Meg.
R6-Det. Plate Resistor 50,000 ohms
R7 -1st A.F. Hum Adjuster 20 ohms
R8 -Det. Hum Adjuster, 20 ohms
R9 -226 Grid Bias Resist., 600 ohms
R10-R.F. Hum Resist., 12 ohms
R11- Regener. Control, 3000 ohms
R12-Volume Control, 2000 ohms
30

R13 -R.F. and First Audio Plate
Resistor, 12,500 ohms
R14-250 Grid Bias Resist., 1500
ohms
R15 -Loss Current Resist., 25,000
ohms
C1, C2 -Ant. Cond., .00025 mfd.

6-

Tuning Condenser
C3, 4, 5,
C7 -Grid Con., .00025 mfd.
C8- Regen. Cond. .002 mfd.
C9 -Det. Bypass .00025 mfd.
CIO-A.F. Bypass, 1.5 mfd.
C11 -R.F. Plate Bypass 3.0 mfd.
C12 -Bias Bypass 1.5 mfd.

C13-Filter Cond. 2 mfd.
C14-Filter Cond. mid.
C15-Filter Cond. 1 mfd.
C16 -250 Bias Bypass 3.0 mfd.
SW1- Regen. Switch
SW2- Phono. Switch
SW3-Panel Starting Switch
1

';W4-Safety Switch
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List of Standard Radio Receiver Models
(Furnished

by courtesy

Under "Cb.," "T" denotes table cabinet,
'Sc,,, console, "P," phonograph radio.
Prices are based on Eastern delivery and
are approximate in some cases.
MOHAWK -AMERICAN
Model Price
60

93

61

62

$145
145

65
66

138
245

616
626
656
80

117

83
84
85
86
88

195
295
195
235

Cb. Pier.

T
C
C
C

95
162
263
163
203
150
158
185

868
70
73
75

AC

Batt
C Batt
Batt
C Batt
T AC

2271A,
2271A,
2-'71A,
2-'71A,
2-'71A,
2-'71A,

1

-'80
-'80

1'80
1'80

$79
95
98
125
125
63
85
110

61
55

2-'27, 4-'26, 1-'80

2'27, 4-'26, 1-'80
2-'27, 4-'26, 1-'80
2--'27, 4-'26, 1'80

2-'27, 4-'26, 1-'80
2-'27, 4-'26, 1-'80

4 -A

4 -G
4 -H
8 -A
8 -C
8 -D
8 -F
8 -G

9-H
4-'22, 2-'27, 1-'50,
4'22, 2-'27, 1'50,
4-'22, 2 -'27, 1'SO,

1'80
1'80
1

-

-'80

T
C
C

10 -G
10 -H
11 -H

12 -H
2

$150
180
160
190
175
205
170
200
180
210

C
C
C
C

C

C
C
C
C

195

C

225
225
255
275
305
350
375
110

C
C

C

C
C
C
C

T

$133
198
295
238
260

28A
29B
29D

T

AC
AC
AC
AC
AC

C

C
C
C

2-'71,
2-'71,
4-'26,
2-'71,
4-'26,

4'26, 1'27
4-'26, 1'27
1'27, 1'10
4226, 1'27
1-'27, 1'10

4-'26,1'27,1'IOor'50,2-'81
4'26,1227,1210 or '50, 2-'81
4-'26,1-'27,1-'10 or '50, 2-'81
4'26,1-'27,1'10 or '50, 2-'81

AC
AC
AC
AC

FADA
$110

16
17
32
50
70
18
72

135
225
245
360
120

890

T
T

AC
AC
AC
AC
AC
DC
AC

C

T

C

T
P

$85

T

AC

-'27, 2 -'71A, 1 -'80
5-'27, 2 -'71A, 1-'80
5-'27, 2 -'71A, 1 -'80
6 -'27, 2 -'10A, 1-'81
6-'27, 2 -'10, 1-'81
5 -'12A, 2 -'71A
6-'27, 2'10, 1-'81

$ 75
185

T
T

AC
AC

4-'26, 1-'27, 1-'71A, 1-'80

4-'26, 1-'27, 2-'71
4-'26, 1-'27, 2-'71

$ 94

T

97
105
117

C

C
C

AC
AC
AC
AC
AC

4 -'26,

$115
150
7 -17M 245
7 -71D
8 -20
8 -21
8 -22

5

KR.

280
230
375
490

NO
KRO
5 NC8
*3 KRO
33 NC8
KR8
KR6
3
5 KR6
3 NW8
5
5

T

T
C
C

T"

C
P

$95
147

T
T

195

C
C

375
395
700
675
450
240
995
PR-138-C 945
995
PR-148-C 995
1045

P
C
C

P
C

AC
AC
AC
AC
AC
AC
AC

1

P
P

AC
DC

Complete with tubes.

C

C
C
C

&

LANE
2-'71, 1'80
2-'71, 1-'80
1'71, 1-'80
1'71, 1-'80
2-'71, 1-'80
5'26, 2-'71, 1-'80
4-'26, 2-'71, 1-'80
4'26, 2-'71, 1'80
5-'26, 1-'71, 1-'80
5-'26, 1'71, 1-'80
5-'26, 2-11, 1'80
5'26, 2-'71, 1-'80
5'26, 2-'71, 1-'80
5'26, 2-'71, 1-'80
5'26, 2-'71, 1'80
5-'26, 2'71, 1-'80
5'26, 2-'71, 1-'80
5-'26, 2-'71, 1-'80
4-'26, 2-'71, 1-'80

1'27,
1'27,
1'27,

1-'27,

1'27,
1'27,
1'27,

1-'27,

1'27,

1-'27,
1-'27,
1-'27,
1-'27,
1-'27,

2-'26,
2-'26,
5-'26,
5-'26,

AC
AC
DC
DC

2-'27, 2-'71A, 1-'80
2-'27, 2-'71A, 1-'80
2-'71A
2-'71A

COLUMBIA-KOLSTER
C-1
C-2
C-3
C-4
C-5
C-6
C-7

$140 T
160

200
285
350
140
200
C-1.25 140
C-4-25 285

AC
AC
AC
AC
AC
DC
DC
AC
AC

T
C
C

C

T
C

T
C

1-'71A, 4-'26, 1-'27, 1-'80
1-'71A, 5'26, 1-'27, 1-'80
1-'71A, 4-'26, 1-'27, 1-'80

1'71A 5'26,1-'27,1-'80,1'81
1'10, 5'26, 1-'27, 2-'81

C
C
C

P
P

1'71, 1'27,
4'26, 1-'71, 1'80,
4-'26, 1271, 1'80,
4-'26, 1'27, 2'71,
5 -'26,

4226, 1-'27,

804
706
708
609
608
601

$105
80
114
99
65
55
35

T

T
C
C

T

1'80

1-'27
1 -'27
1-'80

48 -dyn. 150
26 -mag. 295
43 -dyn. 295
80
35

1-'71A, 4-'26, 1'27, 1-'80

l'71A 5-'26,1'27,1-'80,1'81

AC 7'27, 2-'71A, push pull
AC 8 -'27, 2-11A, push pull
AC 8 -'27, 2 -'71A, push pull
AC 8 -'27, 2 -'71A, push pull
AC 8'27, 2-'50, push pull

AC

5-'27,
4-'26,
4-'26,
3-'26,
3-'26,

AC
AC
AC
AC

2-'71A
1-'27, 2-'71A
1'27, 2-'71A
1-'27, 2-'71A

1'27, 2'71A
5'OlA, 1'71A

T Batt.
T Batt.

4-'99, 1-'20

1- '71'80

4226, 2-'27, 2-'10-'81

4=26,2=27,2210=81

4226,2227,2=1081

7-'99, 1-'10, 2-'81, 1-886

T
C
C

AC
AC
AC
AC

T Batt.

5-'26, 1-'27, 2-'71A
5-'26, 1-'27, 2-'71A
5'26, 1-'27, 2-'71A
5-'26, 1'27, 2'71A
6-'OlA, 1212A

EDISON
R-2
R-1

4=26,1227,2271=80
4226,1227,2=71280
4=26,1227,2=71280

T

C -2
C -1

AC 4 -'26, 1-'27, 1'50,
AC 4-'26, 1-'27, 1'50,
C
P AC 4 -'26, 1 -'27, 1-'50,
P AC 4 -'26, 1-'27, 2 -'50,
Prices include Dynamic Speaker

$260
315
495
1100

C

1-'81
1 -'81
1-'81
2-'81

ERLA
BM
BM
BM
BJ

AJ

AI

$125
215
240
265
280
325
425

T

$125

T
T

C
C
C
C

P
P

M-11
N-11
N-12
N-14
N-17
Q-15

AC
AC
AC
AC
AC
AC
AC

2-'71A, 1-'80, 4-'26, 1-'27
2-'71A, 1'80, 4-'26, 1'27
2-'71A, 1-'80, 4-'26, 1-'27
4-'26, 1'27, 2-'50, 2-'81
5-'26, 1-'27, 2-'50, 2-'81
4-'26, 1-'27, 2'71A, 1'80
5-'26, 1'27, 2-'50, 2-'81

$85 T
115 T
195 C
195 C
250 C
69 T

140
375
475

950

C
C
C

AC
AC
AC
AC
AC

5-'27, 2-112A
5-'27, 2-112A
5-'27, 2-112A
5-'OIA, 1'10, 1'50, 2-'81
5'O1A, 1'10, 1'50, 2-'81

FEDERAL ORTHO-SONIC
E
F
H
K

$95-$340T-C DC-ACS-'01A, 1-'71A, 1-BA Rayth.
145- 925T-C DC-AC6-'01A, 1-'71A, 1-BA Rayth.
110- 223T-C
AC 3-'26, 1-'27, 2-'71A, 1-'80
128- 228T-C
AC 1-'22, 3-'27, 2-'71A, 1'80
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1-'80, 4-'26, 1'27, 1'71A
1-'81, 4-'26, 1'27, 1'50
1-'81, 4-'26, 1-'27, 1'50
1'81, 4-'26, 1-'27, 1'50
1'81, 4-'26, 1'27, 1'50

1'80,1'22,1'27,1'26,1'71A
1'80,1'22,1'27,1'26,1'71A
1'80,1'22,1'27,1'26,1'71A

PRESIDENT
$60

T

150

C

$318
388
388
490

C
C

300
310
320
330
340

$ 83

T
T

410

C

5

$105

T

7

145

33

44
66
77
100

C

AC
AC

115
195
182

2'71, 1-'27, 4'26, 1-'80

GILLFILLAN
AC 5'27, 2-'10, 2-'81
AC
AC
AC
AC

P
C

5-'27,
5-'27,
5-'27,
5-'27,

2210, 2-'81
2-'10, 2-'81
2-'10, 2-'81
2-'71A, 1-'80

GRAYBAR
Batt 5'01A, 1-112A
AC
AC
AC
AC

C

T

4-'66,
4-'26,
7-'27,
7-'27,

1-'27, 1-'71A, 1-'80
1'27, 1-'71A, 1-'80
1'71A, 1-'80
1'71A, 1-'80

SYNCHROPHASE
DC 4'01A, 1-112A or 71A
DC 6'OIA, 1'71A
T
AC 4-'26, 1'27, 1-'71A
T
T AC 5'26, 1'27, 1-'71A

198
AC-6
195
AC-7
AC-6 510
CR-18 110

C

AC
AC

C
C

T

4-'26, 1-'27, 2-'S0"
(Short wave)

Push pull

MAJESTIC

1 -'27, 2 -'71A, 1280
1 -'27, 2 -'71A, 1'80
-'27, 2 -'81, 2 -'50

4 -'26,

71
72
81

$138
168
265

P

AC
AC
AC

675
750
1500
395
445
495

$675
750
1500
395
445
495

C
C
C
C
C
C

AC
AC
AC
AC
AC
AC

4 -'26,
4 -'26,
4 -'26,

516
514

$375
495

C
C

AC

4-'26, 1-'27, 2-'71A

4 -'26,
5

HOWARD

T

52

115

200

C

FK
GK
HK
JK
JW

$55

T
T
T

73

110
130
115
135

T

T

T

1

-'27, 2-'10, 2-'81

1'27, 2-'10, 2-'81
1'27, 2-'10, 2-'81
4 -'26, 1'27, 1'10, 2 -'81
4'26, 1-'27, 1'10, 2-'81
4 -'26, 1'27, 1'10,2'81
KELLOGG
AC 6-401, 1-403, 1'80
AC 6-401, 1-403, 1'80
AC 4-401, 1-403, 1'80
AC 4-401, 1-403, 1'80
KING
Batt 3'O1A, 1'OOA, 1-112A
Batt 4-'01A, l'OOA, 1-112A
AC60 4-'26, 1-'27, 1'71A
AC60 4-'26, 1'27, 2-'71A
AC 4-'26, 1'27, 1-'71A

KOLSTER
K-20
K-21
K-22
K-23
K-24
K-5

6-D
6-H
K-30
K-32

T
C

T

200

C

$110
110
130

20
21

55
55

2

AC
AC
AC
AC
AC
AC
DC
AC
DC
DC

C
C
C
C

135

3

1

T
T

$135
160
200
285
350
175
90
295

BALKITE
A-3
A-5
A-7
B-7
B-9

AC
AC
AC
AC
AC
AC
AC
AC

Q.16
-D-16 150 C

52O1A, 1-71A
5-'OlA, 1-71A

SLAGLE
Nine
$360
Ten 29 -A 500
Ten 29 -B 600
Ten 29 -C 750
Ten 29 -D 850

25 -mag. $150

-'27, 2-'71, 1-'80

BRUNSWICK
AC 4-'26, 1'27, 1-71A, 1'80
AC 7'27, 1'71A, 1-'80
AC 1'71A, 4-'26, 1'27, 1-'80
AC 7-'27, 1'71A, 1-'80
AC 4-'26, 1'27, 1'71A, 1-'80
AC 7-'27, 1-'71A, 1-'80
AC 4-'26, 1-'27, 1'50, 2-'81
AC 4-'26, 1-'27, 1-71A, 1-'80
AC 4'26, 1'27, 1-'71A, 1-'80
AC 8-'27, 1'50, 1-'81
AC 7-'99, 1'10, 2'81, 1.886

P
P
P DC

1'80

DAY-FAN

BREMER TULLY
6-40
7 -70

31 -AC $268
31 -AC 278
31 -DC 288
31 -DC 298

401

ATWATER-KENT
T

46
45
56
57
53

-'80
1-'80
1-'80
1-'80
1

CROSLEY

ARBORPHONE
45
55

1'80

1-'27, 4-'26,
1'27, 4-'26,
1-'27, 5-'26,
1-'27, 5-'26,
1-'27, 5-'26,

AC

5

APEX
36

1-'71,
1271,
1 -'71,
1 -'71,
1-'71,
1 -'71,

COLONIAL

AMRAD
Noct. $295 C
C
Cono.
475 C
Son.
Op.
875 C

1-'27,
1-'27,
1-'27,
1 -'27,
1 -'27,
1 -'27,

FREED EISEMANN
Tubes
5-'26, 1-'27, 1'71A, 1-'80
5-'26, 1-'27, 1'71A, 1-'80
6'OlA, 2-'71A
6-'OlA, 2-'71A
5-'26, 1'27, 1-'71A, 1-'80
5-'26, 1-'27, 1'71A, 1'80
5-'26, 1-'50, 1'81, 1'27

Cb. Pier.
Model Price
NR-80 $125 T AC
NR-80W 135 T AC
125 T DC
NR-80
NR-80W 135 T DC
135 T AC-25
NR-80
NR-80W 145 T AC-25
AC
160 T
NR-85

FRESHMAN

AC
AC
AC
AC
AC
AC
AC
AC
AC
AC
AC
AC
AC
AC
AC
AC
AC
AC

C

BOSCH
28

4-'26,
4-'26,
4-'26,
4 -'26,
4 -'26,
4 -'26,

BUSH

9-G

AC
AC
AC

Tubes
4 -'26, 1-'27, 1'71, 1-'80

AC
AC
AC
AC
AC
DC
DC

C
C
C
C

98

8 -H

Batt

C

C
C

1

1

11

61
41
25
55

4 -D
4 -F

P
T Batt
C Batt
C Batt
C Batt

T

1'80

BUCKINGHAM
Cb. Pwr.
AC
C

Model Price

4 -C

AC
AC
AC
AC
AC

C
C
C
C

425

808
838
848
858

AC
AC
AC

P

110
128

Tubes
1'71A, 2 -'27, 3'26,
1271A, 2-'27, 3-'26,
1-'71A, 2 -'27, 3'26,
1'71A, 2 -'27, 3'26,
1271A, 2'27, 3 -'26,

General Contract Purchase Corporation, New York City)

115
511
125
521
512 -3-4 -5 125
522-3-4-5 135
200
531
210
541
275
551
285
561
571
581

4-'26, 1-'27,
5'66, 1-'27,
4-'66, 1-'27,
5-'26, 1'27,
5-'26, 1-'27,

1-'71A

1'71A

1-'71A
1-'71A, 1'81
1-'71A, 1'81
2'81, 1'10, 1-874
5'01A, 1-112, Batt.
6'OIA, 1'10, 1-874, 2-'81
5'OlA, 1-'71A

5'01A, 1'71A
EVEREADY
T
AC 4-'26, 1'27, 2-'71A
AC 4-'26, 1'27, 2-'71A
T
T AC 4-'26, 1'27, 2-'71A
T AC 5-'40, 1-112A or 1'71A
AC 5'40, 1-112A or 1'71A
T
PHILCO
AC 4-'26, 1-'27, 1'71A
T
T AC 4-'26, 1-'27, 1'71A
T AC 4-'26, 1'27, 1'71A
T AC 4-'26, 1-'27, 1'71A

4-'26, 1-'27,
4-'26, 1-'27,
4-'26, 1-'27,
4-'26, 1'27,
4-'26, 1-'27,
P
4226, 1-'27,
P
(Continued on Page 44)
C
C
C
C

AC
AC
AC
AC
AC
AC

1271A

1'71A
1'71A
1271A
1-'71A

1'71A
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Radio Kit Reviews
"A ", «B" AND "C" UNIT
This outfit is designed to supply A, B and
C voltages for a radio set previously oper-

ated with wet and dry batteries. Filament
6 volts is furnished by a Tobe
Model 26 A unit. The maximum B voltage
from the rectifier -filter unit is 180 volts
when the C supply is 40 volts. Very little
wiring is involved in the assembly of the
several units which constitute the assembly,
which is designed to utilize a 110 -volt a.c.
supply.
Fig. 1 shows the wiring diagram. The
transformer Ti and choke coils CK are included in the Thordarson Compact type R280. All but one of the condensers are included in the Tobe condenser block. An extra condenser C; is used to bypass the inter-

current at

vided that provides proper filament voltage for any conventional receiver. There
is also a receptacle into which the supply
plug of the R -280 compact must be inserted.
In this way, one power switch operates all
supply voltages to receiver.
Fig. 2 clearly shows the placement of
parts. It will be noticed that no connection
is made from B post to either of the A supply binding posts as this is usually incorporated in the set. If this connection is not
provided in the set, the A binding post
should be connected to the B post of the
voltage divider.
If the set to be used with this power supply does not make use of a power tube in
the last audio stage, much improvement of
tone quality will be obtained by incorporating a 171 -A type tube. An extra filament
winding for the power tube is provided in

The Thermatrol interference filter
signed for connection between a
circuit and any small electrical
may be causing interference to
tion. It may also be plugged in

the R -280 compact, but it need only be used
for this purpose in case the receiver has a
total of more than six tubes. Otherwise
the A unit can supply all A voltage and the
wiring is thereby simplified.

Completed Current Supply Unit

The Thermatrol dynamic speaker control

PARTS LIST

1- Electrad Truvolt Divider
1-Thordarson Power Compact
1

-Tobe
-Tobe

type R -280

B Block type 280

switch is designed to automatically turn on
or off the AC supply for the field of a

dynamic speaker

Supreme Instruments Corporation of Greenwood, Mississippi, have issued interesting
circulars regarding their models 99 -A and
400 -A. The former contains a three -scale
d.c. voltmeter (1000 ohms per volt, 600 -volt
max.), a three -scale a.c. voltmeter (150 volts
max.), a two -scale milliammeter (0 -125 m.a.
and 0 -2% amps), and a high- frequency oscil-

lator, together with instructions for making
all service tests on any radio set. The latter
is similarly equipped and also contains all
necessary tools, from screwdrivers to soldering iron. Both are furnished in convenient
carrying cases.
Bulletin PE-14 from G-M Laboratories,
Inc., of Chicago, Ill., is a complete treatise
on theory and use of photoelectric cells. It
includes characteristics and specifications of
several types of Visitron cells for radio picture transmission and reception.

Catalog 33 R -1 from Chicago -Jefferson
Fuse & Electric Co., of Chicago, Ill., illustrates and describes audio transformers, tube
rejuvenators and checkers, and fuses for
radio use.

simultaneously
with the receiver.
Most dynamic

speakers are
equipped

1

necessitating

turning on or off
two separate controls when the
set is brought
into play. With
the use of this
automatic switch
the operation is
accomplished by
the snap of the
receiver switch.

The Y -227 AC Sonatron is a new heater
type vacuum tube which will heat up so as
to give full reception within seven seconds
after the current is turned on. It employs a
mica bridge construction. Sonatron also announces production of a 171 AC tube with a
heavy filament for reducing a.c. hum.

-T -1 A

1

a- iV.

90V.115V.

C

o

o

!

0

o

a

o

THORDARSON
R -280

TOBE
A- SUPPLY
I

MODEL A26

TOBE
280

MF

-Pan
Cond.

By

B BLOCK

O

o
LECTRA D
TRUVOLT DIVIDER

O

E

40

l4

-.

Fig. 1. {Wiring Diagram for "A," "B" and "C" Unit
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with

an on -off switch,

Bypass condenser 2 mfd. 200 volts
Supply Model A -26
-UX Type Socket
1- Baseboard 11 x 14 x V2 in.
1

device that
radio recepahead of an

a.c. set so as to reduce interference coming
over an a.c. line, including the "snap" that
is caused by turning electric lights on and off.

NEW RADIO CATALOGS

mediate C bias voltage. All resistances of
the voltage divider circuit are included in
the Electrad Truvolt Divider D. This unique
unit also provides a control panel and binding posts for the various B and C voltages.
The five knobs are used to adjust B and C
voltages and since the divider is calibrated,
proper operating voltages can be obtained
for any conventional type receiver. The
booklet supplied with the divider gives complete information and the voltage adjustment is extremely simple.
The A supply is a complete unit that contains a stepdown transformer, rectifier and
filter system. There is an adjustment pro-

is de110 -volt a.c.

Fig. 2. Placement of Parts in Unit

o.
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AAC Electric

Gemche st
,
To radio's great value Crosley now adds ST YLE. To perfection of radio recepticm Crosley introduces FASHION. Chinese
Chippendale is the rr_otL Three popular, smart, stylish colors
afford your trade a splendid choice. Mandarin R.y
Gr
and Manchu 'eck
it
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6
fur ns mg o any room.

C

i Oft

I
a

p

.uilt the famous Crosley AC Electric

e Crosley dynamic

powe

``f
MOPSth.«,: ^.

-:f(
o

e-

e(`

c¡

r

' LIBO

t7 ó

nclude tubes.

'adio excellence! Decorative smartness! Ccbr hamnosyl
See other side of this announcement for complete line.

Price Correction
After the black printing on
this sheet, analysis of manufacturing costs made it

possible to reduce prices on
the Crosley Gemchest and
Showchest described on the
reverse side of this sheet.
The price on each model
has been reduced $5.00.

NEW PRICES

GEM CHEST

$94

SHOWCHEST

$1®9

The New

8 tube JEWELBOX

$105

Power detector, tuned antenna circuit, UY -227
tubes in all sockets except output and rectifying.
"The finest radio money can buy."
Power detector makes use of plate rectification instead
of grid rectification as commonly used in radio. Result:
over -loading prevented and tone improved.
Tuned antenna circuit creates selectivity and sensitivity
to a degree of quality never before attained.
By use of UY -227 type tubes, except in output, filtering
of circuits is improved.

Add to these features other improvements such as NEW
volume control, improved audio system, full voltage supply, no power pack trouble and genuine neutrodyne balancing.
Sell this great value -be in radio profitably in 1929.
Write us for address of nearest Crosley jobber.

CROSLEY

CROSLEY
SHOWBOX

Line for 1929
Strongest in the

$80

Industry

This famous, finely balanced neutrodyne receiver- sensitive and selective
to a marked degree is also available in
a new black wrinkle finish brushed with
white gold as well as the popular brown
and gold finish.
Features of the SHOWBOX are FULL
VOLTAGE on audio plates -perfected
MERSHON Electrolytic condenser in
power pack which will not break down
modem
-push -pull amplification
illuminated dial and many others found
in sets at twice its price.
Crosley dynamic type power
DYNACONE $25

Lowest priced FIRST CLASS AC
electric radio on the market The
GEMBOX at $65. Unusually sensitive and selective. Genuine neutrodyne and operates power speaker.
Crosley battery type sets are same
superior neutrodyne circuits as found
in Crosley AC Electric sets.
6 tube BANDBOX -operates power
speaker -$55.
5 tube Dry Cell BANDBOX, Jr., for
places where battery recharging is impossible- operates loud speaker-$35.

8

Tube

-

-

THE CROSLEY RADIO CORPORATION, CINCINNATI, OHIO

Powel Crosley, Jr., Pres.
Montana, Wyoming. Colorado. New Mexico and West prices slightly higher.
Prices quoted are without tubes

SPREADING THE BANDS

Lowest Bargain
Prices!
Save as much as 50%
on your Magazine
Subscriptions
The publishers of "RADIO" offer you a
tremendous saving on magazine subscriptions. Special combination rates on a
selected group of magazines save you as
much as 50%. These unusually low rates
will apply only on subscriptions sent in
during the next 60 days. Don't let this big
money- saving opportunity pass by.

(Continued from Page 29)
Now take the bunch of various sized strips
and place them in the holder, one at a time,
checking for minimum and maximum wave
reading on the tuning dial. When a strip is
found that will spread the band in question
over most of the dial, mark it for use on
that band. It may be necessary to file 1/32 in.
or thereabouts off the end of a strip in order
to obtain this result.
The tuning condenser C, should have a
maximum capacity of about 40 mmf, while
any well built 13, 17 or 23 plate condenser
may be used as an auxiliary condenser C..
One especially desirable feature of this
method of spreading the bands is that any
standard set of factory -built coils may be

CJhor. arson
Equipped

Supreme`Musieal`Performanee

tBuilt to Aceed q/ourTxpectations'

SUBSCRIBE NOW

COMBINATION No.1
Radio, year
Radio Engineering, l year
Citizens' Radio Call Book,
year

All 3
for

1

$3.50
SAVE

1

x$2.00

(Regular price for all three,$5.50)

COMBINATION No.2
Radio, year
Radio Engineering, l year
1

(Regular price for both, $4.50)

Both for

$2.50
SAVE

$2.00

COMBINATION No.3
Radio, 1 year
Sunset, year
Radio Engineering, l year
1

(Regular price for all three,$5.50)

A113

for

$3.50
SAVE

$2.00

COMBINATION No.4
Radio, year
Motion Picture, 1 year
Radio Engineering, l year

All 3
for

1

(Regular price for all three,$7.00)

$4.00
SAVE

$3.00

COMBINATION No.5
Radio, 1 year
Both for
Motion Picture Magazine, $2.50
year
SAVE
(Regular price for both, $5.00)
$2.50
1

If you are already a subscriber
to any or all of these magazines you can extend your subscription for
another year at these bargain rates.

NOTE ;

----

COUPON

"RADIO," Pacific Building,

- - --

San Francisco, California.
Here is $
in full payment for your
special subscription offer. The magazines wanted
for 1 year each are those advertised as

COMBINATION
Name

and No.
City

State

No.

I

I

Fig.3. The Tuning Condenser and the Auxiliary Condenser Are Paralleled
used; and by proper adjustment of the auxiliary condenser any desired wave may be
quickly reached. It is quicker and easier to
shift a small bakelite strip on the front of
the panel than to change plug -in variable
or fixed condensers. Of course a different coil
may be desirable for changing from 20 to 40
or from 40 to 80, although in the tuners built
at W6UJ good 20 -meter signals from the
10 -meter coil, good 40 -meter signals from the
20 -meter coil and good 80 -meter signals from
the 40 -meter coil are obtained just by adding
enough capacity with the auxiliary condenser.
The L:C ratio seems to have very little
effect upon the signal strength. But most
operators will desire to have at least 4 coils
(10 -20, 40 and 80), arriving at the approximate desired wave by setting the auxiliary
condenser at a pre- determined point with the
proper bakelite strip, and doing the final,
accurate tuning with the regular small tuning
condenser.

VACUUM TUBE VOLTMETER
(Continued from Page 24)

voltmeter are all that is required for the
60 cycle calibration, whereas audio and
radio frequency oscillators, thermocouple
meter standards, and more or less involved measuring circuits are required
for higher frequency work.
In constructing a duplicate the basemounted style of Fig. 1 need not be followed. The parts can be panel mounted for cabinet use as long as the
essential arrangement is preserved, the
hook -up of Fig. 5 followed, and the
instruments duplicated. The instrument
shown was designed for laboratory
measurement of radio -frequency receiver
gain and was thus made of low range
and small input capacitance (199 tube
used). Its zero frequency error makes
it useful for all measurements of a few
volts, however, and of great convenience
in many other cases.
Tell them you saw it in RADIO

Thordarson products have been chosenfor incorporation in Federal Ortho-Sonic Radio sets because we
have always been certain that we would receive a
quality of product entirely in keeping with the high
standard set by us for Federal receivers.

President, Federal Radio Corpooration

t
r

IT IS significant that the manufac-

turers of the world's finest radio
receivers have almost universally
turned toThordarsonfortheirpower
supply and audio transformers.
Thordarson power supply transformers exhibit an efficiency of
design, an abundance of power and
a constancy of performance that
practically eliminates the necessity
for service calls.
Thordarson audio transformers
provide a fidelity of tonal reproduction that renders the finished
receiver a musical instrument of
the highest calibre.
If you seek the ultimate in radio
performance, insist on Thordarson
transformers.
THORDARSON ELECTRIC MFG. CO.
7'ranaformer Specialists Since 1895
Huron, Kingsbury and Larrabee Streets
CHICAGO, ILLINOIS

THORDARSON

TRANSFORMERS
SUPREME IN MUSICAL PERFORMANCE
13

DIRECT READING OHMMETER

A Complete Line That
Was Built For You
Frost -Radio offers you the finest and most
complete line of radio parts available. This
great line was designed and built with the
specific requirements of the set builder in

mind. Consequently, when you go to your
dealer and order these parts you are sure of
obtaining the very finest on the market, built
by engineers with many years of experience
in radio parts manufacture. Obviously, your
receiver will give better, finer and much
more dependable results when you use these
superior parts made by Frost -Radio.

Frost
Gem
Rheostats

BUILT BETTER

(Continued from Page 16)

CONDENSERS AND RESISTORS

merely being adjusted for a lower resistance.
The range may be decreased by shunting the meter.
The arrangement of the writer's instrument is shown in the picture. The
details of construction for such a simple
device would be superfluous, the arrangement of convenient clips for holding the
dry cell (or cells), etc., being a matter
for each maker's fancy and facilities.

False Economy
Is Costly

r::

itlil'lilüiiüui
: ne ::r.:
::.

tt3

denser or resistor.
Whether you are a manufacturer,
professional set builder or experimenter, you cannot afford the high
cost of a cheap condenser or resistor.

Aerovox condensers and resistors
are conservatively rated and thoroughly tested. They are not the most expensive, nor the cheapest but they are
the best that can be had at any price.

:tts

ii P..

Made to deliver a
service that is not
usually expected from

little rheostats like
these.

Nothing is likely to prove as costly
as a cheaply made, over -rated con-

with illustraA COMPLETE CATALOG tions and detailed descriptions may be obtained free of
charge on request.

Mighty good

little rheostats, taking up little space and supplied
either plain or with D.C. switch. Easy to solder
to. Plain, 75e. With switch, $1.00.

Frost Volume
Control

The
CAL.ORATICN
etatc, RtAnI

Gives complete, stepless and

smooth control
and oscillation.
contact
roller
arm, Bakelite case and dust
cover. $2.00 and $2.25.
wonderfully
of volume

Mulnpls

n- .41,45

Chv.ly

IC

Worker is a
monthly pub lication that
will keep you abreast of the latest radio developments. Your name will be put on the
mailing list free of charge on request.
_14es' ea'î44

Wearproof

Frost Bakelite
Rheostats

Aerovox

Research

CURVES

üío kt.

Long the standard air cooled

Bakelite Rheostat, as well
as the original of this type.
Resistance wire is wound on
die cut Bakelite strip over
frame.
Bakelite
moulded
Wide choice of resistances.
$1.00 to $2.50.

Frost Fixed
Resistances
Die cut flexible Bakelite

windings
holds
in place. Terminals are staked into Bakelite. .4 to 1000 ohms.
Also as center tapped resistances, 6 to 64 ohms.
15e to 50e.
strip

firmly

Frost Hum
Balancer
Simply turn the slotted head
shaft with screw driver to
regulate. Smoothes the ripple
Preout of A.C. current.
cision built. $1.00.

Frost By -Pass Condensers
from
Made
finest materi-

3

z

3

a calibration curve, values
of i are chosen, which are scale divi-

To obtain

sions of the meter, and these values are
inserted in the equation. A number of
points are thus obtained from which a
curve may be plotted. A handier method
than a calibration chart is to make a
new scale for the meter with the resistance values on it so the instrument
is direct reading. A reproduction of the

011MMETER

ly seasoned,
imvacuum

TO USE -SHORT LEADS

pregnated and

TO ZERO

hermetically

sealed. Accu-

rate capacities
and conservative voltage
ratings. 1 to 2 mfds.

e

801/2 Washington St., Bklyn.,

N. Y.

PRODUCTS THAT ENDURE

O

MASTER the CODE

Phonograph Motor
Good pay. Travel. Excitement. Adventure. This
wonderful instrument will teach you to read the code
like an expert. Reproduces actual sending of expert
operators. Sends messages, radiograms, etc., -regular code traffic anywhere, anytime and at any speed.
Easy and fascinating. Waxed tape- records carry complete instructions. Just what you need for home practice. Why delay?
Write for booklet.
TELEPLEX CO.,
74-76 Cortlandt St.,
N. Y. C., N. Y.

007,p

als, thorough-

-METER

'S

& ADJUST

IS DIRECT READING

Typical Meter Scale
80c to $2.00.

Frost Approved
A. C. Switch
Single hole mount 110 volt A.C.

Snap Switch.
volts, 3 amps.
proved.

Tested to 250
Underwriters' ap-

75c.

HERBERT H.FROST, Inc.
ELKHART, IND.
San Francisco
Chicago

34

AEROVOX WIRELESS CORP.

3
6
4
MILLI AMPERES

scale for a Western 0 -1 m.a. meter is

shown herewith.
To use, short the terminals X and
adjust the variable resistor for full
scale reading, thus obtaining a zero and
insuring correct readings. The value of
a resistance inserted at X is then given
directly in ohms.
For convenience in use the meter
and resistance should be mounted on a
small bakelite panel, which in turn is
mounted on a small box in which the dry
cell is kept. Flexible leads with spring
clips or prods also increase the usefulness of the instrument.
Tell them you saw it in RADIO

X5.00
for both!
"RADIO BROADCAST" and "RADIO"
can now be sent to you for one year for
$5.00. A saving of $1.30, if your subscription reaches us by March 30th. An ideal
a price never before offered.
combination
Present subscribers can extend their subscriptions for 1 year at this attractive rate.

-at

"RADIO"
Pacific Bldg., San Francisco, Calif.

PHOTO -RADIO OPERATION
(Continued from Page 20)

terval during which the gear stands still
becomes shorter and shorter, but as soon
as there is evidence of irregularity in the
click of the trip magnet, the critical point
of close adjustment has been passed and
by advancing the regulator control
slightly the correct operating speed will
be found.
In the meantime, the photographic
paper has been placed on the cylinder
and the room in which reception is taking place is sufficiently darkened in order
that the paper be not exposed to light.
The corona needle is placed on the
paper and the control R1 is turned to the
extreme left so that the synchronizing
signal will not trip the relay while the
adjustment of the corona discharge, the
second important step, takes place.
While the drum is stationary, slowly
increase the gain control R2 until the
ultra -violet ray is about the size of a
pencil point whenever a loud signal
comes through the loudspeaker.
It may be necessary to adjust the condenser VC,, but if the previous instructions regarding this have been followed,
this will require only a moment to obtain
a satisfactory corona discharge. With
any variation in the volume of the
audible signal there should be a corresponding fluctuation in the corona discharge, so that on faintly heard signals
the corona is barely visible and on louder
ones it will attain the greatest brilliancy.
Now restore the corona stylus to its first
position at the extreme left of the
cylinder.
By this time the last warning signal
should be heard from the transmitting
station. This has a peculiar burring
sound and lasts only four or five seconds.
After this the actual picture signals are
being sent and, for the 4 by 5 picture,
lasts about three minutes.
The photographic papers used for the
Cooley pictures are Azo No. 1 and
Azo No. 2. The first is very sensitive to
light and is likely to be spoiled by daylight, but it is also most sensitive to
weak corona and, which amounts to the
same thing, weak picture signals. Azo
No. 2 is less sensitive, but more convenient to handle and most often used for
ordinary reception.
The chemicals for developing have
been placed on the market in a convenient
tube with full directions for mixing. In
the upper section of the tube is a powder
which is poured in a tray containing six
ounces of water. When it has been thoroughly mixed push down the second cork
and pour off the remaining chemical in
the same tray. The fixing solution calls
for four tablespoons of "hypo" in S
ounces of water. After this is thoroughly
mixed, add the acidifier, using the lid
of the box in which it comes as a
measure. Three-quarters of a lidful is

"Isn't it
about time, Dad,
you eliminated the adenoids"
N

A

set with inferior transformers has adenoids. Why
not have your set give you what it is capable of

-it's

a mighty simple thing to eliminate the adenoids from your
set -and to substitute true tones as given by AmerTran
radio products.
No matter what your set is you
have yet to hear the music as it is
broadcast from the studio with all
of the overtones and shadings from
the lowest stop on the organ to the
AmerTran; ABC Hi-Power Box
piercing note of the piccolo.
500 volts DC plate voltage, current
to 110 ma; AC filament

-

up
current for all tubes for any set.
Adjustable bias voltages for all
tubes. Price, east of Rockies
less tubes -$95.00.

Complete 2 stage audio amplifier.
First stage AmerTran DeLuxe for
(IX 227 AC and second stage
AmerTran Push -Pull for two 171
or two 210 Power Tubes.
Price, east of Rockies -less tubes

AmerTran audio systems will give
you every tone broadcast-just as
it is broadcast from the studio. A
pair of DeLuxe transformers, or
the superb power amplifier (push pull for 210 tubes) and the ABC
Hi -Power Box. No matter what
AmerTran audio system you
choose, your set will be free from
adenoids. See your dealer or write

-$60.00.

ME&TKAN

AMERICAN TRANSFORMER COMPANY
Builders of Transformers for more than 29 years
62 Emmet St.
Newark, N. J.
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NOT EVERY
VOLTAGE CONTROLLER

g

,

is a

50
..-

"RESISTOVOLT
Trade Mark
Pat. Oft.

Complete

Reg. U. S.

with

If you want to

COILS
Ç

51

protect your tubes
from blowing out
with an entirely
automatic voltage
controller which

RESISTOVOIT

checks excess

voltage before it
enters your set;
and banish line
noises with a voltage controller that is entirely air -cooled and all1
metal in construction,
1
then:
At all Dealers
Look for Trade Mark

The Only Set

with a

15 to 550 Meters
First time offered! New
Range

1929 model -completely

tilhtefli_

ful

mahogany finished metal cabinet
ciency at amazingly lots price.
Get., p.ograms
broadcast on short waves by many powerful stations
9 throughout America and Mime.
If your dealer cannot supply you. send money order
direct and we will ship at once. Goaranteed.
(When ordering unit, be sure to specify whether
Of set. )
it is to he used on Af
DRESSER RADIO MANUFACTURING CORPORATION
9 F4n SnFee -n Wad fl.-1 03 Now York. N. Y.

or

$ .75

ttRESISTOVOLT"
4

Insist on the Genuine

ANTENNAVOLT is a combination Resistovolt and socket antenna giving the
benefits of a socket aerial-improved
reception, minimized static -PLUS assuring Resistovolt voltage control protection.

PRICE $2.25
Calif. Rep., SPECTOR CO., Rialto Bldg.

New

Manufactured by

the correct amount. The fixer must be
mixed fresh every three or four hours.
This developing and fixing should be
done in dim light, a shaded 32 -watt lamp
will be sufficient in which to work as
long as the direct rays do not fall upon
the paper.
After the paper has been exposed by
the corona discharge, it is immersed in
the developer solution and is kept there
until the proper contrast of black to
white appears. This process usually
takes less than half a minute. The developer is then washed off with water and
the paper placed in the fixing solution,
where it is left for fifteen minutes and
is finally given a fifteen -minute bath in

running water.
It is natural that the operator who
has some photographic experience will be
most successful.
NOTE: Only a brief account of the construction and operation of the picture receiver has been attempted in this series of
brief articles. Should any difficulties arise,
readers may refer their questions to this department and the answers will be given in
subsequent issues of the magazine.

INSULINE CORP. of AMERICA
78 -80 Cortlandt Street

New York City

FOREIGN CIRCUIT DIAGRAMS
(Continued from Page 27)

"AERO -CALL"
Short -Wave Converter
Factory -Built, Ready to Plug Into
Your Present Radio Set
The Aere 1929 Converter is a compact factory -built
short-wave adapter equipped with special short-wave
coils. It 1s designed for both A.C. and D.C. sets.
Operates perfectly without motorboating, by an auxiliary filter system control, an exclusive feature (patent
applied for). It can be plugged into any regular radio
set. This amazing radio instrument now makes it passible
for you to reach 'round the world-England, Germany,
Holland, Australia, Panama, Java and many foreign
countries are some that are tuned in regularly on
short -wave. Permits you to enjoy international programs and many others from seat to coast that your
regular receiver cannot get. What a thrill It is to
plug this into a tube socket on your regular set
and instantly be in another world! No change or
wiring required.
All complete, ready to operate,
tubes and coils hidden, no apparatus in sight, except
the neat, golden -brown, compact metal cabinet in
crackle finish. Size, 9 x 5% x 2% in.

revents

CurrentB$,ZE
$1.10 with mounting

(in

A.) at all
dealers.

U. S.

Install Amperite for every tube
and smooth out "A" current
wabble that ruins reception.
Amperite adjusts itself to the
exact need of each tube. A type
for every tube -A. C. or D. C.

rtia //

ga

rad'io

diagram
means-.

so

FRANKLIN

ampa
NEW Yd

T.

FREE-'Ampertte Slue Boor
of modern circuits and

valuable construction data.
Write Dept
e

E14ITE
"SELFADJUSTING "Rhcartat

Model D, without tube,
for D.C. sets

$25.00

At Leading Deolars and Jobbers

PPDDj

INCORPORATED
4611 E. Ravenswood Ave.
Dept. 539
CHICAGO, ILL.

KttOBLAK
RESISTANCES

W M ND
Pot all Eliminators, Power Amplifiers, Electric
Sas and Television. For Service Stations we carry
complete line of Resistances for all standard
make Receivers. Use Mountford Plunger Type
Variable Grid Leak,. Write for circular.
C. E. Mountford, 30 Sullivan St., N. Y.
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Europe.
The values of the condensers are here
given in "Centimeters," a "cm." of capacity being 9/10 of a micromicrofarad
(picofarad) ; but for all practical purposes in circuits a "cm." replaces a "pfd."
so that the British .0005 condenser (500
picofarads) is here represented by one
of 500 centimeters.
The real fun is with the batteries,
since the A battery is called H (Heating), the B battery is marked A
(Anode), and the C battery is G

(Grid).

The only converter we know of that really works
on all sets. Two models -A.C. and D.C. Write for
Catalog and literature, or send $25.00 and name
of your dealer.

Model A, without tube,
for A.C. seta

everyone is assumed to know it. The
use of the grid leak in shunt from the
grid to the filament is very common, not
only in German practice, but throughout

-it

New York's Newest Hotel

Xïje PíccabfrYp
227 West 45th Street at Broadway

NEW YORK
Adjacent to Every Activity. boo
Bright, Sunlit Rooms. Each with
Bath, Electric Fan, Ice Water.
Single Room & Bath, $3.00
Double Room & Bath, $4.5o
Exceptional Restaurant and
Luncheonette.
Wire at our Expense for
Reservations.
F. D. SOFIELD, Mar. Dir.

Tell them you saw it in RADIO

Finally, with the French diagram
(Fig. 4), everything is turned sideways,
backwards, and inside out. Here the
condensers are given in thousandths of
a microfarad, a thoroughly confusing
practice : notice also the comma for the
decimal point (and, vice versa, "20,000"
is written as "20.000 ") . The battery
voltages mean little or nothing
is
merely a habit to use "40" for B Del,
and "80" for B Amp. Voltages higher
than 80 are only just beginning to be
used in France. Pol. is for "Polarisation," of course.
Above all, note the condenser shunt to
the "High Talker." In a few years,
French amateurs will begin to demand
a few of the high notes, but for the
moment it is "low notes or nothing,"
with the result that never an S gets
through the shunted loudspeaker. And
so, as Radio Paris is made to announce
nightly, "Bon 'oir mesdames, bon 'oir
mesdemoi'elles, bon 'oir me'ieurs."

I

COMMERCIAL BRASSPOUNDER
(Continued from Page 28)
extremely efficient, employing a Colpitts oscillator with capacitive coupling to the antenna, thus making for very stable output.
This transmitter, minus the wave change
switch, is installed on the great fleet of 75 -ft.
patrol boats employed in short -run patrols.
The operating is done by non -operator personnel, mostly on voice, though ICW is used
at slow speeds, too, over longer distances or
under conditions preventing phone work.
The standard receiver used with the above
transmitter is an eight -tube superheterodyne
covering from 100 to 200 meters. This set is
more or less conventional, employing peanut
tubes; first detector, oscillator, three stages
of intermediate amplification on 47 kilocycles, followed by detector and one stage of
audio, and separate 47 k.c. heterodyne for
CW reception.
The above described sets are the ones used
on the 110- 130 -meter band. Higher power
transmitters are used on the lower frequencies
mentioned above, in conjunction with receivers identical with the Navy type SE -1420,
which is familiar to most commercial ops.
The standard low- frequency set used on
the smaller cutters and destroyers is a 200 watt master oscillator, power amplifier set,
made by G. E. There is one S0 -watt oscillator followed by three 50- watters as power
amplifiers. This is similar to the three -tube
set made for the RMCA, which is, of course,
of lower power. One principal difference is
in the method of securing ICW. The C. G.
set uses a system of impressing 500-cycle a.c.
on the grid through a transformer, which
results in a sinusoidal modulated wave. The
RMCA set uses the customary chopper, which
has the advantage of giving a louder ICW
signal for close work, though it doesn't carry
as well as the other, for distance.
The bigger cutters have higher power sets
for the low frequencies, which run from 500
watts to 2 k.w. The Ice Patrol boats have
high power, high frequency transmitters.
Mr. Lahey, now of the Steamship Mongolia, reports regular winter work on 315
kilocycles (952 meters) with the above described 200 -watter from the C. G. Destroyer
Patterson off Nantucket Light, to NPG, San
Francisco, and NPM, Honolulu, the latter
giving R -4 -5. They are good sets all right,
being good for 500 miles daytime.
Most shore stations and cutters are equipped to keep watch on two frequencies at
once so that they are in touch with both
commercial and Coast Guard traffic.
This station, NGQ, which is a typical base
station, has three receivers for low waves, the
121 -meter band, and from 250 meters to 7000
meters, with split headsets for continuous
watch on two of them, 500 kilocycles and
2465 kilocycles. The transmitter is the standard 121 -meter set mentioned previously, with
which work is done with patrol boats, cutters and with the world -wide naval communication system, through the station at San
Diego, NPL. NPL works NGQ on 120 kilocycles, their normal working wave for the
NPG-NPL circuit, NGQ responding on 2315
kilocycles (129.5 meters). The distance is
100 miles or so overland, and communication
is perfect day or night, any season, so that
there is no excuse for breaking.
All bases have but the 50 -watt set for
those frequencies, though the cutters often
answer on 275 kilocycles with their higher
power sets, which makes for good break -in
work; that is, due to the wide difference in
transmitting frequencies. The 50 -wafter on
121 meters carries about equally well with
the high powers on 1000 meters or so, at
night, especially if there is static, which
handicaps the reception on the long waves
more than the short ones; but in daytime the
500, 1000 -meter waves are better than the

POWER AMPLIFIERS
for

HOME - SCHOOL - SHOP - PUBLIC HALL
POWER amplification makes any

-

radio a musical instrument
nothing is left for the ear to desire.
Stock models range from high powered amplifiers capable of delivering
25 watts of undistorted energy to the
speaker, to devices having a single
UX 250 power tube in the output
stage. The General Amplifier Company also specializes in the design and
manufacture of amplifiers to meet
specific requirements. Your problems
in the field of power amplification are
solicited. Bulletin "B" will be sent on
request.

GENERAL AMPLIFIER CO.
27 Commercial Avenue
CAMBRIDGE, MASS.

100% VOLTAGE CONTROL
Plus

5

Exclusive Features

1. Double

2.

3.

4.
5.

Socket Outlet for AC set and Dynamic
Speaker or for A and B Eliminators.
Antenna and ground connections.
Line Switch.
Fuse protection of entire set.
Perfect Link between your Set and light socket.

x.I,

LINK

Eliminates all irregularity in line voltage -the bane of
AC reception. With the X -L Link your tubes last full
life and give maximum service because they are protected from the destructive effect of high voltage
fluctuations which weaken or burn out the filament.
Reception is smooth and clear without strain or
distortion.
No complicated connections-one wire operates everything including ground and antenna. Perfect, unfailing
control of line voltage surges that gives you full
reception value. Install an X -L Link and note the
difference in tube performance.
At your dealer or postpaid on receipt of price.

X -L

LINK
List
Price

P.75

Write for FREE folder

X -L RADIO LABORATORIES
Also Manufacturers of X -L Variodensers and Push -Posts
DEPT. J, 1224 BELMONT AVENUE
CHICAGO
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Eliminate the Element of
Chance
Applying the old proverb it can truly be said that
a radio set is no more efficient than its smallest part.
Resistances and volume controls, from a standpoint of size, are small parts of a radio receiver, but
in their effect upon its over-all operation are very
important factors.
Design and mechanical construction are more to
be considered than just mere quantitative resistance.
A piece of raw carbon or a roll of resistance wire may
have great resistance value but are of no use as a
control of voltage.
Centralab Resistance units of all types are specially
designed to perform the function for which they are
made. They are accurate, mechanically sound, durable and technically correct in construction and value.
Send for booklet, "Volume and Voltage Controls
-Their Use."

No. 1
Standard Modu
Plug, $2.50
No. 2
Cord Type Standard
Modu Plug, $2.50
No. 3
"Easy Chair" Modu
Plug, $3.00

Milwaukee,
Wisconsin

26 Keefe

Avenue
CENTRAL RADIO

LABORATORIES

REVAMPING THE AMPLIFIER
In modernizing the audio amplifier to include a push -pull stage, or one
of the power tubes, it is advisable to install transformers designed to
meet the newer standards of quality, in order that the full advantage of
new tubes and new reproducers may be realized.
The Type 585 Transformers employ an interleaved type of winding,
which aids in obtaining an unusually wide range of uniform amplification.
The following data was taken by an independent laboratory on a complete amplifier
using one Type 585 -D Transformer; one
Type 585 -H Transformer; and one Type
587 -B Speaker- filter:
TU
TU
Cycles
Cycles
60
120
500

-2.0

0.3
0.0

1000
4000
6000

0.0
0.0

-1.0

Type 585 -D Ratio 1:2
Type 585 -H Ratio 1:3.5
Price-either type-$7.00

GENERAL RADIO COMPANY
30 State Street

CAMBRIDGE, MASS.

274 Brannan Street
SAN FRANCISCO, CALIF.

- LAST MINUTE SPECIALS -

R. C. A. Uni -Rectron Power Amplifier. Mod. A. P. 935. List $88.50
Genuine Black Bakelite Panels 38" x 43" 3/16" thick. Reg. Price $29
E210 Bradleystats, list $4.00, fine A. C. Line Voltage Control.._
G. E. Kenotron Rectifying Tubes (Type T.B.1)
Gould Kathanode Unipower, Automatic "A" Power (6 volts), list $39
2 Henry -250 Mill Choke Coils, D.C. Resistance 20 ohms. List $25

Our Price $19.75 ea.
8.75 "
"
"

1.60
1.25
13.75
4.75

"
"
"

AMERICAN SALES CO., 19-21 WARREN ST., NEW YORK CITY
PROFESSOR HERMANN SCHNITZEL
Of the Ooniversity of Cincinnapolis, O -ho -ho
has written a booklet containing 21 short radio lectures which have been broadcast from many
stations. 50 cents per copy, postpaid. You will enjoy this book.

For sale by "RADIO," Pacific Building, San Francisco
33
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short ones around 120 meters by far. Very
often during the winter nights, signals are
exchanged with base stations on the East
Coast.
The described transmitters and receivers
were designed with the idea in mind that
they would be installed on these 75- footers
for operation by non -radio personnel; and
communication is very satisfactory as a rule.
Phone work is done from this station regularly in daytime up to 100 miles or so.
Most of the stuff handled is in code, so that
it is found expedient to resort to ICW work
when static is bad or there are dead spots
encountered. This means that telegraphing
must be done at the speedy rate of 5 or 6
words per minute, which is the source of
much mental and physical anguish to the
experienced telegrapher.
The cutter Tamaroa, based at San Pedro,
besides her activities with the rumrunners,
has figured in such incidents as the towing
of the Grace Dollar when she lost her propeller September, 1927, off Lower California. The Tamaroa's 200 -watt set on 600
meters, by the way, put a better signal into
KOK, where I was operating at the time,
than the 5 k.w. spark of the Dollar boat.
Well, such times as that, intermixed with
shooting affrays with Limey rummies, go to
make for a bit less monotony, common to
SK.
"Spark's" life.... T I S

...

ALETTER

from Dudley Owens contains

some suggestions for the improvement
of operating conditions at sea. They are on
a somewhat new and dangerous tack and we
hope none of our readers will take offense.
If anyone does, it would seem to be an indication of a guilty conscience, which should
be looked into. Anyway, this exposé of no
one in particular may give someone a new
slant on himself and start up a brand new
line of thought. Owens lists a few things
which he believes are detrimental to the

advancement of the profession. Quote.
If you want the respect due an operator:
1. Why not clean up the old shack and
keep it that way? Cigarette stubs, paper,
old wire, matches, breezy pictures, etc., do
not look very good.
2. Why not get into the habit of keeping
enough of the `old jack' to last from one
payday to the next? The fellow who is always drawing is rather small.
3. Why not get acquainted with some of
the officials of your S. S. company on all
the docks? No wonder you get so little
consideration; they don't know you from
Adam.
4. Keep yourself cleaned up. A slouchy,
unshaven sleepyhead doesn't make much impression even on the old tramp steamer.
5. Why be afraid you will `spoil the job'
by getting a little weather and press for
the gang. It's what you're paid to do and if
you fall down on the job don't kick if you're
not liked.
6. If you have to take on liquid nourishment and lead a high life, do it ashore; not
on the job, where you may cheapen the
profession as a whole.
A lot of brasspounders blame the service
companies and steamship companies for the
poor treatment meted out to them when
often it is the fault of the operators themselves. Unquote.
And that's that.

VPS
By CHARLES M. BENNETT

transmitters of VPS are located at
Cape D'Aguilhar, about fifteen miles
from the receivers at Kowloon. The main
600-meter transmitter is a 5 k.w. Marconi
spark (Sync. 500 cycles) radiating 10 to 15
amperes into a six -wire cage suspended vertically from one of the towers. The longwave transmitter is a Marconi 6 -k.w. tube
(Continued on Page 40)
TdiE

Men needed in

Helping WRNYto keep
its fine reputation

RADIO

r

Wonderful opportunity for ambitious men to win success in
this fast -growing profession

TATION WRNY, Hotel Roosevelt, New York, is known for its clarity.

The engineers here, as in other large broadcasting stations, depend upon
PYREX Insulators as an essential to long range and protection of tone
quality against retransmission noises from adjacent conductors.
PYREX Radio Insulators are made from a special glass embodying
exceptional electrical resistance, mechanical strength and chemical stability.
Initially they are a strong barrier against leakage and eddy losses, and remain
so because unimpaired by exposure to rain, fog, soot, dirt and industrial fumes.

THE Radio industry is expanding so rapidly that
trained men are at a premium. There is a constant,
urgent demand for operators -factory superintendents
-engineers -service men -designers- salesmen who
know radio.
There is no better way for you to succeed in this
fascinating business than to study the Radio Course
of the International Correspondence Schools. This
course is new, complete and up- to-the- minute, and
it was written by practical authorities in this field.
Scores of
Leading radio manufacturers indorse it.
men have found it of great help in securing better
positions and larger salaries.
You, too, can get in on the ground-floor if you act
!quickly. Mark and mail the coupon today and let
'us tell you all about this new I. C. S. Radio Course
and what it can do for you.

If you want the best transmission or improved reception and one thing less
on the trouble list, equip your antenna and lines with PYREX Insulators. The

insulating qualities, the mechanical strength, the super -hard smooth time and- element- resisting surface, and the resistance to destruction originate in

the molten glass and are imperishable.
Correct antenna, strain, entering, stand -off, pillar and
bus bar types are easily chosen from our booklet "PYREX
PYREX Radio Insulators."

Mail the Coupon for Free Booklet

Radio

INTERNATIONAL CORRESPONDENCE SCHOOLS
Box

8260E. Scranton,

have marked an

Write to us for a free copy of the booklet and
get PYREX Insulators from your supply house.

Insulators

Penna.

Without cost or obligation, please tell me bow I can
qualify for the position or In the subject before which I

X:

CORNING GLASS WORKS, Dept. 65

RADIO
Electrical Engineering
Electric Lighting
['Mechanical Engineer
['Mechanical Draftsman

['Machine Shop Practice

Bailroad Positions
RGas Engine Operating
Engineer
RSurveying and Mapping
Metallurgy
['Steam Engineering
Pharmacy

Civil

Architect

Industrial and Laboratory Division
CORNING, N. Y.

['Architects' Blueprints
Contractor and Builder
Architectural Draftsman
Concrete Builder
Structural Engineer
Chemistry

Automobile Work
Airplane Engines
Navigation
Agriculture and Poultry
Mathematics

PYREX

BUSINESS TRAI NING COURSES
Salesmanship
Business Management
Advertising
industrial Management
Better Letters
Personnel Organization
Show Card Lettering
®c Management
p
Stenography and Typing
Business Law
Banking and Banking Law Business English
Civic Service
Accountancy
Railway Mall Clerk
(including C. P. A.)
Common School Subjects
Nicholson Cant Accounting
Bigh School Subjects
Bookkeeping
Spanish
Cartooning
lPrivate Secretary French Illustrating

Tra

RADIO INSULATORS
..I Product of Corning Glass Works

Name

FREE

Address

CATALOG

New Bírnbach Cord

RADIO
AT WHOLESALE

PRICES

A fascinating pastime that puts real money in your
pocket. Everything in radio at actual wholesale
prices. Send for catalog and particulars now.

ALLIED RADIO CORPORATION
Dept. E -6 Chicago
711 W. Lake St.

"IT'S MOISTURE -PROOF"

Bimhach

Extension Cord enables you to move the
liodio Speaker on one side of the room and the Set on
the other, or to any room in the house. Attaches in,tantly to the cord of your Speaker.
It will pay you to replace your old cord with the
New Birnbach Moisture -Proof Extension Cord and put an
end to distortions often caused by poorly insulated cords.
Your neighborhood dealer has these sizes in stock:
10- 20- 30 -40 -50 and 100 foot lengths. Get one today.

BIRNBACH RADIO CO.

254 WEST 31ST STREET, NEW YORK

CITY

Send for WESTERN RADIO
New 1929 Catalog
LATEST and FINEST, nationally known
A.C.

consoles, cabinets, speakers and
accessories at LOWEST PRICES. Catalog
sent FREE on request.
sets,

WESTERN RADIO MFG. CO.
128 W. Lake St.,

Tell them

Dept. RR3,

sarr

CHICAGO

it in RADIO

Here's Another
Money Saver
"RADIO NEWS" and
['RADIO " -- -Both for a full
year for the price of one.
$2.50 brings these two magazines to your
address every month for a full year. A 50%
saving. If you are already a subscriber to
either or both magazines, you can extend
your subscription for another year at this
50% saving.

I

L.

"RADIO"
Pacific Bldg., San Francisco, Calif.
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VPS

NEW

(Continued from Page 38)

CLARITY

using tube rectifiers. ICW is produced by cutting the filter out of the circuit.
It operates on 2800 and 2000 meters, sending time on 2000 meters, through a connection with the Kowloon observatory. It works
French Indo- China, Canton, and many others
daily. A "T" aerial is used for the long wave set, and the ground for both sets consists of plates buried in the sea earth extending radially for 100 feet.
The receivers are located at Kowloon observatory, where five picked Asiatic operators maintain the 600 -meter watch with a
white supervisor. Watch is observed on 2400
meters at the following times: (Hongkong
time), 5:30 a. m. to 7:30 a. m., 2:30 to 3:30
p. m., 8 to 8:40 p. m., and 9:30 to 11:40 p. m.;
listening on 2400 meters and answering 2800
meters i.c.w.
The station was built by the Navy in
1916, and taken over by the local government in 1921. Australia is worked frequently
and ships are worked well into the Indian
Ocean. The 600 -meter receiver is the latest
type of Marconi seven -tube superheterodyne.
VPS also is doing a great deal of work on
short wave. The whole station is being remodeled and will eventually have a tube
set on 600 meters with PG-N watch on
both 600 and 2400 meters. A short-wave
transmitter is also being installed for communication with England. The engineer in
charge, Mr. Warrenton, told me that over
a million dollars is being spent in remodeling
the station. Another interesting feature is
that every transmitter is in duplicate with
emergency power supply, enabling continuous service at all times.
set,

NORDEN -HAUCK

MODELS
ARE
NOW READY
Super Electrophonic
Shielded Super -10
Super Dynamic Speakers
Power Packs
Short-Wave Apparatus
Etc.
Write Today for New Literature

NORDEN -HAUCK, Inc.
Engineers
Marine Building

PHILADELPHIA, PA.

TIME SIGNALS OF THE WORLD
HERBERT
G. M.

T.

00.01
00.25

Noted for the
Bell -Like Clarity
of their Tone
CECO's exquisite tone quality is
not accidental. It is the result of
deliberate effort in design, a higher
quality of materials and special and
exclusive processes which are employed in the rugged construction
of these beautifully toned, longlasting tubes. Sold everywhere.
Have you heard CeCo's delightfully entertaining radio program
over the entire Columbia Broadcasting Chain of 20 cities -every
Monday evening, 8:30 Eastern
time, 7:30 Central time?
CeCo Mfg. Co., Inc.

Providence, R.I.

Radio Tubes
FOR EVERY RADIO NEED
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00.58
01.56
01.56
01.56
01.56
02.00
02.30
02.55
02.55
02.55
02.55
02.55
02.55
02.55
03.55
03.55
04.56
07.55
07.55
07.55
07.55
07.55
09.00
09.25
09.55
09.55
09.55
10.25
10.55
11.58
11.58
11.59
12.56
12.56
13.55
13.55
14.00
14.00
14.00
16.55
16.55
16.55
16.55
16.55
16.55
16.55
16.55
16.57
17.55
17.55
17.55
18.55
18.55
18.55

Call

POT
XORT
PKX
VPS
JJS

LIH

JCS
VIM
VIA
NAA
NAA
NSS
VAE
NPO
NPO

FFZ

NBA
NBA

ICX

NAA
NAA
NSS

FL

LY
VLY

FL

GBR
NBA
NBA

XORT
XPK
POZ
POZ
JJC
VPS
EBY
NPO
NPO
VIM

LIH

PPY
NAJ

NAT
NAA
NAA
NSS
NAR

NPL
NPL

VPB
GBR
NBA
NBA
RET
XDA
HZA

M. STILES, S. S. California
Wave
34.4
44.0
7700.
600.
600.
1000.
600.
600.
600.
2677.
37.4
17,000.
600.
2677.
5250.
730.
18,000.
2300.
3500.
37.4
2677.
17,000.
32.0
18,900.
600.
2650.
18,740.
2300.
6663.
44.0
1400.
18,050.
3100.
7700.
600.
2000.
2677.
5250.
600.
1000.
650.
2300.
2850.
2655.
37.4
17,000.
2670.
950.
9800.
600.
18,740.
6663.
18,000.
7100.
2660.
15,800.

Location
Rio de Janeiro
Tsingtao, China
Malabar, Java
Hongkong
Funabashi
Buenos Aires
Chosen, Japan
Melbourne
Adelaide
Arlington
Arlington
Annapolis
Vancouver, B. C.
Manila
Manila
Shanghai, China
Balboa, C. Z.
Balboa, C. Z.
Massawa
Arlington
Arlington
Annapolis
Eiffel Tower
Bordeaux, France
Wellington, N. Z.
Eiffel Tower
Rugby, England
Balboa, C. Z.
Balboa, C. Z.
Tsingtao, China
Peking
Nauen, Germany
Nauen, Germany

Funabashi
Hongkong
San Fernando, Spain
Manila
Manila
Melbourne
Buenos Aires
Rio de Janeiro
Great Lakes, Illinois
New Orleans
Arlington

Arlington
Annapolis

Key West, Florida
San Diego, Calif.
San Diego, Calif.
Colombo, Ceylon
Rugby, England
Balboa, C. Z.
Balboa, C. Z.
Petrograd
Mexico City
Saigon, Indo China

Tell them you saw it in RADIO

AERO HAS IT!
New Short -Wave
Coils and Monitor
JUST OUT!

The Big Green Book gives
the very lat:r-stdetai1sonAero
Coils and Kits. Short Wave Radio.
newest broadcast radio receivers, short
waveconverters, telephone transmitters,coll kite,
adapters and a host of new wrinkles for 1929.

24 Different New Kits
Shown for 1929
The kits everyone is talking about are fully

-

described in the new 1929 Aero Green Book
Aero 7-29 Aerodyne6-29. Chronophase, Metropolitan, trio, International, Standard, Radio phone -in ShieldGrid,A.C. and D.C. models.
Be sure to send for your copy of this 25e Big
Green Book -worth $25.00 to anyone who wants
to keep up with thelatest radio wrinkles.
Mail croton fo* your cotg today -NOW!

FRO

D

INCORPORATED

4611 E. Ravenswood Ave.,

CHICAGO, ILL.

L

Dept.

39A

MAIL THIS COUPON NOW

AERO PRODUCTS. INC.

4611 E. Ravenswood Ave., Chicago,

Daps. 539A

III.
Send me your Big Aero Green Book, 25e, giving the
la tent informationon What's New inradio,ahort wave,

etc.
Name

St. and No

`City

Sta

19.00
19.55
19.55
19.55
19.55
19.55
20.27

20.56
22.25

23.55
23.55
23.55
23.58
23.58

HZA.

NPG
NPG
NPW

NPE
FL

VWC
VNC

FL
PPC
NPM
NPM
POZ
POZ

25.

2275.
7005.
3156.
2726.
32.
2000.
600.
2650.
800.
26,245.
2800.
18,050.
3100.

Saigon, Indo China
San Francisco
San Francisco
Eureka, Calif.
North Head, Wash.
Eiffel Tower
Calcutta
Cape Town
Eiffel Tower
Caero, Brazil
Honolulu, T. H.
Honolulu, T. H.
Nauen, Germany
Nauen, Germany

Both BYRD and WILKINS
Choose
9AM MARLUND

FROM A GERMAN STANDPOINT
Here's a letter that we are publishing just
as we received it. We have to hand it to
the operator who tries to do his best under
the handicap of having to use a foreign
language. We only wish we had made as
much use of our two years of foreign
language in high school as did Mr. Pilz.
We cannot refrain from comparing the
two foreign operators who got tangled up
in this little spat over the air. One who
had not taken the trouble to equip himself
with a knowledge of English, making himself a burden upon the other who had. One
was so anxious to rid his shoulders of a
little work that he didn't even bother to
interpret what he received. The other was
to conscienscious that he spent several hours
in correcting the other's mistake.
We have noticed that some American
operators are just as shiftless as TNY,
while others are as conscientious as DHC.
If we could just shift the balance toward
those who take their profession seriously
the game would be improved for all hands.
Dear Wireless Operators:
Concerning the December issue of RADIO,
[ must say Mr. Lucas is perfectly right,
when he writes that we operators, specially
on a cargo vessel, are so lonesome. (?)
We have plenty of time to write some
articles. Certainly we do not always recognize the opportunity of a story, but there
are so many things which people on shore
would read with great interest, while we
are accustomed to the life at sea.
This kind of English writing is a very
difficult task for me, being a German. I
only learned your language for two years,
when I was at high school in Germany, and
the sole occasion to learn more about it is,
to have a big correspondence.
In spite of
this fact I will try to give you a picture of
a communication I shortly had with a
Spanish steamer about 100 miles away from
PQG station of the Azores. I'll write it as
it really happened.
One afternoon I was called by some ship
for tr. Because of the terrible QSC I
couldn't make out the call. It was given
in the kind that you were able to change
the dots against the dashes. I answered,
QSQ? de DHC QRV K.
After ten mintues I got at last the tr as
SS CABO STA MARIA fm SEVILLA bnd
NY. Afterwards I found the call as TNY
in my station book.
Now I gave QSL QSU AR.
Back came: pse QSO PQB or EAL?
Naturally I had no QSO, being not more
than 100 miles from PQG, so that I could
not work with full power.
TNY de DHC-hr QSN now QSO PQB
only in darkness and EAL always QSN
QSU later.
Then a few minutes later: DHC de TNY
pse rpt will u QSR msg to EAL and PQB?
TNY de DHC sry om hr QSR impossible
QSN will try PQB in darkness QSU ge.
DHC de TNY esta bien hr msg nr 1.
Follows text of msg nr 1, 2, 3.
TNY de DHC pse QSK hr QSN nw QSU
when QSO PQB.
DHC de TNY rrr esta bien hr rpt.
He repeats now his messages, forgetting
to give date and time.

CONDENSERS
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tiammarlund Standard
Double -Spaced Trans-

mitting

For

Condenser

Used by Byrd and
Wilkins.

"Ruggedness and Simplicity"
ccTHE

most southerly radio station works perfectly," states
1 Carl world's
Petersen, Radio Operator of the Byrd Antarctic Expedition,
New York Times.

according to The
Heintz and Kaufman, the builders of the Byrd and Wilkins' radio
equipment, as well as that for the record- breaking aeroplane, "Southern
Cross," selected Hammarlund condensers "on account of their ruggedness
and simplicity"-crash -proof qualities-not easily made inoperative in
case of accident.
Every radio product of Hammarlund make -condensers, coils, chokes,
drum dials -has the unfailing virtues of endurance and superior performance which make them the first choice of experts the world over.
Write for Valuable Descriptive Literature

HAMMARLUND MANUFACTURING CO.
New York, N. Y.

424 -438 W. 33rd Street

H-ammarIund
EciS/ON
PRODUCTS

Send for New Radio Book --It's Free!
New hook -ups. This book shows how to
make short -wave receivers and short -wave
adapters. How to use the new screen grid
tube in D. C. and A. C. circuits. How to
build power amplifiers, ABC eliminators.
Up-to-the- minuje information on all new
radio developments. It's free. Send for copy
today.

-.S','l.r:AW@..IPO.gbLLP.0.1f.^.n'.

Dynamics

KARAS ELECTRIC COMPANY

4031M North Rockwell Street, Chicago, Ill.
Portland, Oregon, 53 4th St.
San Francisco, 585 Mission St.
Los Angeles, 324 N. San Pedro
Name
St. and No

O'NEIL

Two types -one

The
Speaker
Hit of
the Season

for A.C. operation, the
other for D.C. Equipped with our dynamic
units. Beautiful two -tone walnut finish to
match the popular sets. Write for literature.

O'NEIL MFG. CORP.
West New York

New Jersey

4031L2

Tell them you saw it in RADIO
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RADIO'S
GREATEST
PUBLICATION
t°=

CITIZENS

50

JCall1ookJiÈIN
`r/Scientific Digest

across two of the secondaries are adjusted
at the factory to eliminate hum.
The output of the rectifier tube feeds into
the filter system which consists of the usual
two filter chokes and filter condensers. Fixed
resistors are used to secure the proper plate
voltages for the detector and amplifier tube.
C biases are secured by causing the plate
currents of the respective tubes to flow
through resistors inserted in the center tap
leads. Thus the frame of the receiver is
potential and all
both at -B and at
grid returns are simply grounded to get
the proper bias.
Recause of the two power tubes and the
use of generous size push -pull audio transformers, the model H receiver is able to
deliver 11/2 watts of undistorted power to
the loud speaker and so only the better
grades of the exponential, dynamic cone
and dynamic speakers should be used. The
dynamic is the best for true frequency response, but is not quite as sensitive on weak
signals as the other two types.

-C

RADIO RECEIVERS
(Continued from Page 31)
RCA
Model Price

Cb. Pwr.

$ 83

T Batt
T AC
DC
T
C
AC
AC
C
DC
C

16
18
18

115
110

30-A
41
41
51
51

60
62
64

285
241
230
195
190
182

C
C

410
609

C
C

$250
225

C

T

Tubes

5'01A, 1 -112A
4 -'26, -'27, 1 -'7IA, 1 -'80
1

-112A, -'71A
-'71A, 2 -'81, 1 -876
4-'26, 1 -'27, 1 -'10, 1 -'80
6 -112A, 4 -'71A
4 -'26, -'27, l -'71A, l'80
5 -112A, 1 -'71A
7 -'27, 1 -'71A, -'80
5

1

7 -'99,

AC
DC
AC
AC
AC

1

1

1

7 -'27,

8 -'27,

1-'71A, l'80
1 -'50, 2 -'81

SLEEPER
72

RADIO TELEVISION - MECHANICS

71

70
78

76A

THE Citizens Radio Call Book Magazine is published four times
yearly; Fall, Winter, Spring and Summer, and is on sale at all newsstands and radio stores September, November, January and March.
Single copies 50c, annual subscription $1.75.
EACH issue contains clear and concise constructional articles, accurate and easily understood diagrams; helpful servicing and repair
hints for the custom setbuilder; simple articles for the beginner; all the
latest authentic domestic and foreign broadcast station lists; practical
data on television, handy shop kinks and the latest scientific developments. All receivers, power amplifiers and other Radio devices appearing in the "Call Book" are thoroughly tested in the finest Radio Laboratory maintained by any Radio Publication in the world. Competent
radio engineers and technical editors present the latest developments of
the radio art for the radio engineer or beginner.

BOOK
CITIZENS RADIO CALL Chicago,
III.
508 South Dearborn Street

-

76
80
68
67
66
60

C

185
180
150
170
100

T

200

C
C

175
130
110

C
C

C
C
C

T

4-'26, 2-'27,
4-'26, 2-'27,
4-'26, 2-'27,
3-'26, 2-'27,
3-'26, 2-'27,
3-'26, 2-'27,
3-'26, 2-'27,
3-'26, 1-'27,
3-'26, 1-'27,
3-'26, 1-'27,
3'26, 1-'27,

AC
AC
AC
AC
AC
AC
AC
AC
AC
AC
AC

1-'71A,
1-'71A,
1-'71A,
2-'71A,
2-'71A,
2-'71A,
2-'71A,

1'80
1'80

1-'80

1'80
1'80
1'80
1'80
l'71A, 1'80

1-'71A, 1-'80
1-'71A, 1-'80
l'71A, 1-'80

A-46

$795 T

A-44

695 C

SONORA
4 -RAI, 2 -DEI, 2 -S02
2 -RE2, 1 Ballast Lamp
AC 4 -RA1, 2 -DEI, 2 -S02

A-40

495 C

AC

A-20

455 C

AC

A-36

470 C

A-32

345

AC

1

Ballast Lamp 2 -RE2

4 -RAI,

-DEI, 2 -SO1

1

Ballast Lamp -REI
-DE1, 2 -S02, 2-RE2
1 Ballast Lamp
AC 4 -RAI, 1 -DEI, 2 -S02, 2 -RE2
DEl, Ballast Lamp
AC 4 -RAI, -DE1, 2 -SO1
1 -REI,
Ballast Lamp
AC 4 -RA1, 1 -DE1, 2 -SO1
1 -REI, 1 Ballast Lamp
DC
1

1

1

1

C

1

1

1

A-30

325 C

A-50
A-12
A-12
A-14
A-14

155 C
95
115 C
140 H

M

160 C

DC
DC
DC
DC

STEINITE

Never before at this Sacrifice Price!
(

Radiotron Model UV -204.
250 Watt Transmitting Tubes

Normal Plate Voltage 2000 V. Filament Voltage 11 V.
The operating characteristics of this 250 watt tube are similar to that of the
UV-204 -A Radiotron, with the exception that the filament current is higher.
Aside from this modification the tube is interchangeable.
At our price you should carry a few of these tubes if only as spares.
These genuine R. C. A. UV -204 Transmitting Tubes are first grade, brand new,
and packed in original factory crates.
Terms: -20% with order, balance C. O. D.

EXTRA SPECIAL $52.00 EACH
Net Price
$127.50 ea.

44

AMERICAN SALES CO., 19-21 Warren Street, New York
Tell them you saw it in RADIO

$ 75

T

115
130
150

C
C
C

102
50
40

250

P

185
130

C

801
811

$96
96

806

69

261
263
265

266

C

4-'26,
4-'26,
4-'26,
4-'26,
3-'26,
1-'81
3-'26,

AC
AC
AC
AC
AC
AC
AC

l'71A, 1'80
1'27, 1'71, 1-'80
1-'27,

1-'27, 1-'71, 1-'80
1-'27, 1-'71, 1-'80
2-'27, 2-'50, 1-'80
1-'27, 1-'26, 1-'71

STEWART-WARNER

523
635
636

T

T
T

-'27, 2.112A
1-'27, 2.112A
1 -'OOA, 2.112A
1

4 -'01A,

STROMBERG -CARLSON
$295 T AC 4-'01A, 1-'71A, 2 tungars
185 T
245 C

AC

AC
AC
AC
AC

633W 365 T
734B 755 C
744B 1205 C
"

4 -'26,
4 -'26,

AC
AC

Batt

5-'27, 1-'71A, 1-'80
5-'27, 1-'71A, 1-'80
5-'OIA, l'71A, 1'80,
6-'OIA, 1-'10, 2'16B,
6-'OlA, 1'10, 2-'16B,

2
2
2

tung.
tung.
tung.

Complete with tubes.

CASE
73B
90C

$175
250

T
C

AC
AC

1
1

-'27, 1'71, 5 -'26, 1'80
-'27, 5'26, 2 -'71, 1'80

VICTOR
Model Price
7 -11
$285
7 -26
9 -16

9 -18
9 -54
9 -56

Cb.
P
P
P
P
P
P
P
P
P

425
750
925
1350
1750

10 -69

850

11 -50

950
550

12 -15

Pwr.
AC
AC
AC
AC
AC
AC
AC
AC
AC

Tubes
4-'26, 1-'27, 1-'71A, -'80
4-'26, 1 -'27, 1-'71A, 1 -'80
4 -'26, 1227, 1 -'50, 2 -'81
8-'27, 1-'50, 2 -'81
8-'27, 1-'50, 1-'81
1

"First Aids"

1811111111

8-'27, 1250, 1-'81

-'26, 1-'50, 2 -'81
-'26, -'50, 2 -'81
1-'26, 1 -'50, 2 -'81
1
1

1

ZENITH
31

$100

32
33

180
150
150
150
150

33X
333

333X

230
250
240
260
270
325
330
385
385
330
280
335
350
405
405
350
325
325
165

34

34P
342

342P
35

35A

35P
35AP
35APX

35PX
352
352A

,

352P
352AP
352APX
352PX
353AX
353A
362

362X
37A
39

39A
392
392A
40A

Colonial
English

Italian

Chinese
Spanish

165

625
450
510
480
540
850
650
800
1250
1700
2500

1$1.00

T
C

T
T
T
T

WHETHER you have a factory -built or
home -made set, good or poor, new or old,
Clarostat first aids will make it better. And
the Clarostat folks not only supply the necessary device but also the necessary information to aid you in enjoying better radio.

Batt 5-'OIA, 1-'71A
Batt 5-'01A, 1-'71A

AC 5-'27, 1-'71A, 1-'80

AC 5-'27, 1-'71A, 1-'80
DC 5-'OIA, 2-'71A
DC

5-'01A, 2-'71A

C
AC 5-'27, 1-'71A, 1-'80
C
AC 5-'27, 2281, 1-'10
C AC25 5-'27. 1-'71A, I-'80

For instance:

Troubled with a Dead Spot? Try the
Clarostat Antenna Plug. It is a refined form
of socket antenna plug, with improved radio frequency coupling condenser for maximum
transfer of signal energy from electric wiring
to your set.
Troubled with Tuning? Try the Clarostat
Grid Leak in place of usual fixed grid leak,
and you will make your set more selective,
more sensitive and better in tone
will.
Troubled with Line- Voltage? Try the
Power Clarostat in primary circuit of transformer and you can adjust applied line voltage for any value desired.
Troubled with Excessive Volume? Try the
Table Type Clarostat in loud- speaker leads,
and you have instant control of volume.
Troubled with Tone Quality? Try Volume
Control Clarostat across secondary of first
audio transformer, and notice how you can
mellow the tone even of old set and loudspeaker.
But there are many other troubles you
can cure. So-

C AC25 5-'27, 2-'81, 1-'10
C
AC 5-'27, l-'80, 1-'71A
C
AC 5-'27, 1-'80, 1-'71A

C
C
C
C

C
C
C
C
C

C
C
C

T
T
C
C
C
C

C
C
C
C

C
C
C

AC
AC
AC
AC
AC25
AC25
AC25
AC25
AC25
AC25
DC
DC
AC25
AC25
AC
AC
AC
AC25
AC25
AC
AC
AC
AC
AC
AC

5=27,1-'10,2-'81

5-'27. 1-'10, 2-'81
5-'27, 2-'81. 1-'50, 1-'26
5-'27, 2-'81, 1-'50, 1-'26
5-'27, 1-'71A, 1-'80
5-'27, 1-'71A, 1-'80
5-'27, 1-'10. 2-'81
5227. 1-'10, 2-'81
5227, 2281, 1-'50, 1-'26
5-'27, 2281, 1-'50, 1-'26
2271A. 5201A
5201A. 2271A
5-'27, 1-'71A, 1-'80
5-'27, 1-'71A, 1-'80
5-'27, 2-'81, 1-'50, 1-'26
6-'27, 2-'81, 1210, 1-'26
6-'27, 2-'81, 1-'10, 1-'26
6227, 2-'81, 1-'10, 1-'26
6-'27, 2-'81, 1-'10, 1-'26
6-'27, 2-'81, 1-'10, 1-'26
6-'26, 3-'27, 1210 1-'81
6-'26, 3-'27, 1210, 1-'81
6-'26, 3-'27, 1-'10, 1-'81
6-'26, 3-'27, 1-'10, 1-'81
6-'26, 3-'27, 1-'10, 1-'81

-at

Brings You the Next Six
Issues of "RADIO"

WRITE for further information on how to improve
your radio set. Better still, send 25 cents in stamps
or coin for "The Gateway to Better Radio " -88
diagrams and 20,000 words of practical radio data.

CLAROSTAT MFG. CO., Inc.
Specialists in Radio Aids
287 North Sixth Street
Brooklyn, N. Y.
SAN FRANCISCO LOS ANGELES
Member R. M. A.

wake

CHANCES

if you want to... but Don't

Gamble

PORTLAND

CIAftOSTAT

onRADIOPart,.!

-if

Take chances
you want tobut don't match your skill and

experience against "bargain"

parts and expect to win.
Parts with a pedigree, parts
backed by ten years of radio experience, carry the name REMLER.
Use them, and you will get the
results you are entitled to.
Write for descriptive circulars on
any of the parts listed below.
TWIN ROTOR CONDENSERS
AUDIO FREQUENCY TRANSFORMERS
SOCKETS
DRUM DIAL
OUTPUT TRANSFORMER
BALLAST SHIELD
SHIELDING CASE
CHOKE COIL
COMPENSATING TRANSFORMER
INTERCHANGEABLE INDUCTANCES

EMLE
Division of

GRAY & DANIELSON MFG. CO.
260 First
CHICAGO

Street, San Francisco

NEW YORK

Gosilcoover
Super Aerial Wire
GoldSilver on Copper
-Liearer
-NonGreatly Increased DX Range. 50 %s More Volume
Tone
15 % Sharper Tuning
Corrosive. Endorsed by Naval Research
Laboratory. Gerald M. Best, Major Mott, Ormiston, Van Buren.
World's DX Champion. A permanent investment. No. 14. 100 ft.,
$4.00; 75, $3.25; 50, $2.50. Pat. applied for. If dealer cannot
supply you, write or phone us. Over 50,000 GOSILCO Aerials in
use -Theré s a Reason.

GOSILCO RADIO PRODUCTS CO.

6420 Marbrisa Ave.

DE. 3940

Huntington Park, Calif.

Northern California Customers Order Your GOSILCO SUPER AERIAL WIRE from
Radio Dealers Supply Service
s
1452 Market Street
Wholesale Division of

Tell them you saw it in RADIO
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E ECTR/C COMPANY

San Francisco, California
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HERMANN SCHNITZEL, Der Perfesser Uf
Der Ooniversity of Cincinnapolis, O- ho-ho, has
comprepared his radio lectures in the form of a readplete booklet. 21 subjects in all. Interesting
have
Thousands
occasions.
humorous
for
matter
ing
been sold. These lectures were broadcast by radio
book
Schnitzel's
Network.
Coast
on the Pacific
will be sent to you upon receipt of 50 cents in
stamps, coin or check. Publishers of "RADIO,"
Pacific Building, San Francisco, California.

RADIOADS
A CLASSIFIED ADVERTISING
SECTION READ BY BETTER

BUYERS

The rate per word is eight cents net.
Remittance must accompany all advertisements. Include name and address
when counting words.

Ads for the April Issue Must
Reach Us by March Fifth

-A

complete
BARGAIN FOR QUICK SALE
Radio Receptor three stage power amplifier in steel
AC detwo
Uses
operated.
case. Entirely AC
tector tubes, two 281 rectifier tubes in full wave
Has
stage.
last
in
tube
rectifier, one 250 power
be
volume control, also load control. Volume canwith
Rebuilt
roar.
controlled from a whisper to a
last
in
transformer
Radio
General
oversize
latest
stage. Faithful reproduction of all frequencies.
Tremendous volume. Extremely quiet in operation.
Has special v.itage regulation switch. Must sell
and will sacrifice at a fraction of original cost.
Complete set of new tubes, including one Cunningham 350, two UX 281, two Arcturus AC Detector
tubes for quiet operation, included with amplifier.
Regular price, $225.00 with tubes. Will sell for
$75.00 with tubes, f.o.b. San Francisco. Express
or freight charges will amount to about $5.00.
Guaranteed to be in perfect condition. Used only
one week. Ideal for theatre or outdoor work as
well as for the home. Also want to sell latest type
Jensen Auditorium, 110 volt operation from light
socket. No hum. Cost $75.00. Will sell for $40.00.
Send money by telegraph for prompt action.
P. Lucas, 1159 Glenn Ave., Berkeley, California.

IMAGINE AN ORGANIZATION with over

4,000 clients scattered throughout the world, all
radiowise dealers, builders, experimenters, hams.
Over $50,000.00 stock of high grade receiving and
transmitting parts only, no sets. Spend $5,000.00
yearly on our own experimenting. Carry nothing
until it passes our tests. 50c brings prepaid over
four pounds catalog, circuits, data, etc. Weekly
data (more than all radio magazines together)
20 weeks. $1.00; 52 weeks, $2.50, Sample "Over
The Soldering Iron," 32 -page experimenter's magazine, 25c. Full trade discounts to licensed hams

-

and radiowise builders. We carry approved items
advertised in RADIO. Kladag Radio Laboratories,
Established 1920, Kent, Ohio.
FEBRUARY 10TH LOG BOOK-Just off the
press. All the very latest changes for the entire
U. S. and Canada. 32 pages, size 6 x 9. Logging
chart for dial readings. All stations grouped two
different ways for immediate checking. Plenty of
station data. Everything you need. The most corn.
plete and most accurate log book yet published.
Price only 25 cents per copy. Stamps accepted.
When ordering be sure to ask for the 32 -page
Publishers of
February 10th, 1929 Book.
"RADIO," Pacific Building, San Francisco.

SPECIAL -this month only. A 12 month subto MOTION PICTURE MAGAZINE
month subscription to "RADIO," all for

scription
and a 12
the price
to both.

of one. $2.50 for a full year subscription
"RADIO," Pacific Bldg., San Francisco.

.
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DETECTOR TUBES-A.C. -Given free for a
two -year subscription to "RADIO." The latest
type Arcturus long life (2000 hour) 5 prong detector tube will improve reception. It is a remarkable tube. Hundreds of thousands in use. Send
$5.00 -get "RADIO" for 2 years and the Arcturus
tube without a penny of extra cost. "RADIO,"
Pacific Building, San Francisco, California.
FOR SALE-Latest model Tyrman "50" screen grid portable, complete with tubes, batteries, built
in speaker and loop, $50.00. List price $90.00.
Webster Bone-Dri "A" power unit, $15.00. Silver Marshall Screen -Grid Five, in mahogany cabinet,
slightly used but with new tubes, $35.00. Address
owner, 6251 31st Ave. N. E., Seattle, Wash.

-

Screw -holding screw
SALESMEN WANTED
driver! Amazing brand new patented invention!
Retails $1.50. Factories, garages, electricians, auto,
radio owners buy on sight! Exclusive state territory. Genuine opportunity earn big money. Free
trial offer. Jiffy 1027, Winthrop Bldg., Boston.

SINGLE RODM "r9

AND BATH
FOR TWO

50

.

400 c0
P

v. WIRE
,: ATOUR:
EXPENSE

ALFALFA SEEDS, hardy common varieties,
variety
$12.60
falfa0seed0$18. aifiedusweet clover $3 90 5.01;

Alsike or red clover $15. Bags Free. Send for
samples and catalogue. Kansas Seed Co., Salina,
Kan.

"B" ELIMINATORS REPAIRED, New Condensers installed; Chokes, Transformers, etc., reFast Service. Clark
paired; $2.00 to $4.00.
Brothers Radio Co., Albis, Iowa.

Philadelphia
OI II ` 1 i101 Ce S10UiGflP

7/te

WANTED -Men to work with National Radio
Service organization. No selling scheme. Radio
Doctors, Inc., Dept. R., Essex St., Salem, Mass.

SPEAKERS REPAIRED, Rewound, Magnetized, Guaranteed, $1.50 to $2.50. Fast Service.
Clark Brothers Radio Co., Albia, Iowa.
RADIO STATION stamps bought, sold and exchanged. Chas. A. Phildius, 510 East 120th St.,
New York, N. Y.
SOUTH AMERICA, WORK! American firms
pay fare, expenses if accepted. Opportunities!
Tropical Service Bureau, 14606 Alma, Detroit,
Michigan.
POWERFUL, Shieldless, Loop, Antenna Circuit,
$1.00. Archer. 617 Decatur St., Brooklyn, N.Y. (3T)

Ni
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BROAD ST. AND GIRARD AVE.

400 LARGE ROOMS
Only Hotel in Philadelphia with a
subway entrance from main lobby.
MOST MODERATE RATES!

Single
For
Single
For

room, running water____$2.00

$3 50

two

room, private bath
two

t

$3.00
$5 00 -$6.00

Garage Connected with Hotel

.;

Wire at our expense for Reservations
JNO. C. GOSSLER, Mgr. Dir.

EAST OF BROADWAY

One of the finest Hotels in TIMES SQUARE
Single Rooms with Running Water, $2.00
Double Rooms with Running Water, $3.00
. . . . $2.50
Single Rooms with Bath
Dcuble Rooms with Bath . . $3.50
F

HOTEL

Colo.

New 'Flanders

47th to 48th STREET

SQUARE

AT LAST a flashlight with no battery. Product
of five years' experiments. Neat, compact, and reliable. Produces good, strong light. Generator
principle; fits neatly in hand; works by easy
motion of three fingers. "Everlastingly Ready."
Send for one. You will be delighted. C.O.D.,
check or money order. $5.50 (absolutely worth it).
Factory Distributors Company, Box 1163, Denver,

A HOMEY HOTEL IN THE HEART
OF NEW YORK
THE

SH ERMAN
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Free

Special Weekly Rates
W. BIZEL, Resident Manager

A Continental Control Switch will be given
free with a one year subscription to RADIO
($2.50) if you act immediately. Only a
few on hand.

"RADIO"

Pacific Building
46

Tell them you saw it in RADIO

San Francisco

Subjects:

-

Louise Brooks

Dorothy Sebastian
Sue Carol

Loretta Young
Fay Wray

Lawrence Gray

Neil Hamilton
Clive Brook

Lina Basquette

Nancy Carroll
William Collier, Jr.

Jacqueline Logan
Anita Page
Evelyn Brent

Charles Delaney
Lane Chandler

Victor McLaglen
'Lupe Velez
Ben Lyon

Barry Norton

This Fine Set
of Pictures Is Our
Gift to You

Gilbert Roland
Alice White

Joseph Striker
Nils Asther

Radio Movies Are Almost Here
Soon you will be able to "see" as well as hear, the great artists of Motion Pictures in
your own home. Think of it! You will want to know who these people are, what they
have done and how they live, and what they intend to do to amuse you.

OUR SPECIAL OFFER TO THE READERS OF "RADIO ":
For a limited time we will send the next six big issues of MOTION PICTURE, the
world's oldest and greatest screen publication, and a set of twenty-four attractive sepia
pictures of popular Motion Picture Stars (size 5 %2 by 8 inches) to any reader of
"RADIO" -for One Dollar! Use coupon and send your order now.
MOTION PICTURE

is

available

at all newsstands at 25 cents per

r-

- - --- - - - --

I

MOTION PICTURE PUBLICATIONS, Inc.,

I

Paramount Bldg., New York.

4R

Offer No. 4.

cents, and we present you with

For the enclosed $1.00 please send me the set of twenty -four new pictures of
motion picture stars and the next six issues of MOTION PICTURE. (If you
reside in Canada add 25 cents extra; Foreign, 50 cents extra.)

this fine set of gift pictures abso-

Name

copy. This offer saves you fifty

lutely free.
,

MAIL THIS COUPON AND
YOUR DOLLAR TODAY!

Street Address

Post Office
,

State

Start with

Tell them you saw it in RADIO

issue.

4

MEN!Here's
the '

been 1oobn for
HOW TO GET INTO THE

RADIO BUSINESS-

.=-.T,.`r-

If you're earning a penny less than $50 a week,
clip coupon now for FREE BOOK! New 64 -page
book pictures and tells all about the Radio business,
hundreds of opportunities -in work that is almost
romance! YOU can learn quickly and easily at
home, through my tested, proved methods to take
advantage of these great opportunities! Why go
along at $25, $35, or $45 a week when you can
pleasantly and in a short time learn how to hold
the big -pay jobs?

Clip Coupon for Free Book
Don't envy the other fellow who's pulling down the big
My proven home-study training methods make it

cash

1

possible for you too to get
ready for better jobs, to earn
enough money so you can
enjoy the good things of life.
One of the most valuable
books ever written on Radio
tells how
interesting facts
about this great field, and
how I can prepare you in
your spare time at home, to
step into a big -pay Radio
job. GET THIS BOOK.

aaá

-

I GiveYou

Outfits
6
of Radio Parts
With them you can build 100 different circuits -learn the "how" and "why" of
practically every type of Radio set made. This kind of training fits you to step
into the good jobs-sends you out an experienced Radio expert. When you complete, my Employment Department will help you get a real big Radio job like
Graduate Edward Stanko, now Chief Operator of Station WGR, or Frank M.
Jones, 922 Guadalupe St., San Angelo, Tex., builder and operator of Station
KGFI and Manager of the best equipped Radio shop in the Southwest, or help
you start a Radio business of your own like Richard Butler, 1419 No. 17th St.,
Phila, Pa., who made around $500 a month compared with a small -salaried, nofuture job as motorman when he enrolled.

My Radio Training Is the Famous
"Course That Pays for Itself 99
Spare time earnings are easy in Radio almost from the time you enroll. G. W.
Page, 1807 21st Ave. S., Nashville, Tenn., made $935 in his spare time while taking this course. Al. Johnson, 1409 Shelby St., Sandusky, O., $1,000 in four
months, and he didn't know the difference between a condenser and a transformer
when he enrolled. I'll give you a legal contract, backed by N. R. L, pioneer and
largest home -study Radio school in the world, to refund every penny of your money
if you are not satisfied, upon completing, with the lessons and instructions received. Find out what Radio offers you. get the facts. Mail coupon-RTf "HT NOW.

SEND COUPON TODAY.
J. B. SMITH, Pres.,
National Radio Institute
Dept. 9P75
Washington, D. C.

I

HaveTrained
Hundreds of
Men at Home

for Big Radio

441

RADIO
NEEDS
TRAINED

MEN!

Jobs.

Dear Mr. Smith: Without
obligating me in any way, send

Same for

me your

You.

big

FREE BOOK,

"Rich Rewards in Radio,"
information about your
practical home -study Radio Course.
and

all

Age

Town.

Tell them you saw it in RADIO

J. E. Smith,
President,

National Radio
Institute
Dept. 9P75
Washington, D. C.

MyBookPmves
I Can Do the

Addrers

48
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Un qnesfioncthlj&
the Most Complete Radio
Testing Apparatus Ever Devised
THE SUPREME

is sweeping the country by storm.
Radiotricians and engineers everywhere are
amazed at its performance, and its already long list
of users are enthusiastically proclaiming its superiority. Truly an amazing instrument; it makes
every test that can be made by all other testing
devices combined and many that heretofore have
not been available in any service instrument.

Complete, Handy
Carrying Case
The case containing the instrument was designed
after careful study by practical radiotricians of many
years' experience in radio service. Its arrangement
is most complete and convenient
proper place
for every tool, accessory, part, and material that
a service man might need; even a swinging tube
shelf that affords absolute protection to tubes. A
complete set of tools, from electric soldering iron
to screw driver, is furnished, and of course, all
necessary adapters and accessories. Everything thy
service man requires -all in one case. And still, due
to ingenious design, this case is only 18 x 10 '.1 x 7
inches, and weighs complete only 25 pounds.

-a

Send No Money
The SUPREME must sell itself to you on sheer
merit and performance. We are willing to place it
in your hands for actual use in your service work,
and allow you to be the sole judge of its value.
Fill out and sign the following request for six -day
trial.

THREE WESTON
METERS
Mounted in Bakelite

cases.
1

Voltmeter, three

scales

of

0 /10 /100/

600, 1000 ohms per
volt.

Milammeter, of
1
125 mils and 25í
amps.
A.C. Voltmeter,
1
three large scales of

0/3/15/150.

All instruments are
manufactured for 110
volts and 60 cycles.
Instruments for other
voltages

or

frequen-

cies can be furnished
special at slight increase in price.

PRICES AND
TERMS
Under our time pay-

ment plan, the Model
400A SUPREME can
be bought for $38.50
cash and 10 trade
acceptances
(installment notes) for $10
each, due monthly.
Cash price, if preferred,
$124.65. All prices
are net and do not
carry dealers' discounts.

Patents Apptteu rot

Makes everydest on any /Maío SetYou have waited long and patiently for an instru.
ment such as the SUPREME. It is now here
your command for greater accuracy and thoroughness, bigger profits and satisfied customers.
Tubes, power units, loads, breakdowns, voltages,
all instantly analyzed, peaking condensers, also
modulated radiator. Everything you have ever hoped
for is there; all contained in one compact instrument.
The only self- rectifying oscillation tester in
existence.
The exact working conditions of any tube from
1'_ to 15 volts, including screen grid, heater type,
and rectifier tubes, are shown by meter readings;
the only service instrument that shows output of
rectifier tubes on meter.
The oscillation tests from alternating current are
made possible by the exclusive self- rectifying
SUPREME Power Plant. Every radio engineer and
service man will appreciate this feature.
The SUPREME radiator sends out a modulated
wave. Simply plug into A.C. line. No more wasting
valuable time on broadcast stations; always at your
service and finer adjustment assured.
Condensers can be balanced or synchronized-not
by the former tedious methods -but with both meter
reading and audible click. Easy and much more
accurate.
All continuity tests can be made from socket on
either A.C. or D.C. sets, with independent cathode
readings.
The SUPREME heavy duty rejuvenator provides
scientific method of rejuvenation of any thoriated
filament tube. Will reactivate up to 12 tubes at one
time without removal from set. Push a plug-the
SUPREME does the rest.
The SUPREME will give direct reading of amplifying power of tubes and will show actual working
condition of all tubes.

-at

6 -Day

Trial

Date
SUPREME INSTRUMENTS CORP.,
314 Supreme Building,
Greenwood, Miss.
Please ship me one Model 400A SUPREME.
Upon delivery of the instrument I will deposit with the express agent either the cash
price of $124.65 or $38.50 cash and 10
trade acceptances (installment notes) for $10
each, due monthly, at my option, subject to
the following conditions:
It is agreed that the deposit made with the
express agent shall be retained by him for
six days. If, within that time, after testing
the instrument I am not entirely satisfied, I
have the privilege of returning the instrument to the express agent in good condition,
with the seal unbroken (see note below) and
all tools and parts intact. Upon such return
and upon the prepayment of return express
charges, the deposit I have made with the
express agent will be promptly returned
to me.
Signed
Firm Name.

The SUPREME will play radios with open transformers and will give condenser, choke coil output
and capacity output on radios not wired for that
purpose.
Access is provided to all apparatus through pin jacks. Will test condensers for breakdown. Contains various fixed condensers from .001 to 2 mfd.,
a 30 ohm rheostat, a 500,000 ohm variable resistance, and an audio transformer, for instant use
and various combinations.
It will give plate and filament voltage readings with
or without load; will test voltage and current of all
radios, including those using tubes such as 210 and
250. It will give grid circuit readings up to 100
volts; plate voltage readings up to 600 volts; will
test output of trickle chargers, or any output up to
2'/z amps.
Why wait longer? Share in the satisfaction and
added profits that come with SUPREME ownership.

The Sign of Efficient
Radio
Service
Radio Owners: Look
for this emblem in
your radio shop or
on the button worn
or card carried by
your service man.
It is your guarantee
of dependable service.

Address
City

State
Please send three or more trade references,
including at least one bank, with this coupon.

NOTE: The seal on the panel of the instrument covers the master screw in the assembly.
It is never necessary to disturb this, and it
does not in any way prevent or restrict the
use of the instrument. Factory guarantee
ceases with disturbance of seal.

Radio DiagicorneteY

START NOW
FOR 1929 -30
ANNOUNCING THE FIRST BROWNING -DRAKE
MODEL FOR THE COIVIING SEASON

More Volume-More Selectivity-More Power for 1930
Earlier than ever before, the next season will
begin this spring. Dealer franchises will date
from March 1st. The active, wide -awake
dealer will line up NOW with those sets whose
jump on the field will give them an outstanding position from the very beginning.

Your customers know Browning -Drake and
how good it has always been. Dealer franchises with every sort of helpful manufacturer
cooperation are now being granted. Get in
on the proposition EARLY. Remember that
profits in radio can be made in the spring and
summer, and then you will be all set for the
big rush in September.
Model 46 at left is a walnut consolette using our newly
developed chassis. Tone quality which is practically perfection, through a resistance amplifier -selectivity adequate for modern needs -sensitivity which brings in the
Pacific Coast from Boston. True single control, with
panel switch and volume adjustment. Model 46A (Air Chrome reproducer) $175.00; Model 46D (Dynamic)
1{ $195.00.

Browning -Drake has a million friends. You will be surprised how many of
them are right around you. Write or wire today for franchise information.

BROWNING - DRAKE CORPORATION
CAMBRIDGE, MASS.

P..+ +.J
THE JAMES H. BARRY COMPANY
SAN FRANCISCO. U. R. A.

