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HOW TO GET DX ON SHORT WAVES

Firmness of hand is necessary to tune in distant short-wave stations.
In the illustration the elbows are resting on the chairarms. See page 8.
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Get Better Tone A Short Wave Set that Works
If you are using a resistor to obtain bias for the

on a B -Eliminator

last

audio stage (power tube) the tone quality and volume
suffer badly unless the resistor is bypassed by a 4 mfd.
condenser. This filter condenser will give you tone quality
the moment it is installed. The largest bias is 83 volts
for the 250 tube, so the 200 -volt DC rating is ample for
all tubes.
In B supplies, AC or DC eliminators, where there are several B
voltage taps, by -lass each one
with a 4 mfd. filter condenser and
reduce ripple and common coupling of circuits.
Connect one
condenser from each B plus post

to B minus or C minus.

This
done, you won't need any by-pass
condensers in the radio receiver.
The large filter condenser does all
that a group of small by-pass
condensers would do, and morel

This condenser is rated for DC

at a working voltage of 200, and
at AC for a working voltage of
110.
Therefore it can be placed
across

AC,

Cat.

F4.

Size

the I i0 -volt line, DC or
to reduce extraneous noises

and avoid radio frequency pick up through the power line.
2"

5" high. 1 %"
front to back. Mount- As a coupling condenser, used
ing base 334" wide, with a choke coil for filtered out 1 %" front to back. put of power tube, F4 improves
12" insulated lead-oul tone, because the usual 1 or 2
Aluminum fin- mfd. has too high an impedance
wires.
Ish casing.
at low audio frequencies. Simply
connect F4 in parallel with the
existing condenser and filtered output will respond better
wide,

to low

notes.

Cat. F4 Filter Condenser, 4 mfd., 200 Volt DC working
voltage, 110v AC working voltage, $1.10.

GUARANTY RADIO GOODS CO.
New York City

145 West 45th Street

5 -DAY MONEY -BACK GUARANTY

INATIIONAL
Velvet B Eliminator
180 Volts (280 Tube Free)

$16.13

It gets short waves
AND Broadcasts

All in One

Write us today
for full details.

Here's a humless short-wave loudspeaker operation on a
NATIONAL achievement.
B -Power Supply-another
Here's a new NATIONAL THRILL BOX embodying full
range reception over both short-wave and broadcast bands.
And it operates perfectly from the NATIONAL Velvet -B
power supply. You will get a brand new kick out of the
fine tone and different performance of this

N TOON

4 TUBE THRILL BOX SW -4
NATIONAL CO., INC., Maiden, Mass.
Est.

1914

AIDS
To Better Radio
just

Engineers

as there
There are aids to better radio,
And those aids are
are to better motoring.
known as CLAROSTATS-variable, fixed and
automatic resistances, socket antenna, spring
clips, ground clamps, flexible window lead-ins,
CLAROSTAT, in brief, is more
and so on.

ELECTRICAL COMMUNICATION

than the name of a line of products-it is the
hallmark of a service dedicated to better radio.
Ask

your
the

same.

handsome crackle finish black metal casing, for use
with sets up to and including six tubes. Input
105-120 volts AC, 50 to 60 cycles. Output. 180
volts maximum at 35 milliamperes. Three variable
output intermediate voltages. (Det., RF, AF)

Pleasing personality, good address, tactfulness and supervisory ability necessary, combined

Guaranty Radio Goods Co.

with basic knowledge of vacuum
tube communication theory and

Mershon condenser.

No motorboating I
(Eliminator Licensed under patents of the Radio
Corporation of America and associated companies.)

145 W. 45TH STREET
(Just East of Broadway)

practice. Salary based on education, experience and ability.
Expenses paid while traveling.

NEW YORK CITY

Give full details first letter.

Parts for

A SUPPLY

Box R. 220.Room 200
Times Bldg., N.Y. City

PANIELs

Recent Issues of RADIO WORLD, 15 casts each.
Any number published in 1928 available for a
short while. Six issues 75 cents, 10 issues $1.00.
Send stamps, coin or money order NOW, before
sold.

RADIO WORLD,

145

for
Inc.

Specialists in Radio Aids
291 N. 0th St., Brooklyn, N. Y.

CLAROSTAT

LT'A TN 11
METALLIZED

(

1

Standohm-The Self Supporting Resistor. Made
in 1.0 Watt and 2.0 Watt types, individually
tested and boxed. Moderate in price. Efficient
in operation.

ARTHUR H. LYNCH, Inc.
1775

Broadway

Write for complete

New York,
information

N.

Y.

VICTOREEN
Super Coils
Write for Free Blueprints of

2825 Chester Avenue
Cleveland, 0.

GUARANTY RADIO GOODS CO.
145 W. 45th St., N. Y. City

are

you

us

Dept. B

Price, $16.00
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Geo. W. Walker Co.

in July 13th Issue

45-th Street, New York City.
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New Vietoreen Circuits

as described by
JAMES H. CARROLL

the

COM-

the

And

CLAROSTAT MFG. CO.,

A well -established company will
employ engineers, age 25 to 35,
to supervise installation and service of Talking Movie Equipment.

Eliminator has excellent filter system to eliminate
hum, including 30 henry choke and 18 mfd

about

gladly show it to you.
want

Latest Model National Velvet -B, Type 3580, in

dealer

PLETE CLAROSTAT line, and he'll

Wes,

AleteP/Vfi't,f To Setluilders
One good radio idea may be worth

BAKELITE -BARD RUBBER -METAL
Any Size or Quantity

ALUMINUM CANS, SHIELDS, ETC.
CORTLANDT PANEL ENGRAVING CO.
165 Greenwich St., New York City

millions. Barawik has thousands of ideas
for radio set builders to make more money.

Barawiles Big Radio Book will help you
while elections are on and big national
events stir the world.
Send for your copy today - NOW

BARAWIK CO. 4.
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(Just East of Broadway)

THE BERNARDTUNER
Frequency Range of Receiver Extended
By Herman Bernard
Managing Editor

C

B
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FIG. 1.

FIRST PUBLISHED ILLUSTRATIONS OF A NEW SYSTEM OF TUNING, WHEREBY THE FREQUENCY RANGE
IS CONSIDERABLY EXTENDED, WITHOUT RESORT TO PLUG-IN COILS OR EXTRA CAPACITIES, AND SELF STABILIZATION AT RADIO FREQUENCIES RESULTS. THE TUNING EFFECT OF A ROTATING COIL IS COMBINED WITH THAT OF THE VARIABLE CONDENSER, SO THAT EVEN ON A RECEIVER THAT TUNES IN THE
I id, WHOLE BROADCAST BAND, SHORTER WAVES ARE RECEIVABLE.
I

ANEW method of increasing the frequency range of a tuning
system, and providing several other advantages, consists of
joining a rotary coil to a variable condenser shaft, and having this coil a part of the tuned circuit across which the condenser
is connected. Thus the rotation of the condenser in the process of
tuning automatically changes the position of the rotary coil, since
one motion controls both. In the illustration a flexible coupler is
shown joining the shafts of the rotary coil and of the condenser.
In Fig. lA the condenser is illustrated with plates entirely in
mesh, and with the rotary coil physically parallel with the other
winding of which it is an electrical part. The rotary coil is electrically in series with the fixed spit winding, and must be so placed
that when the forms are physically horizontal, as shown, the fields

of the two parts of what are electrically one coil will aid each
other. That means the windings must be in the same direction
and the rotor connections must join the inside ends of the twin
stationary winding in the same direction. In this position, therefore, the two fields must not buck. The test will be explained later
in this article.
How the rotary coil turns with the condenser is illustrated
pointedly in Fig. 1B, where the condenser is at an angle of
75 degrees, the coil being at the same angle, although a photographic illusion seems to make the coil appear retarded a trifle.
In fact they both turn equally together, and as the condenser has
end -stops, limitating its rotation to 180 degrees, the coil is automatically limited in the same fashion. This limitation without

having any end stops of its own applies only to the illustrated
example, for of course systems can be worked in which the coil
rotation is at a different pace than the condenser rotation.

Wide Range of Choice
In Fig. 1C the rotating coil again is shown physically parallel
with the twin fixed winding to which it is connected, but of course
electrically the two coils are reversed, that is, they buck. This

effect of aiding fields at maximum capacity with consequent increased inductance, but with zero effect of the rotating coil at the
90 degree angle, and bucking effect from more than 90 to 180
degrees, gives the coil system a tuning effect all by itself, in variometer fashion, but the connection of the tuning capacity across the
entire coil system gives the advantage of two -in -one tuning. How
effective this doubling method shall be is merely a matter of coil
design and depends on the relative inductances and the tuning
capacity. If the rotor coil is small its contribution will be small,
whereas if it is large its effect will be large, the only provision
being that the fixed winding always should be of greater inductance than the moving coil.
The effect of this system, where the rotor has about one-fourth
the

inductance of

the

other under conditions as described,

is to extend the tuning range of a broadcast receiver to about 150
meters. The maximum receivable wavelength is 550 meters under
these conditions. If it is desired to tune to higher wavelengths
than 550 meters, at the expense of not going below 200 meters,
that can be arranged simply by increasing the fixed coil's inductance.

200 Meters at 25 on Dial
Using the experimental outfit shown in Fig. 1, 200 meters came

in at 25 on the dial, instead of the previous reading of 5, and

below 25 it was possible to pick up television broadcasts, amateurs
and some other transmitters operating between 200 and 150 meters.
It must be remembered that the rotor coil was small physically and

inductively, and no special attempt was made in this instance to
extend the frequency or wavelength range very much. But other
coils were constructed that made it possible to tune from 136

meters to 550 meters, from 1 to 99 on the dial, therefore the much -

enlarged tuning range of frequencies was not at the expense of
adding any capacities or changing the identities of coils. The
system was completely self-sufficient.

Tried out on the short-wave band, the same system worked very
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LEVEL AMPLIFICATION
Rising TRF Characteristic Automatically Cured
well, enablina6 one to double the

Three stages of screen grid RF and a screen grid power detector were worked, single control, with this system of tuning,

to plug-in coils.

in as sweetly and smoothly as any one ever could desire, and fine
balance was struck among the tuned circuits, for exact resonance
prevailed without the use of any external trimmers, since a slight

(Continued from preceding page)

frequency range without any
trouble, therefore a wide band of frequencies could be tuned in
without adding or subtracting the use of any capacity or resorting
While the models shown are not production models at all, nor
more than a slight resemblance to them, they attested to the usefulness of this new system of tuning, which I have reduced to
practice after long experimentation. The construction shows the
rotor coil at the upper end of the wider tubing. There are two
equal windings plainly observable, and these are connected with
the rotor coil as the link. Hence no external lugs give access to
the rotor coil, but to the beginning and end of the twin winding.
The two other lugs terminate the windings of the primary, used for

coupling.

Great for Tuned Primaries
A particularly valuable use of this type of coil is for receivers
using screen grid tubes in which the plate is tuned. The greatest
radio frequency amplification is obtainable from the screen grid

tube, either the battery type 222 or the AC type 224, when the
But one drawback sometimes present is that the

plate is tuned.

high preliminary --capacity developed by reason of the great potential
difference between the tuned primary land the pickup coil that, goes

to the succeeding grid, and by the self -capacity to the two coils,
defeats coverage of the entire broadcast band of frequencies.
Therefore, while the antenna circuit tuning is orthodox, the tuned
plate circuit or circuits, using the same inductance, will not tune
in the lower wavelengths, or, if the inductance is reduced to reach
the lower wavelengths, then the higher ones will be missed. This
is due to the large starting -capacity, contributed by the plate circuit
itself and the distributed capacity of the pickup coil added to that
of the tuned circuit's own distributed capacity.
Hence a maximum capacity
condenser may have .00005 mfd. at minimum setting, and the total
of .00015 'mfd. is the general minimum, with .00065 total maximum

with a rated .0005 mfd. condefiser. This is a ratio of a little
better than 4 -to -1, which is not nearly a large enough ratio of

maximum -to -minimum capacity to permit covering the broadcast
wavelength band with any fixed inductance.

without shielding, and no squealing resulted. Distant stations rolled

permanent shift of the position of the rotor coils would give a
setting that provided adequate trimming to equalize the circuits
to resonance throughout the frequency spectrum.
Circuits embodying this system of tuning have been worked out,

from four tubes up to many tubes, for battery operation and for
Their publication is expected to begin in an issue of RADIO
WORLD late in August or early in September.
AC.

Meanwhile any who desire to try out this system for their own
personal experimental use only, and not for commercial purposes,
may do so from the following data: Tuning condenser, .0005 mfd.,
any type, i. e., straight wave line, straight frequency line, straight
capacity line, modified line or midline. Stator coil form 2/"
diameter 3" high or more. Rotor form, 13/4". Use No. 24 wire,
insulated.

Wind 20 turns for each of the twin upper sections

illustrated, and wind 24 turns or more on the rotor form. For the
primary, use 30 turns for screen grid plate circuits, 14 turns for

the plate circuits of other tubes.

Separation is IA" between

primary and adjoining winding. The rotor winding is connected
at random between the inside terminals of the 20 -turn twin
windings. The position if "aiding" is determined for the rotor
coil be noting that it is the one that requires less capacity of the
tuning condenser to be attuned to any given frequency. Put a red

mark on top of rotor form for identification of the "aiding"
position. At the upper; end of a dial, using midline tuning, this
difference is about 5 degrees. At the lower end it is 20 degrees
or more. The bracket shown at rear of the coils is not essential,
but project the rotor coil's shaft through the rear, letting it "float,"
if you like, if gang tuning is desired for cascaded circuits.
The
do not apply in full if a tuned primary in

the plate circuit is to be used. If it is, then wind 50 turns or
more for the pickup coil, or, if you can fit another fixed form
inside the other, put on all the No. 24 wire that you can, no less
than 50 turns on 2", however. By using a shorter fixed insert coil
than the fixed outer form, contact between the rotor form and the
other inside form will be avoided.

Application to Universal

Fine Results and No Squeals
As for other advantages of the new system of tuning, it lends

These data are given in dimensions most readily at hand for

itself to gang control by uniting separate tuning elements in a

experimenters, although the production model coils probably will

frequencies.

published in RADIO WORLD next week, issue of July 27th.-Editor.]

row, with self -trimming features; it tends to level out the amplification at radio frequencies, which amplification otherwise has a
rising characteristic, being higher .at the higher frequencies; and
contributes stability, because of the positive. resistance of the
bucking coil. Level radio frequency amplification and stability
arise principally from the same cause: the reduced effective transformation ratio at highest frequencies, and increased ratio at lowest

be IN" outside diameter.
Those who possess receivers using the Universal circuit and
who have trouble covering the whole wave band can adopt the
new method. The large self -capacity of the plate circuit must
be duplicated by a fixed trimmer across the first tuned circuit,
which consists of antenna coil and a condenser.
[Further details concerning the Bernard system of tuning will be

How to Choose Condensers
By James H. Carroll
Contributing Editor
Some tuning condensers that have been used in previous receivers

are likely to cause failure of a new circuit. The plates may have
been buckled or bent in tearing down the new receiver, the shaft
forced and loosened, the pigtail connection broken or excessive heat
applied in unsoldering.
The bearings may have been badly worn, although the condenser

itself may appear to be in perfect condition. Many types of bearings will be found in condensers and almost any style will give
good service if rightly designed and properly manufactured. It
is always best to use a standard make, advertised and guaranteed
by a well-known manufacturer.
The best types of condensers have some means provided for
regulating the bearings to compensate for wear. Some have shafts
of steel with a pratective coating to provide against rust. Others
have a yoke which supports the two bearings and can be adjusted
by means of a screw with a hollow point which forms the end
bearing. Care should be taken in adjustment of this type, so that

the bearing is made just tight enough to prevent the rotor from
slipping. If the bearing is made too tight undue wear is caused and
frequent adjustment becomes necessary.

Other condensers will be found with a small leather brake band,
with the tension adjusted by means of an adjusting screw. Any
good modern condenser, made by a standard maker, will be found
to have a well made bearing, accurately fitted together, however,
and should give good service during a long life.
In selecting condenser, one possessing soft material in the bearings should be rejected. In a condenser rigidity and rugged construction are requisite. Extraordinary pressure should not cause
the rotor and stator plates to touch or the plates to buckle.
Most condenser troubles are due to loose bearings, unadjusted
bearings or lack of mechanical rigidity, resulting in touching
plates or poor contacts obtained in the circuit. Dirt often gets into
the variable condensers, forming a gummy film between the plates,
and this film can be cleaned out with an ordinary pipe cleaner.
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TUBE PARABOLISM
Why Grid Bias is Critical or Otherwise
By J. E. Anderson
Technical Editor

9

IN dealing with vacuum tubes mathematically it is customary to
assume that the characteristic curve is parabolic. This means
that if the voltage be measured from the point at which the
current is zero the plate current is proportional to the square of the
voltage. This holds true whether the curve is a relationship be-
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tween the plate current and plate voltage or between the grid
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voltage and the plate current.
In Fig. 1, the curve labeled I=kE2 is a parabola with the origin

at the point of zero voltage. It will be noted that this curve is
strikingly similar to a curve expressing the relationship between
the grid voltage and the plate current, so that the assumption that
this relationship is parabolic is not much in error.

I

:...

Close though the recemblance may be, there are certain applications of the tube where the parabolic shape cannot be assumed.
Yet it is done, and many properties of the tube are deduced from
it. When the tube is used as a grid bias detector the assumption
is made and it leads to the result that the detected voltage is proportional to the square of the impressed radio -frequency voltage.
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How Detector Works

Lti

It is a well known experimental fact that detecting efficiency of a

tube depends on the grid bias. For very high bias values the efficiency is now-zero in fact. As the bias is decreased the efficiency
increases up to a maximum point. Then it decreases again to nearly
zero, and finally goes through another rise and fall. If the curve
were a parabola the detecting efficiency would be independent of
the grid bias.
It can be shown mathematically that the detecting efficiency of
the tube at any grid bias value, no matter what the shape of the
curve, is proportional to the second derivative of the plate current
with respect to the grid voltage. The second derivative means
simply the slope of the slope of the curve. The first derivative is
the slope of the curve.
The slope of the parabola shown iii Fig. 1 is the straight line
labeled I=2kE. The fact that this curve is a straight line shows
that the slope of the parabola is proportional to the voltage, measured from the point indicated in the figure.
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Slope is Straight
The slope of any straight line is a constant, and that of the
straight line I1=2kE is given by the line I2= ---2k. This has the
same value for all values of the grid voltage. Since 2k is the slope
of the slope of the curve representing the relationship between
the grid voltage and the plate current, it is also proportional to
the detecting efficiency of the tube in question. As 2k is independent of the grid voltage, it is clear that the detecting efficiency
does not depend on the grid voltage.
If the curve is a parabola there would not be any need of adjusting the grid bias for maximum detecting efficiency, for any value
between zero bias and the bias at which the plate current is zero
would give the same result as any other. This is contrary to experiment, and therefore the assumption that the curve is a parabola is
not valid. Yet the assumption is made nearly always in dealing
with detection and modulation.
It is true that over a very limited region the actual curve fits
a parabola quite closely. If the range of operation is limited to this
region the results obtained from the analysis based on the assumption of parabolic shape will fit the facts as closely as the curve
fits the assumption.

Most dynamic vacuum tale curves contain a point of inflection
in the operating range. At this point the curve changes its upward
curvature to a downward, and for a very short distance it remains
straight. If the tube be operated as a detector at this point, no
detection results. However, if the tube be operated at that point as
an amplifier, the amplification is the greatest and the distortion is
the least. A parabola has no point of inflection, for it always
curves in the same direction. Hence if the characteristic is a parabola, the tube cannot be operated as an amplifier without introducing distortion.

Push -Pull Amplification
It is well known that a push-pull amplifier eliminates the even

harmonics. Or it would be more nearly correct to say that the
even harmonics generated in the two tubes are balanced out by

. .
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FIG. 1

A GRID VOLTAGE, PLATE CURRENT CURVE IS SIM-

ILAR TO A PARABOLA AND IN MANY INVESTIGATIONS A PARABOLIC SHAPE IS ASSUMED. THE CURVES
SHOW A PARABOLA, ITS SLOPE CURVE AND THE
CURVE OF THE SLOPE OF THE SLOPE.
the amplifier. If the characteristic curve is strictly parabolic and

the two tubes well matched,, this elimination is complete. Suppose
that the equation of the characteristic referred to the point where

the plate current in zero is I=kE2. The curve of each tube in
push-pull is the same. Let the grid voltage on one tube be increased by e and the voltage on the other decreased by the same
amount. Let the changes in the plate currents of the two tubes
be i. Then the current in one becomes I-Fi=k(Ed-e)2 and that in

the other I-i=k(E-e)2. Expanding the two expressions and

subtracting the second from the first we obtain 2i=4kEe. That is
the sum of the two plate current changes is equal to 4kEe.
In this expression E is not the usual grid bias on the tubes, but
is the voltage measured from the point where the plate current just

If Eo is the bias necessary just to reduce the plate
current to zero and Eg the grid bias at the operating point, E=
Eo-Eg. Hence the expression for the change in the plate current
disappears.

produced in the push-pull amplifier by a change of e volts on each

grid is 2i=4k(Eo--Eg)e. This shows that to increase the output
current the bias Eg should be made small, assuming that the value

of e is so small that the operation remains within the parabolic
portion of the curve.
There is a relation among amplification factor of the tube,

the plate voltage applied and the value of Eo. If u is the amplifi(Continued on next page)
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TUNING SHORTLY
Steady Hand Required, so Arm Rest is Essential
By Roger Wadsworth
TUNING in of distant short-wave stations is a fine art which
can be acquired by practice. Adjustments necessary for
greatest sensitivity are almost micrometric, and to make them
requires skill and a steady nerve. There is one way that a dis-

tant short-wave set can not be tuned it with success, and that
is the way a local broadcast station is tuned in.
It is true that the same principles are involved in tuning in
both instances. A condenser is turned until the desired station
comes in with greatest volume. It is also true that the tuning
condenser is turned with the same type of dial, and usually the
dial contains .a fine adjustor, ordinarily miscalled a vernier. But
the similarity ends there.
About as much difference exists between tuning in local broadcast stations and distant short-wave stations as between shooting

at a point a mile away with a rifle and blasting away at a barn
door with a shot gun. In one instance it is very difficult to hit
the object; in the other it is almost impossible to miss it. The
difference lies in the accuracy with which. the tuning, or the sighting, must be done to hit the mark. In one instance a steady hand

and nerve are required, in the other no steadiness at all is required. Just as it is difficult to avoid hitting the barn door so it
is difficult to avoid getting the local station.
It takes practice to hit the small mark a mile away with a rifle.
It takes almost as much practice to get the distant short-wave station every time it is tuned for. Many who have tried short-wave

receivers without much luck did not learn to tune before they
reported failure.

Micrometric Adjustment
The first requisite for tuning in distant short-wave stations with
a sensitive and selective receiver is a dial with a fine adjustment
feature, a dial with which it is possible to turn the condenser by
the minutest amounts without the slightest backlash. If the condenser can not be turned by extremely small amounts with steadiness, the condenser is likely to jump past the mark where the desired station is. If there is any backlash between the turning knob
and the condenser there is practically .no hope of effecting fine and
accurate tuning.

The next requirement is a steady hand. It is practically impossible to tune accurately if the hand is not resting on some firm
support while turning the dial. If the table on which the receiver
stands extends some distance in front of the dial knob, there is
no better support for it than the table top. But many receivers
stand on a table that is just large enough for the set, leaving no
room either at the front or back.
In such cases a convenient and steady rest can be obtained by
pulling up a chair and putting the elbows on the arm rests of the
chair, as in the illustration. This affords sufficient rest to make
micrometric tuning possible. If no chair with arm rests is avail-

able, the arms may be rested on the knees. The National Thrill
Box is shown in the accompanying illustration and on the front
cover.

When these two requirements have been met, namely, a micrometric adjustment feature without backlash and a steady hand, the
set may be tuned with the assurance that distant stations will be
brought in if external conditions are propitious. To bring in a
station advance the regeneration control until there is a feeble os-

Then turn the condenser until a squeal is heard. Reduce the regeneration until this squeal stops, all the time keeping
the condenser in tune. If the signal comes from a short-wave
broadcast station it will be heard after the oscillation has stopped.
and the signal will be loudest at a point just below where the oscillation stops, assuming that the condenser is kept accurately in
cillation.

tune.

It should be pointed out that a short-wave receiver like the
National Thrill Box can be made to oscillate without radiating,
because the first grid circuit is not tuned and the receiver as a
whole is shielded. Hence there are no objections to tuning in this
set by the squeal method.
The accuracy with which the condenser must be kept in tune
in order to bring in distant short-wave stations can be realized
when it is known that turning by less than one -tenth of a division
on the dial will change the signal strength from maximum to
zero. The signal comes in with full volume at one point and at
another point, separated from the first by the width of a hair, there
is no signal audible at all. This shows clearly the importance of
absence of backlash, the need of a fine adjustment feature, and
of a steady hand.

Code Reception
When code signals are desired the regeneration control must be
kept far enough advanced to make the detector tube oscillate all
the time, for only when there is oscillation can most of these
stations be heard. The tuning for maximum signal strength, or
rather for greatest readability of the signals, is much simpler in
this instance. The condenser is turned until the beat note is the
clearest. Since turning the condenser changes the pitch of the
note, and the readability depends on the pitch, it is only necessary
to turn the condenser until the note has the desired pitch. The
intensity of the beat note is greater the lower the frequency, because when it is low the circuit is most closely in tune with the
carrier. However, as the note is decreased in frequency the ear
loses its sensitivity at a greater rate. Hence clearest signals will

be obtained when the circuit is at about 1,000 cycles off tune.
[The construction of the National Thrill Box was described in
the June 29th and July 6th issues. In the July 13th issue a report

was given on how foreign stations sound on the Thrill Box.-

EDITOR.]

High Mu or Screen Grid Best Detector
(Continued from preceding page)

cation factor and Eb the applied plate voltage, the relation is
uEo=-Eb. Putting this into the formula for the plate current
change we get 2i=4k(Eb/u-Eg)e. Hence in order to get a high
value for i for a given voltage input, the plate battery voltage
should be high. These conclusions are not new ; they are merely
obtained from a new point of view.
When a single tube is operated as an amplifier over the parabolic
portion of the curve we have Id-i=k(E-1-e)2, in which i is the

change in the plate current produced by the voltage change e.

Expanding this expression we have I-1-i=--k(E2+2Ee+e2). It is

evident that I=kE2, because that gives the steady plate current
before the voltage e was introduced. Therefore- i=k(2Ee-Fe2),
which is the total change in the plate current due to the voltage e.

This change in the plate current is composed of two parts, 2KEe
and ke2. The first of these is the true amplification, because it is
proportional to the first power of the input voltage e. This part
may also be written 2k (Eb/u-Eg)e. The second part is distortion current when the tube is operated as an amplifier, and it becomes the detection component when the tube is used for detection.
It is the square of the signal voltage, and therefore it is always
in the same direction as the square does not change sign when the
quantity itself changes sign. It contains a steady component and

a component which fluctuates with a frequency twice that of

e.

That is, it contains the second harmonic. If the curve of the
amplifier tube is a true parabola, this is the only undesired harmonic present.

It will be observed that the distortion term is independent of the
bias and that it depends only on the input voltage and on the constant k. The conclusion that the detection or distortion terms is
independent of the bias was previously reached by a different
method. The fact that the detected voltage is proportional to the
square is brought out by the present formula.
As the detected component depends on k, and k is related to the
steepness of the zarabola, it is clear that the detected component
depends on the rapidity with which the parabola rises. The more
rapidly it rises the higher is the curve I2=2k in Fig. 1, and the
greater is the detecting efficiency. The same conclusion was reached
before by considering the slope of the slope of the characteristic
curve.

In order to get a high detecting efficiency it is clear that a high
mu tube should be used for detection, for its characteristic rises
rapidly as the voltage on the grid increases. The best tube of all
for this purpose is the new AC screen grid tube, which has an
amplification constant of 420. This will be used increasingly as a
detector in the future. Its characteristic curve also can be made
to approach a parabola very closely by adjusting the different voltages in relation to the load impedance of the tube.
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POWER AMPLIFIERS
(This series was begun in the June 1 issue and has continued
each week. Herewith is Part VII. Next week Part VIII will be
published.-Editor)
Fig. 45 shows the performance of an AC screen grid tube under
the conditions stated on the graph. The curve bends upward con
tinually to within .25 volt of zero bias. Thus when the tube is
used as an amplifier under these conditions all harmonics will be
produced. If two of such tubes be used in push-pull, the output
will be symmetrical about the operating point, and therefore only
the odd order harmonics will appear. The output current is the

.111111143111111

difference between the currents in the two tubes at any given unbalance of the grid voltages. Or in terms of the output voltage, the
output is the voltage difference between the two plates. To illustrate the nature of the symmetrical output of a push-pull amplifier,
the curve in Fig. 46 has been prepared from the curve in Fig. 45.
The bias on the' two screen grid tubes was one volt, so that this
is the point of symmetry. The symmetrical curve itself is referred
to the operating point, and therefore the point of symmetry coincides
with the origin. The amount of unbalance is given as plus or
minus. The difference between the plate currents is in either one
direction or the other, depending on the direction of the grid voltage
unbalance.

It will be observed that the curve is practically straight over
the voltage range shown, that is, one volt in either direction.

There is a slight bending downward for the higher values of voltage
unbalance, but the curve is perfectly symmetrical about the origin,

which shows that there can be no even harmonics in the output.
The fact that the curve is very nearly straight shows that there
will also be very little odd harmonic distortion.
While the curve in Fig. 46 was obtained on the assumption that
the two tubes had high resistance loads in the plate circuits, the

curves obtained when the load is inductive are similar.
Let us investigate a little more closely how the push-pull amplifier
works and how the straight line in Fig. 46 was obtained. Fig. 47

shows a simple push-pull circuit in which the input voltage is
divided equally between the two grids by two equal resistors Ro.
The tubes have a common bias Eg, which determines the operating
point, and a common plate voltage Eb. Each tube has a plate
resistance Rl. The output is taken from the terminals indicated
"output."

The voltage for any state of unbalance in the grid circuit can
be measured across the output terminals with a vacuum tube voltmeter, or else it can be obtained by measuring the plate currents
in both tubes, multiplying them by R1 and taking the difference.
It will be necessary to consider the direction of the difference. If
the difference is taken as positive when the current in the upper
tube is greater, it is negative when the current in the lower tube
is the greater.

FIG. 46

THE RESPONSE CURVE OF TWO SCREEN GRID

TUBES OPERATED AS THAT IN FIG. 45 BUT. IN PUSHPULL CONNECTION. THE CURVE IS SYMMETRICAL
ABOUT THE OPERATING POINT. EVEN HARMONICS

ARE ABSENT AND THE ODDS HIGHER THAN THE
FIRST ARE VERY WEAK.

Suppose a voltage is impressed across the two input terminals,
say by means of the secondary of a transformer. A current will

flow through the two resistances Ro, say in the direction indicated
by the arrow. There will be a voltage drop in each of the two
equal resistors Ro, because the same current flows through both.
However, the effects of these drops on the two grids will not be the
same. The lower grid will be made less negative by the drop ioRo
and the upper grid will be made more negative, because the current
io flows in opposite directions with respect to the common filament.
The operating point of the two tubes is determined by Eg when
no current flows in the two grid resistances. But when current
flows the operating point of the upper tube will be shifted toward

the negative by the amount ioRo, and that of the lower tube

will be shifted toward the positive by the same amount. When
current io flows the voltage on the grid of the upper tube will be

(Eg-}-ioRo) and that on the grid of the lower tube will be
(Eg-ioRo). That is, the current io causes an unbalance equal to

This unbalance varies both in magnitude and direction as
io varies in magnitude and direction.
What happens in the plate circuit? Since the bias on the lower
tube is decreased the plate current in that tube is increased, and
2ioRo.

since the bias in the upper tube is increased the plate current in
that tube is decreased. This is indicated by drawing the arrows it
toward the plate in one instance and away from it in the other.
The currents it represent changes in the plate current rather than
the total currents.
When current io is zero the voltage is the same on both grids
and therefore the plate currents are the same. The drop in the

two R1 resistances is the same, so that there is no voltage difference
across the output terminals. This means that the steady voltage is
eliminated from the output terminals, and the steady voltage is what
is called the zeroth harmonic, which is even.

As io produces an unbalance in the grid voltages, the plate curThe changes occur as indicated by the arrows in the plate circuit. Now there is a voltage

EH=22Vocrs

rents are correspondingly unbalanced.

Eg = 300 Voz7z5

drop Rlil in each of the plate resistors, and since the drops are

Ec(= 30 lioc.rs
= 22,5;000

in the same direction, they produce a voltage difference across the
output terminals equal to 2Rli1. It can be shown mathematically

that 2Rlil contains all the odd harmonics and none of the even.

I
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FIG. 45

AN EXPERIMENTAL RESPONSE CURVE FOR A

SCREEN GRID TUBE, SHOWING THE RELATIONSHIP

BETWEEN THE GRID VOLTAGE AND PLATE CURRENT.

THE UPWARD CURVATURE INDICATES THAT ALL
HARMONICS WILL BE GENERATED.

FIG. 47

A RESISTANCE COUPLED CIRCUIT FOR ILLUSTRATING PUSH-PULL ACTION.
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FIG. 48

FIG. 49

A STAGE OF TRANSFORMER COUPLED PUSH-PULL
AMPLIFICATION OF THE USUAL TYPE, SHOWING THE

A STAGE OF PUSH-PULL AMPLIFICATION IN WHICH
THE OUTPUT TRANSFORMER HAS BEEN REPLACED
BY A CENTER -TAPPED CHOKE COIL L. TRUE PUSHPULL ACTION IS OBTAINED.

DIVISION OF THE INPUT VOLTAGE AND THE FLOW
OF DIFFERENTIAL PLATE CURRENTS.
All the even harmonics balance out just as the steady voltage did.
This assumes that the two sides of the circuit are equal and that
the grid voltage unbalance is symmetrical.
It should be stated here that if the coupler connected across the
output terminals is grounded at the mid -point, the push-pull action
will not be realized fully. The primary of a push-pull input transformer or even a loudspeaker may be connected across the terminals
without upsetting the push-pull action.
If R1, R1 are the two sides of the primary of a push-pull
coupling transformer full value of the push-pull action is realized.
This is true even if the secondary of that transformer is center tapped and the tap grounded or connected to some grid bias voltage.
The two resistors Ro, Ro may be replaced by the secondary of a
push-pull input transformer and the same push-pull action takes
place. It is assumed, of course, that the voltages induced in the
two sides of the transformer are equal in magnitude.
In Fig. 48 is shown a typical push-pull amplifier employing pushpull input and output transformers. The current io in the
primary of Ti induces a voltage e in the secondary. This voltage
is divided equally between the two tubes in the push-pull amplifier.

The arrows beside it and i2 give the direction of the changes

in the currents, the one pointing toward the battery being negative.
The total current in either tube flows toward the plate. The steady
current components Io produce no effect on the output transformer
T2, not even a saturation effect on the core. Likewise the even
harmonics produce no effect on the transformer, for at any given
instant they flow in the same direction with respect to the tubes,
either toward or away from, but in opposite direction through the
primary with resepect to the mid -tap. Thus even harmonics from
one tube nullify the effect of the even harmonics from the other
tube all the time.
All the higher odd harmonics act toward the transformer as the

The voltage on the grid of one tube at any instant becomes
Eg+e/2 and that on the other Eg-e/2. The current in one tube

Hence current i3 contains all of them. However.
even the third harmonic is so small as to be negligible unless the
tubes are very much overworked.
In place of using an output transformer in a push-pull amplifier
a center -tapped choke coil, Fig. 49, L is sometimes used, with the
loudspeaker connected across the terminals of the choke, that is,
from plate to plate. True push-pull action is obtained in this
instance, as has been stated already, provided that the mid -point of
the speaker is not grounded, or any other point for that matter.
This provision may seem superfluous for it is not often that the

rents, it and i2, which are equal in magnitude, combine in inducing
a voltage in the secondary of transformer T2, resulting in a current i3. The current i3 flows through the loudspeaker and gives
rise to the sound.

should be connected in the position of L.

becomes Io-il and that in the other lo+i2. The two change cur-

B. Bachman, Box 187, Provo, Utah.
B. B. Patrick, 138 E. Plum, Trinidad,
H. Turner,
N. Y.
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fundamental.

speaker is grounded, especially at some mid -point. However, there
are speakers which have a mid -point available which sometimes is
grounded, and it is recommended often that one side of the speaker
be grounded. When the speaker has a mid -tap available the speaker

Colo.

Kingston Ave., Floral Park,

H. E. Roach, P. 0. Box 1096, Chyenne Who.
Edward Trask, 528 19th Ave., Rock Island, Ill.

Charles Newman, Box 302, P. 6, Mimico, Ont.,
Can.
C. A. Roth, 11352 So. Michigan Ave., Chicago,
Ill.

F. D. Bailey, Oklahoma City, Okla.
Henry M. Witt, 314 Eastchester Rd., New Rochelle, N. Y.

David C. Pierce, 11 Wood St., Plymouth, Mass.
Francis Livingston, 1594 Humber St., Memphis,
Tenn.
J. R. Curtis, 710 Dickson, Youngstown, Ohio.
H. M. Rothrock, Wickliffe, Ky.
Pinkney's Electric Shop, 9 Duncan St., San Francisco, Calif.
J. R. Shollar, 785 Montclair St., Pittsburgh, Pa.
Wm. C. Kappelmann, Box 773, Winner, So. Dak.
Edward T. Cox, 233 Mott Ave., Inwood, L. I.
Marcus E. Warren, 740 39th St., E., Savannah,
Ga.
A. E. Aldridge, 3329 W. Firth St., Phila., Pa.
E. E. Haralson, 315 West Liberty, Savananh, Ga.
Alfred Johanson, 361 Bergen St., Brooklyn, N. Y.
C. F. Cotter, Drexel, Mo.
Carl D. Short, 1305 Nelson Ave., Apt. 4-F, Bronx,
N. Y. City.
Morris Weissman, 1043 Teller Ave., Bronx, N. Y.
City.

C. A. Roth,

11352 So. Michigan, Chicago, Ill.
Geo. V. Querbacker, 1817 So. 3d St., Louisville,
Ky.
E. F. Muenster, 5836 Foster Rd., Portland, Ore.
Felix Young, 536 E. Walnut St., Louisville, Ky.
J. C. Ross, 316 State St., Little Rock, Ark.
Brackey Hatcher, Route No. 2, Box 22, Rockingham, N. C.
Frank Reynolds, Box 1496, Pittsburgh, Pa.
W. Aubrey Townes, 98 Kensall St., Boston, Mass.

Ed. K. Kraft, 3225 St. Claude, New Orleans, La.
H. C. Schmidt, 3816 S. Honore St., Chicago, Ill.
Geo. A. Clark, 434 So. Grand Ave., Los Angeles,
Calif.
C. D. Shook, Fire Co. 38, Winton Place, Cincinnati, Ohio.
Dr. Geo. B. Thompson, 2400 West Pico St., Los
Angeles, Calif.
F. L. Harness, Blackwell, Okla.
J. M. Eisler, 6120 Fischer, Detroit, Mich.
Herman Brussels, 1180 President St., Brooklyn,
N. Y.
3. L. Christian, 830 No. Mangum St., Durham,
N. C.
H. J. Kratzert, 1250 E. 152d St., Cleveland, Ohio.
L. R. Mattingly, 1242 So. Rockford, Tulsa, Okla.
Max R. Reesler, Corning, Iowa.

Literature Wanted
THE names and addresses of read-

ers of RADIO WORLD who
literature on parts and sets
from radio manufacturers, jobbers,
dealers and mail order houses are
put/fished in RADIO WORLD on request of the reader. The blank at
bottom may be used, or a post card
desire

or letter will do instead.
RADIO WORLD,

145 West 45th St., N. Y. City.
I desire to receive radio literature.
Name

Address

City or town
State

Stanley Wadsworth, 39 K. L. Buck St., Ems worth, Pa.
Glen Baxter, 5609 Loraine Ave., Detroit, Mich.
Lyle Chaplin, Druid P. 0., Baltimore, Md.

W. M.

Simpson,

1315

Second

Ave., Rockford,

L. H. Rodgers, 10705 Greenlawn Ave., Cleveland,
Ohio.
Fred Jurish, 1238 Kenilworth Ave., Berwyn, Ill.
Chas. W. Anderson, Box 2, Grantsville, Utah.
Mrs. Myrtle Mayo, 1409 Jefferson St., New Berry,
S. C.
Bob Stephens, 106 Chadwick Ave., Newark, N. J.
Andrene Radio Studio, 1495 W. Grand Blvd., Detroit, Mich.
C. H. Cooke, 850 St. Marks Ave., Brooklyn, N. Y.
A. F. Abel, 1110 Euclid Ave., Cleveland, Ohio.
Hamilton Radio Service, Sharpsville,
Russ, Prescott, 18 Winter St., Melrose, Mass.
A. Fladhammer, Wilton, Minn.
G. W. Stephenson, Box 863, Tampa, Fla.

L. E. Grace, 17 So. Plum St., Richmond, Va.

Radio College of Calif., 921 W. 6th, Los Angeles,
Calif.

W. B. Minson, Box No. 1, Mulberry, Kans.
Percy B Childs, Box 224, Lowell, Wash.
John Marshall, 1535 Newman Ave., Lakewood,
Ohio.
James Gillard, 1436 Delaware St., Berkeley, Calif.
Arthur C. Thomas, Box 91, North Burmingham
Sta., Birmingham, Ala.
Francisco Bou, Jr., 4625 James St., Phila, Pa.
Frank Reed 1214 Altgeld St., Chicago, Ill.
Rafael F. beCastro, San Mariano & Figueroa,
Vibora, Havana, Cuba.
Albert Chatlos. 6258 Stewart Ave.' Chicago, Ill.
W. A. Heckman, care W. N. Kratzer Co., Arsenal Sta., Pittsburgh, Pa.
Adolph Stamper, 1103 Washington Ave., Bronx,
N. Y. City.
W. L. De Graff, Melbourne, Fla.
B. D. Autry, Route 2, Commerce, Ga.
T. B. Winstead, 121 East St., Chicopee Falls,
Mass.
C. 0. Steinmetz, P. 0. Box 58, Cleveland, Ohio.
Westerfeld & Patrick, 138 E. Plum St., Trinidad,
Colo.
No. Westport Radio Shop, Sanford Road, No.
Westport, Mass.
B. F. Leckrone, 139 Connellsville St., Uniontown,
Pa.
Ernest Trotier, Baie St. Paul, Charleroi,: Co.,
P. Que., Can.
William Mitsch, Bethany Pike, Woodsdale,
Wheeling, W. Va.
Arthur K. Holroyd, 4619 Chester Ave., Phila.,
Pa.
W. Aubrey Townes, 98 Kendall St., Boston,
Mass.
C. M. Wood, P. 0. Box 1188, Dallas, Texas.
Earl Murphy, 1418 Dillon St.,St. Louis, Mo.
C. L. Coffer, P. O. Box 153, Chattanooga, Tenn.
A. M. Parr, 2811 Quantico Ave., Baltimore, Md.

A. F. Tague, 237 Waverly Ave., Broklyn, N. Y.
Wm. Gressel, 1138 N. Hope St., Phila., Pa.
Chas. J. O'Hagan, 2 1-2 Cherry St., Halifax,
N. S., Can.
L. W. Hale, 2610 1-2 E. Madison, Seattle, Wash.
L. Hartman, 957 Linn Drive, Cleveland, Ohio.
A. Gramlich,
Ohio.
Mrs. Louise
Mich.

12204

Sands,

Castlewood Ave., Cleveland,
13631

Cheyenne,

Detroit,

Malcolm D. Jones, Jr., 303 Georgia Casualty
Bldg., Macon, Ga.
Wm. F. Nelson, 535 Dean St., Broklyn, N. Y.

Nathan Platner, 725 Fox St., Bronx, N. Y. City.

D. A. Townsend, 38381/4 Adair St., Los Angeles,

Calif.

Hubert D. Faulkner, Route 7, Dublin, Texas.
Geo. W. Schier, 2704 Garden Ave., Cleveland,

Ohio.

Carl A. Gaensslen, 655 Roscoe St., Chicago, Ill.
Bert G. Hoover, 549 15th Ave., Wauwatosa,

Wisc.
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COLORED TELEVISION
Bell Telephone Laboratories Give Demonstration
By Neal Fitzalan
Television Editor
COLORED television is the latest, achievement in the art of
seeing at a distance. It was announced and demonstrated
by the Bell Telephone Laboratories. Just a year ago the
same company announced and demonstrated television out of doors,
which was a notable contribution to the art. Television in natural
colors is an even greater achievement.
The reproduced picture is about the size of a postage stamp,
but it is clear and in natural colors. Such objects as the Stars
and Stripes, the Union Jack, a geranium in bloom, a pretty girl
in bright colors, a sliced watermelon, an orange, and many other
colored objects were reproduced not only in form and motion but
in natural colors. So clear and distinct was the little picture that
there could be no mistake in the interpretation of even the finer
details.

System Like Black and White
The system producing colored television pictures is not unlike
that producing black and white pictures. The same size scanning
disk is used, the same electrical transmission system, the same
synchronizing apparatus, the same receiving mechanism.

The new system differs from the old in that instead of one

glow discharge of hydrogen, as with the former type of cell.

"The response of the new cell to color, instead of stopping in
the blue-green region, continues all the way to the deep red."

How Receiver Works
"The receiving apparatus consists of one of the sixteen -inch television disks used in our earlier experimental- work. Behind it are the
three special lamps and a lens system which focuses the light into

a small aperture in front of the disk. The observer, looking into
the aperture, receives, through each hole of the disk as it passes by,
light from the three lamps-each controlled by its appropriate signal from the sending end. When the intensities of the three images
are properly adjusted he therefore sees an image in its true colors,

and with the general appearance of a small colored motion picture.
"Color television constitutes a definite further step in the solution of the many problems presented in the electrical communication
of images. It is, however, obviously more expensive as well as more
difficult than the earlier monochromatic form, involving extra communication channels as well as additional apparatus."
The great obstacle in the way of applying colored television to

radio is that it requires so much space in the ether-three radio

transmission system three systems are used, one for each of the
primary colors, red, yellow and blue. The colors are separately
picked up and the corresponding part pictures transmitted over
separate channels. At the receiving end three pictures are formed
and later combined into one by a system of mirrors.
The new system owes its success to the development of a new

channels 20,000 cycles wide.

spectrum. Former cells have been sensitive to certain colors.
Much of the work on the new cell has been done by A. R. Olpin

(Answers on page 16)
1.-The frequency of oscillation in a resistance coupled amplifier,
that is, the frequency of the motorboating, is determined by the distributed capacity and inductance of the leads in the amplifier.
2.-The greatest undistorted output from a power tube which is
coupled by means of an output transformer to the loudspeaker is
obtained when the impedance of the primary of the transformer is
equal to the internal impedance of the tube.
3.-The inductance of two coils on the same core is equal to the
sum of the two inductances.
4.-The frequency of an oscillator is determined entirely by the
inductance and capacity in the tuned circuit.
5.-The dynamic characteristics of a resistance coupled amplifier
are the same as the static characteristics at low frequencies.
6.-The DC plate resistance of a vacuum tube is approximately
equal to twice the value of the AC resistance. Hence the AC resistance at any grid and plate voltage may be estimated by measuring DC values.
7.-The amplification obtainable from a screen grid tube is limited
only by the plate resistance that can be: used.
8.-When the grid of a vacuum tube is left free, the potential of
the grid is zero.
9.-If pure tones of 900, 1,000 and 1,100 cycles are impressed on
a telephone at the same time, the three tones are heard separately.

type photo -electric cell uniformly sensitive over the visible

and G. R. Stilwell, under the direction of Dr. Herbert E. Ives,
in charge of light studies at the Bell Laboratories.

Statement by Dr. Ives
Dr. Ives said that three sets of photo -electric cells of the sodium type are used in the colored television. A set of filters is
used to separate the different colors. Before one cell is a filter
of an orange -red color, which transmits to the photo -electric cell
the red light from the object. Before a second cell is a yellow green filter which admits to the cell light of this color. Before
the third cell is a greenish -blue filter which admits this light to
this cell.

In discussing the new development Dr. Ives said :
"The outstanding contributions that have made colored televi-

sion possible are a new photo electric cell, new gas cells for reproducing the image and the instruments associated directly with
them. To render the correct tone of colored objects it was necessary to obtain photo electric cells which, like the modern orthochromatic or panchromatic plate, would be sensitive throughout
the visible spectrum. This requirement has been satisfactorily
met. Through the work of Messrs. Olpin and Stilwell a new kind

of photo electric cell has been developed which uses sodium in
Its active surface is sensitized by a complicated process using sulphur vapor and oxygen instead of by a
place of potassium.

Right or Wrong?

10.-The amplification constant of a screen grid tube does not

depend on the screen grid voltage.

BARRY GIVES ADVICE ON RADIO SPEAKING
Oakland, Calif.
John D. Barry, noted lecturer and author,

who discusses "What's Happening in the

World," every Sunday afternoon over KGO.

the General Electric station, was one of

the first public speakers to go on the air, six
years ago. He says that at first he found
the experience somewhat trying. Though

he had already been a public speaker for
a good many years, he was disconcerted
by not being able to see his listeners. He
had the feeling that no one was listening
until he kept getting reports from many
distant points that he was making new
friends.

"I now receive letters from people who
live in places I never heard of," he says.
"The good will in those letters is very stimulating."

What Mr. Barry found most difficult in

the work was striking the

right pace.

Early nervousness made him talk much too
fast.

He profited by the warnings that

came, all of them friendly. He learned
to calm down.
"Now when I approach the microphone,"
he says, "I find myself getting into a definite mood. I speak quietly and slowly. I'm
careful about using the pause. When there

is a word that I want to be particularly
careful about, I pause before it and I pause
afterward. In this way I play it up, and
give it emphasis without increasing the
sound."
Mr. Barry tells of several occasions

where strangers have introduced themselves
to him and spoken about his radio talks

over KGO. They explain that they recog-

nize him by his voice.

It is an individual

one. "In some ways voices are more distinc-

tive than faces," Mr. Barry continued. "At
any rate, on many minds and memories
they register much more sharply. A good
many people have acute ears and a great
faculty for
sounds."

carrying

associations

with

On learning how to speak well he said
"Anyone can learn to speak clearly if he
wants to. The laws are very simple and
very easily mastered. And there are special
laws, of course, for speaking in large auditoriums and on the air, all readily utilized.
I often wonder why more speakers and
actors are particularly deficient in this regard. They are often the means of obscuring the lines that they're supposed to light
up, lines that authors have slaved over."
:
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The New Comp:
Rectification and
Both Work Toward Same End

By Capt. Pe4
Contribui

TWO concomitant questions concerning a'
power supply are (1) shall full -wave
or half -wave rectification be used, and
(2) shall the output stage be single -sided or
push-pull? There is a similarity between

the two because full -wave rectification in
converting AC to DC has the same general
effect as does push-pull, although the per-

formance is different.

Present trend in radio may be taken as
The B sup-

the answer to these problems.

plies almost invariably uses full -wave rectifi-

cation. Push-pull for the last audio stage
Full -wave
likewise is strongly favored.

rectification and push-pull audio output are
coming to be almost a rule!

What are the reasons? Is a mere fad

in vogue, or are there substantial engineering

considerations behind the choice?
It is obvious that in factory -made receivers the public was not the direct deciding
factor,

but the engineers were.
They
selected full -wave rectification because a

smoother output was obtained at less cost,
and the chokes and condensers did not have
to be so large in the filter section. It was
easier to remove hum and other extraneous
noise.
choice.

This was reason enough for the

The public became conscious of the
improvement simply as a performance factor,

A HALF-*AVE RECTIFIER TUBE IS INACTIVE FOR EACH ALTERNATION
(HALF CYCLE) AND ACTIVE DURING THE OTHER ALTERNATION'. IT I5
ACTIVE WHENEVER THE PLATE IS POSITIVE IN RESPECT TO THE FILA
MENT, WHEN THE VOLTAGES ARE VIEWED IN VACUOUS SPACE. IN

EXTERNAL PERFORMANCE THE PLATE IS ALWAYS NEGATIVE IN

without knowing the reason why.
RESPECT TO THE FILAMENT. A SINGLE -SIDED AUDIO OUTPUT IS SHOWN
The push-pull audio output was another
engineering choice. The public that buys factory -made radio sets power transformer, this center -tap being minus, and filament center
to -day does not know, as a rule, that the receiver has push-pull being plus. This is the same connection as would be made if on(
audio, or, if informed, doesn't know what push-pull is, or why it is full -wave rectifier tube like the 280 were used, the only physica
used, but it appreciates the results, which again are quieter per- difference being that the one tube has one filament and two plate:
formance, better tone, plus increased volume -handling capacity
and the two tubes have two filaments and two plates. Electrically
without distortion.
there is a greater difference: the two 281s will stand a much higher
It must not be supposed that half -wave rectification is no good, voltage, up to 750 volts with easy safety, and will deliver 250 millior that fine results are not obtainable with it. Neither must one amperes (.25 amp.). On the other hand, the 280 is rated at 10(
assume that there is a vast superiority of push-pull over a single - milliamperes at 300 volts.
sided output. The improvement that is more readily attained with
Therefore if the output tube is to be a 210 or 250, worked a1
full -wave rectification is largely an economic advantage, for just rated voltages for highest effectiveness, then either a single 281 at
as good results at greater cost could be obtained from a half -wave a half -wave rectifier, or two 281s as full -wave rectifier, would hay<
rectifier.
to be used. The reason is that the heavy current and high voltagc
As for push-pull audio, it is not easy to determine from listening are needed-the large wattage-and these are not obtainable fron
whether push-pull is used or not. But the ear, of course, must not the 280. As the smoothness of performance is important, half -way(
be relied on as a measuring instrument. Its action as a meter is rectification, to supply all B currents and voltages, with the last
erratic. Its resistance per ohm must be 'way off I Real meters
audio stage in push-pull, would be a good combination, since thc
show that push-pull is superior, and mathematics corroborates it, push-pull stage would help the filtration action in its own individual
so the question must be deemed scientifically settled. The ear helps way, the elimination of the even order of harmonics.
out, because when attention is called to the operating differences
For full -wave rectification using two 281s, the voltage across
between a single -sided and a push-pull circuit, the ear will turn the total winding must be twice as much for the half -wave method
political, and be one of the "original push-pull men."
That is obvious from a comparison of the two diagrams. Whet(

What the Diagrams Show
The two diagrams herewith show, in one instance, a half -wave
rectifier, using the'281 tube and a single audio stage which is not
push-pull, and in the other instance a full -wave rectifier using
two 281 tubes with a push-pull audio stage. The 281 tubes are
used here, also, but they are connected with their respective plates
going to the extreme terminals of the high -voltage winding of the

half -wave rectification is used the total high voltage winding a

connected, one side to the plate of the tube, the other side to the
negative lead of the B supply. That is another way of saying that
the plate is negative, which it always is in the circuit external to the
rectifier. The filament is the positive side. So, discounting tht
voltage drop in the tube itself, the total voltage difference as
between the filament and the plate. The action of the tube connects
the plate and the filament in series.
Therefore for half -wave rectification there is one high voltagc
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lionship: Full -Wave

Push -Pull Audio
smooth Output and Clear Tone
7.

Rourke
8-, 300
6** /8C

8,91,

6,45

Q

110-22

9-

FULL - WAVE

RECTIFICATION,

WITH A PUSH-PULL AUDIO OUTPUT.

THE TOTAL VOLTAGE

ACROSS THE HIGH -VOLTAGE SEC-

ONDARY IS HALVED, BY USE OF
CENTER TAP AS THE NEGATIVE
LEAD. IN THESE SYSTEMS, FULL WAVE RECTIFICATION AND PUSH-

PULL AUDIO AMPLIFICATION,

THERE IS CONSTANT ACTIVITY OF
AT LEAST ONE TUBE. PUSH-PULL
TUBES ARE ACTIVE ALL THE TIME

;nding, without center tap, and the total voltage across the winding
effective.

ow, with full -wave rectification there is a center -tapped high
idtage winding, and the extremes of this winding go to the respecte plates of the rectifier tube or tubes, while the midtap is negative
land the filament is positive. Hence again we see that the plates
0 negative and the filament positive. But what has happened to
a total voltage across the high winding? The filament is positive
respect to the plates, but each plate obtains an effective voltage
only half the total voltage across the high winding. Instead of
I

extreme of the high winding being used for the 'negative B
d, the center tap is used, and therefore the voltage is half of
t across the total winding. This is no problem, however, and

loss. If a 300 -volt input to the tube is desired, the high voltage
siding is made 600 volts across extreme terminals, and is centerped, so that from midtap to either terminal the voltage is 300.

Work in Equal Shifts
he operation of a full -wave rectifier is such that during half a
de (one alternation) one tube or plate is inactive while the other
active, and during the next alternation the previously active
or plate takes a rest, while the other one goes to work. The
ales are usually 60 per second, that being the predominant frericy of AC house wiring lines.
Push-pull action differs from this, because both tubes are at
(irk all the time. While one is handling the negative alternation
other is handling the positive alternation, the voltages being
al but opposite in phase.
n a half -wave rectifier the rectifier tube is inactive half of the
ne, so that it furnishes current and voltage only half the time,
nothing the other half. This would be a very serious drawback,
kept that means of overcoming this difficulty are readily supplied
the filter condensers. These store up electricity so that the load
cuit can draw on the condensers during the half cycle when the

the other for DC. For instance, the rating will read: "2 mfd.,
600 volts AC working voltage, 1,000 volts DC working voltage."
If only one rating is given, for instance, "1,000 volts working
voltage," without disclosure of the type of current, alternating or

direct, at which this rating was established, always assume that the
rating is DC, the higher claim, and to determine the rating at AC,
as a matter of safety, divide by 2. Thus the "1,000 -volt" condenser
would be used for not more than 500 volts AC. The more conservative you are, the better will be the results and the longer the
life of the B supply. A wise choice will result in a B supply that
will last for twenty years, nothing to be replenished except rectifier
tube or tubes.
Another point about condenser ratings is that some are based on
a "test." If the only rating given is a "test" rating, divide by 5 to
obtain the DC working voltage and by 10 to obtain the AC working
voltage, for a rating by "test" only is one to put you on your guard.
The only valuable information is "working voltage," which means
that voltage at which the condensers may be worked uninterruptedly
for an indefinitely long period, approaching infinity. A "test"
voltage is a disclosure of one fact only-that a flash test was applied
and it so happened the condenser did not puncture then.

An excellent way to rate a condenser is by its DC working
voltage, its AC working voltage and a test voltage, for then the
word "test" is not deceptive. For B supply needs the test voltage
rating has no particular significance.

How to Reduce Condenser Strain

Ire

De is inactive.

!The condensers are very important in a B supply. They should
of adequate capacity and should be worked well within their
ed voltage. A condenser usually has two ratings, one for AC,

Condensers should be worked well within their rated working
voltage, but if it is desired to use condensers of lower voltage than
the output of the rectifier furnishes, then a resistor may be intro-

duced in series with the positive leg of the filter system (R1 in

Fig. 2), to enable use of lower -rating condensers subsequently. Thus
Cl could be 2 mfd., 1,000 -volt AC working voltage, while the 9 and

the 27 mfd. condensers could be of the 400 -volt working voltage
type. R1 drops the voltage. If the rectifier tubes afford 500 volts,
and the current is 150 milliamperes, then R1 is 666 ohms., 30 watts
rating.
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audio coil is very low at low frequencies and rises as the frequency
is increased, hence its impedance is a function of the frequency.
When these facts are appreciated, arguments used against resistors in plate circuits, usually collapse.

UNIT CONSISTS OF A

MAGNET COIL

OR WINDING,

*

A PERMANENT
MAGNET WITH

POLE PIECES,
AN
ARMA-

TURE AND A
DRIVING P I N.
THE SIGNAL

CURRENT
THROUGH THE

COIL SETS UP

CORRESLY VARYING
FIELD THAT
A

PONDIN GACTUATES

THE
DIAPHRAGM OR
ARMATURE.

pLEASE explain the action of a magnetic unit. I am confused

about the various components. How does the unit work?J. M.

See Fig 771. The assembly consists of a frame, in this instance,
holding two permanent magnets. The coil is placed between the
poles of this polarizing magnet. The ends of the coil are con-

nected to the output of a receiver. Between the poles of the
magnets are pole pieces to direct the flux to the moving part,

which is the armature. This armature is secured at the opposite
end. To the armature is attached a driving pin. When signal
current from the output tube or filter is passed through the winding of the unit this winding becomes an electro-magnet. That
means that lines of force are emitted by the coil, and return to the
coil, constituting a magnetic field. This field's behavior duplicates
the fluctuations of the signal, and thereby the armature is caused to
move in the slot or small opening between pole pieces, the movement being the mechanical counterpart of the changes in the electric-

al field of the coil. A pin attached to the armature conveys this
motion to a cone or other diaphragm attached to the end of the pin.
*

*

*

IS THERE any resistor I can use in an A eliminator to work

from the 110 -volt DC line that will provide the correct necessary voltage taps no matter if I use one or eight tubes, that is,
draw .25 or 2 amperes ?-L. B.
No. The resistance has to be changed for each different current

drain. This may be the series resistor that drops 110 volts to 5
volts. At 2 amperes the resistance should be 1054-2, or 52.5 ohms.

The wattage is 105x2 or 210. At .25 ampere the resistance would
have to be 420 ohms. The wattage would be 26.25. The resistance
would have to be eight times as great and the wattage one -eighth.
You might use an adjustable rheostat, but would have to be careful
of two things : (a) not to use the too low resistance value when
few tubes are in circuit, otherwise the voltage on the tubes will be
high enough to damage or burn out the filaments; (b) obtain a
resistor of suitable wattage rating. A power Clarostat, 25 to 500
ohms, 250 watts actual use, could be used this way. It gets hot but

there is nothing in it to be damaged. The only other way out
would be to use a fixed. resistor of 52.5 ohms, and put a variable
resistor across the A plus and A minus leads from points on the
A eliminator. This rheostat would reduce the voltage, but the full
2 amperes would be flowing all the time, that part of them not
flowing through the tube filament flowing through the shunt
resistor. Drawing 2 amperes to waste 1.75 and use .25 is expensive, as your electric bills would prove.
*

*

*

DOES voltage drop in an inductance in a circuit as well as
in a regular resistor? --M. L.

The direct voltage drop through an inductance is
A DC resistance of 400 ohms is common in the
primary of an audio transformer. This compares with 100,000
ohms minimum for a plate resistor. So in DC measurements
quite a disparity exists. But the inductance of the primary of
an audio transformer, or the inductance of a cored choke coil,
Yes.

usually small.

as in impedance coupling, comparatively drops signal voltage on

*

*

BAND pass filters are suggested from time to time. A separation of 10 kc. is required. If a filter has a separation of 10 kc.
at the highest frequency (1,500 kc.), has it the same separation at the other extreme (550 kc) ?-L. H. W.
No. The separation is different at all different frequencies.
Therefore only in a fixed frequency amplifier, as in the intermediate channel of a Super -Heterodyne, does a band pass filter function
in practice as desired. If the separation is 10 kc at 550 kc, then
the ratio is 1 to 55. At 1,500 kc the separation or band passed
would be 27 kc. This would account for lesser selectivity at
higher frequencies. Also, for an equal number of tubes the sensitivity would not be so great with the filter used as without it,
because the amplitude of the signal wave is much lower than the
separate amplitudes of each of the two component frequency circuits.
But the quality may be excellent, and from this viewpoint the band
pass filter method may be highly acceptable. Possibly most receivers of the few years hence will incorporate band pass filters.
However, threshold sensitivity will have to be pressed to a still
higher degree before the amplification drain occasioned by tuned
radio frequency band pass filters will be generally applicable.
*

*

*

ASOCKET antenna is being used on my set instead of an
outdoor aerial. Results are only fair. The volume is less,
the selectivity more. What shall I do ?-L. J.
The socket antenna has to be tried out on a receiver before the
question
to whether satisfactory operation from this device
be obtained. The reason is that the socket antenna will pick can
up
less energy than a good outdoor aerial. That accounts both for the
lessened volume and the increase in apparent selectivity. Light
lines provide uncertain degrees of pickup, depending on where they

run and how they are connected. Therefore unless you have a
sensitive receiver you may not be able to get good results from

a socket antenna in your location. Try reversing the socket antenna
in the wall convenience outlet, as you may be connecting its sole
prong at present to the grounded side of the AC line. Virtually
all the highly sensitive screen grid receivers of to -day work well
from lamp socket antenna.
*

*

*

IWOULD like to put a dial on my set that has the scale

calibrated in kilocycles. Then all I need do to tune in a station

is to look up that station's kilocycles and turn the dial until
I read that number. I built the set myself.
It has two tuning
controls, with .0005 mfd. condensers.-A. M. J.
A dial with scale calibrated in kilocycles is not universally applicable. The calibration is based on the degree of variation of a
particularly shaped condenser with respect to a coil of definite
inductance. While you know the capacity of your condensers you
do not know the inductance of the coils. As calibrated dials are
made for particular combinations of condensers and coils, these
dials are not for all sets. You could tune in fifteen or twenty
stations on each present dial, note the frequency from the published
programs or from RADIO WoRLD's list (published June 22d). Plot
a curve on graph paper as your guide. You could then draw up
your own scale. If you use drum dials this drawing could be done
on a translucent strip, as for instance celluloid. You'd have a dial
calibrated in frequencies applicable to your set.
*

*

*

HOW can a single control Super -Heterodyne be practical, if the
radio frequency tuner requires one tuning curve and the oscillator a different one, as I understand this is really the
theoretical if not the practical requirement?-M.K.W.
High sensitivity may be developed in the intake tuner, and then
small discrepancies between the oscillator tuner and the other will
not be important. A sacrifice in sensitivity is made, but how important this is depends on how high are selectivity and amplifiation at intake frequencies. If the condensers are ganged, for instance
three for the RF amplifier and modulator, and one for the oscillator, making four sections, good results could be obtained, but not
so good as if the two were separately tuned. A way out would

be to put a vernier condenser across the oscillator tuning condenser. One advantage of single control in a Super -Heterodyne,

besides convenience, is that the repeat tuning points may be avoided
without using a sacrificially high intermediate frequency. If the
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aforementioned trimmer condenser across the oscillator is too large,
the repeat tuning would be present despite the ganged tuning. The

absence of repeats would be due, in the other circumstances, to
inability to turn the oscillator condenser to obtain an alternate frequency which when combined with the intake frequency would
produce the intermediate frequency.
*

*

*

NEUTRALIZATION of screen grid receivers seems to be a
thing never done. Why can not neutralization be resorted to,
if the receiver has a tendency to squeal? I thought the

screen grid tubes were not supposed to squeal, anyway?-H.E.D.

The capacity bridge method of neutralization is based on the

elimination of feedback caused by stray capacity coupling. Thus,
if the capacity coupling is 10 mfd., a capacity of equal amount
is connected so that the voltage is 180 degrees out of phase, in the
(

same circuit, and the two voltages being equal but opposite in
With screen grid tubes the inter -electrode capacity is so

phase.

extremely small that oscillation from stray capacity back -coupling

is not to be expected. The tubes, when properly shielded and

voltaged, will not self -oscillate, unless the amplification is pressed
beyond -all reasonable limits. However, oscillation, when present,
is largely due to imperfect shielding, or no shielding, so that the
coils back -couple. The attempt to neutralize stray inductive back coupling by the capacity method would not prove successful.
*

*

*

HORT waves fascinate me. I do not know much about them.
One night recently at a friend's house I tuned in some short
waves, for the second time in my life. Is it worth while
getting a short wave set? What can I expect ?-D.E.Z.
There is lots of fun and new excitement in tuning in short waves,
even if you are interested only in programs. There are plenty of
short-wave stations repeating long -wave musical programs, although
not nearly so many as send out on long waves alone. No one can
promise you honestly what you will receive. Some locations are
much better than others. Foreign reception is enjoyed by about
half of those who have short-wave sets of good design. The other
half seldom hear anything outside of the United States, and seldom

S

much beyond, a few thousand miles, due to their location being
unfavorable to short-wave reception or to their own inability to
tune the set, or both. Borrow your friend's set, if you will, and
see how you fare. If you get some respectable distance you will
be overjoyed to own a short-wave set. Do not expect too much,
however. Stations do not come in as loud on short waves as on
the broadcast waves. One safe precaution is to purchase a set
that has been tested for foreign reception. Then you know you
have a fine receiver and that you will enjoy all the short-wave recep-

tion that your locality and tuning ability permit. You must be
more careful tuning in short waves, for a fraction of a division

of -the dial may mean the difference between fine reception and no
reception of a particular station. Also remember that dial settings
may change slightly, due to the detuning effect of any regeneration
device used in the receiver. At broadcast frequencies this detuning

15

secondary, with untuned primary in the plate circuit, is generally
used, because the problems are avoided, but greater results are
attainable by solving the problems and using the higher amplification method. A commercial disadvantage of the higher efficiency
method is that it attains greater results with fewer tubes, and the
quantity of tubes in a receiver or design is one of the big talking
points these days.

*

*

*

IS it necessary that I use a power tube larger than a 112A?

I have a six -tube circuit, with usual radio frequency, and three all worked from batteries.

stage resistance -coupled audio,

Would it improve matters if I used a 245 tube ?-L. J.
The 112A is not rated as a power tube, but as a junior member
of the firm of semi -power tubes. Nevertheless it is ample for the
receiver you have and it will stand enough of a load to permit as
much volume without strain that any one normally would desire
in a home. The 245 can not be used economically with your
receiver, as it is costly to feed its filament from an A battery, and
to attempt to supply its plate current from B batteries that serve
the rest of the receiver.
*

*

*

OFTEN I see the term "thermionic" used, especially in connection with a radio vacuum tube. What does "thermionic"
mean? Has it any relation to electricity ?-K. W. E.
It means ions produced by heat.
*

*

*

pLEASE state whether a bypass condenser from plate to filament is necessary in a detector circuit, .ind if so what should
be its capacity?-Q. A. S.
It is not always necessary, in fact, sometimes is a drawback.
In general, it is advisable in circuits using transformer coupling
for the first audio input, and the capacity should be .00025 mfd. to
.001 mfd., certainly no higher. When high mu tubes are used,
including screen grid tubes, this condenser is usually unnecessary,
as a large enough capacity develops across the plate load to offer
a low impedance to radio frequencies and a high one to audio frequencies. Always try the condenser in and then out and decide

* * *
for yourself.
THE negative grid bias recommendations, as contained in tube
data sheets furnished by tube manufacturers, state that a certain bias should be used for a certain plate voltage, but without making any mention of the effect that the plate load will have
on fixing that bias. For instance, in a resistance -coupled stage the
plate resistor may be 100,000 ohms and the current 2 milliamperes,
so that there is a 200 -volt drop, and if the applied voltage is 180
the effective plate voltage is minus 10. Anyway, the load on the
plate, whether a coil or a resistor, has DC resistance and reduces
the applied voltage so that various biases should be given for various
effective voltages, the lower effective voltages calling for less nega-

tive bias.-M. J. C.

same settings of the tuning device. The regeneration knob setting
may have to be different. Short waves provide real enjoyment that
nobody who has acquired familiarity with their reception ever would
want to miss.

The bias recommendations for stated values of applied plate
voltages on three -element tubes, regardless of the type of load, are
correct. The reason is that if you take a chatacteristic curve
showing plate current and grid voltage, with no load, and take other
curves with various types of loads, these curves approximately will
cross at the same point of rated bias. When a high impedance load
is used the bias may be made more negative than recommended,

HICH type of condenser is best-straight frequency line,
modified straight frequency line, straight wave, modified
straight wave, straight capacity line or modified straight
capacity line ?-E.R.
The terms you use are rather confusing, as some of them would
mean the same as other terms included in your list. But in general there is no "best." What type condenser to use, so far as

mu tube, so the 180 volts are dropped across 180,000 ohms, 100 volts
in the plate and 80 volts in the load. The current is 1 milliampere,
not 2.

is not enough to upset the dial readings, but on short waves it
may be. The stations always will come in at approximately the

*

*

*

gradations of capacity are concerned, depends on taste in frequency
distribution on the dial. It is fair to state that few persons have any

definite taste on the subject, unless it be that they do not want

overcrowding. The straight frequency line was designed to separate
the stations in their dial positions at the higher frequencies at the
expense of crowding the lower frequencies. At present the condensers most in use are not strictly straight frequency line but are

modified so that somewhat greater separation is obtained at the

lower radio frequencies, while the higher frequencies are tightened
up correspondingly, as compared with straight frequency line. This
is known as midline tuning.
*

*

*

HOULD the primary be tuned or the secondary, when using
a screen grid tube? I have heard that tuning the secondary
produces larger amplification. Are there any difficulties involved?-L. K.
Where the primary in the plate circuit is tuned, and the second-

S

ary is a closely -coupled pickup coil to feed the succeeding grid, the

amplification is about two and a half times as great as where the
windings and tuning are switched about. The circuit has a greater
tendency to oscillate, and also, if the pickup coil feeding the grid
is inductively large and tightly coupled, there will develop a large
minimum capacity across the tuned circuit, about 100 m. mfd., and
the entire wavelength band may not be covered, unless .001 tuning
condensers are used with proportionate coils, or some other system
is introduced for extending the frequency range despite the high
minimum capacity. A turns ratio of about 1 -to -2, primary to

but not less negative. Your assumption that 200 applied volts
become minus 10 at the plate, due to 2 milliampere flow through
100,000 ohms, is erroneous. The milliampere flow is in a circuit
consisting of the plate load (100,000 ohms) and the DC resistance
of the plate itself, which we will take as 80,000 ohms for a high
*

*

*

IS the bias on the screen grid tube, type 222, considered critical
as a radio frequency amplifier ? How about detection on the

bias basis?-J. E.

Yes, it is critical. For instance, at a plate voltage of 135 volts,
with a screen grid voltage of 45, the negative grid bias should be
1.5 volts. In this way the tube is most sensitive, that is, best
as an amplifier. If the bias is increased to 2.5 volts the sensitivity
is reduced about 15 per cent. The same is true if the bias is made
zero. If any oscillation is present at 1.5 volts, it may be removed
by altering the bias. Therefore while 1.5 volts negative is the
correct operating point for maximum sensitivity, it is permissible
to use a variable bias as a volume control and squeal -checker, or a

higher bias than 1.5 volts for the avowed purpose of using the
tube at less than its full amplification, in the interest of stability not
provided for by other and better means. For detection the same
critical aspect of negative bias applies.
*

*

*

IS it possible to obtain excellent sensitivity and selectivity from
a four -tube receiver? Would amplification be sufficient?R. D. C.
Yes. It is possible to construct a four -tube receiver that will
give everything in sensitivity, selectivity and tone that any one of
reasonable expectations would want. However, the four -tube design
has declined greatly in popularity in the past two years, and during
the past year particularly. The set manufacturers are making a
(Continued on next page)
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drive for the AC market, and are doing little for the battery -set
market, so that even battery sets begin to run into six, seven and
eight tubes, which tends to make their upkeep cost prohibitive.
And many of these battery -operated receivers of quantity tubes do
not give as good results as a well -designed four -tube receiver.
*

*

*
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WHEN anybody walks across the room in which my radio is,

a jarring sound is heard and then the radio is dead until

several seconds after the walking ceases. The sound is not
microphonic, as I remember the gongy noises of years ago when

using small tubes that had to have cushioned sockets or they
wouldn't behave. Mine is a different ailment.-M. P.

There is an open grid, probably in the audio channel. This may

pLEASE give dimensions, size of wire, number of turns, etc.,
for a pair of coils to tune a two -tube receiver, RF only, with
one screen grid tube and one detector tube.-T. R. C.
On a 2%" diameter tubing, 2" or more high, wind 14 turns for
the antenna primary winding, 4g turns for the secondary, separating
these by IA" and using No. 24 covered wire, silk, cotton, etc. For
the other coil wind 24 turns for the primary, 48 for the secondary,
same size diameter, same size wire. These data are for .0005 mfd.
tuning condensers. For .00035 add 12 turns to the secondaries.

be due to failure to connect a grid return, or to a grid return

REGARDING the MB29 receiver, recently described in RADIO
WORLD, what is the sensitivity of this outfit as compared to
the general run of receivers of the kit -type or factory -made?
Statements have been made that this outfit is very sensitive, and if

-C. G.

The MB29 is one of the most sensitive broadcast receiver designs,
more sensitive by far than nearly every other. The audio channel
is used so that distant stations will come in with fine volume. The
circuit actually has been worked from detector direct to loudspeaker,
and strong local stations were fairly loud. It is impossible to capitalize in full the distance -getting faculty of this hookup without
using suitable audio.

in television depends on whether the receiver reaches the frequency
on which television is transmitted. Probably by the time television
becomes a home entertainment feature the radio amplification of
receivers will be so high that no audio will be used, but the speaker

*

*

*

*

IN choosing a B eliminator for my storage -battery -operated receiver, how should I select the proper one, in regard to drain?

-B. M.

Determine the total plate current drain of your receiver and purchase an eliminator that is rated in excess of this drain. This current can be measured by a milliammeter connected between B minus
and the common terminal on the A battery, usually A minus. Tube
data charts will give you the current through the plate of each tube
at stated grid and plate voltages, and you can add up these currents
to obtain the result, should you have no milliammeter but only a
voltmeter.

*

If your receiver requires two or three intermediate

voltages, see that the B supply affords these. A general rule about
drain is that a 35 mil rating will suffice for sets up to six tubes,
but for sets having more than six, and particularly if push-pull,
much larger rating is necessary. Select a B eliminator made by a
reputable manufacturer of long standing in radio, so that in the
event you require any replacements later on these needs will be
filled.

*

*

WHEN television comes along as a home entertainment, as
everyone seems certain that it will, can the audio amplifier
of a present receiver be used, or indeed, the entire receiver,

*

these are true, why is an audio amplifier needed? Can not the
speaker be worked directly out of the detector ?-W. C. B.

*

breaking away from its connection point, or to an open secondary
of an audio transformer. When you close this circuit and apply
the proper bias everything will work well again.

by just hooking on the light -converting arrangement and motor disc?

The audio channels of most receivers in use to -day are not suitable for television, as the picture is blurry because of distortion.
This distortion is hardly noticed by the ear, but the eye is more
fastidious and sharper. Whether the receiver will enable tuning

will be worked right out of the detector.
*

*

*

ARE not receivers equipped with previous types of tubes capable

of equal performance as sets embodying screen grid tubes?

-C. L. B.

Yes, if the receivers embodying types of tubes previously introduced have a correspondingly greater number of tubes and are
constructed effectively. Tube for tube, however, the answer to your
question would be no. Greater performance, principally higher
sensitivity and selectivity, using fewer tubes, is the screen grid
achievement as noted up to the present, with special uses of this new
tube inevitably to be worked out in years to come. The introduction of screen grid designs may render other designs of receivers
obsolete from a commercial viewpoint, but not electrically.
*

*

*

WHY can not regeneration be used in conjunction with a multistage screen grid receiver? Such a diagram is almost never
shown anywhere. Please state why.-C. J. S.
The amplification obtained from several stages of screen grid

radio frequency amplification is so great that regeneration and its
consequent extra control are not advisable.

Join

Radio World's

WIVE zsiry CLUB
And Get Free Question and Answer Service for the Coming
52 Weeks. This Service for University Subscribers Only

Subscribe for RADIO WORLD for one year (52 numbers).

Use the coupon below. Your name will be entered on our subscription and University Club lists by special number. When
sending questions, put this number on the outside of the forwarding envelope (not the enclosed return envelope) and also
put it at the head of your queries. If already a subscriber,

send $6 for renewal from close of present subscription and
your name will be entered in Radio University.

Right or Wrong?
(Questions on page 11)
1.-Wrong. It is true that these quantities affect the oscillation,
but only to a negligiby small extent. The frequency is very largely
determined by the inductance and capacity in the plate voltage
supply.

2.-Wrong. This is the condition that obtains between the source
and the sink for maximum when the sink is connected directly to
the source. For greatest undistorted output the impedance looking

into the primary should be twice the impedance of the tube.
3.-Wrong. The inductance of two coils connected in series and
wound on the same core is L1+2M+L2, where Ll and L2 are the
inductances of the two windings and M is the mutual inductance of
the two. If the coefficient of coupling between the two coils is
unity, M equals the square root of the product of Ll and L2. Hence
the inductance of two equal coils would be 4 times the inductance of
either.

NO OTHER PREMIUM GIVEN WITH THIS OFFER
[In sending in your queries to the University Department please
paragraph and number them. Write on one side of sheet only.
Always give your University Club Number.]

RADIO WORLD, 145 West 45th Street, New York City.
Enclosed find $6.00 for RADIO WORLD for one year (52 nos.)

and also enter my name on the list of members of RADIO

WORLD'S UNIVERSITY CLUB, which gives me free answers
to radio queries for 52 ensuing weeks, and send me my number
indicating membership.
Name

Street

City and State
If renewing subscription, put cross here. EI

4.-Wrong. The frequency is also affected by the resistance in
the tuned circuit and by that in the tube. But the dependence is
small so that roughly the statement is correct.
5.-Right. The characteristics are not affected by frequency since
there are no reactances, and therefore the static is the same as the
dynamic characteristic.
6.-Right. This gives an easy way of determining the approximate AC resistance of the tube. Just measure the voltage applied
to the plate and the resulting plate current. Divide the voltage by
the current, using volts and amperes, and the ratio is the DC resistance. One half of this is the AC resistance.
7.-Right. The higher the plate resistance or impedance the
higher the amplification. But this assumes that the plate voltage is
high enough to take care of the high drop in the impedance.

8.-Wrong. The grid assumes a voltage depending on the type
of tube, the plate voltage applied, and on the leakage between the
grid and the plate. Usually the free grid voltage is negative. As
a rule, the higher the plate voltage the more nearly zero is the grid
voltage.

9.-Wrong. What is heard is a musical tone of 100 cycles. This
is true for any three consecutive frequencies differing by 100 cycles.
But the components must be accurate multiples of 100 cycles.
10. --Wrong. The constant in this case is not a constant at all.
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BLEEDER CURRENT
It is Helpful In Four Principal Ways
By H. B. Herman
-8 1
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THE SUCCESS OF A POWER
AMPLIFIER DEPENDS CONSIDERABLY ON THE BLEEDER
CURRENT. THIS SHOULD BE
ABOUT AS LARGE AS THE

PLATE CURRENT OF THE

POWER TUBE OR TUBES. THE
FOUR PRIMARY ASSETS ARE

DISCUSSED IN THE TEXT.
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THE bleeder current is that current which flows independent of
any plate current drawn by the tubes of a receiver. Thus
any resistor across a potential difference will draw current,
and this bleeder current exists whether the B supply consists of
batteries or an eliminator. However, a bleeder across a battery
is a sheer waste and useless. How about a bleeder across an AC
B eliminator
Look at Fig. 1. The separate resistors R1, R2, R3, R4 and R5
are in series and may be considered as one, across the total output.
Hence if you turn on the juice, without the B supply being connected to a receiver, the current that flows through these resistors
is equal to the voltage divided by the resistance. If the total is
10,000 ohms and the voltage at B+ power is 500, then the bleeder
current is 50 milliamperes.

Draws Current Independently
The first consideration therefore, is that the device draws current
without any receiver load. This tends to protect the filter condensers Cl, C2 and C3, since the enormous voltage strain present
when no current is drawn is avoided.
Bleeder current thus is a safety factor.
Consider now the total diagram, with the audio stage included.
It is clear that not only does bleeder current flow, but also plate
current of the last audio tube. The grid return of this tube,
through the secondary of T2, is to C-. The midtap of the lower
filament winding goes to the next highest point. Therefore the
bias of the last tube is negative to the extent of the voltage drop
in R5. C- is the midtap of the high voltage winding feeding the
rectifiers, ordinarily regarded as B-, but called C- when the bias
is obtained as shown.

Current Through R5
What current now flows through R5? First of all, we know the
bleeder current flows equally through the chain of resistors, say
50 ma. If the last audio tube is 250, with a required bias of about
80 volts at 420 volts plate supply, the plate current is about 50 ma.
This we know from experience and from tube data sheets. So
we have 500 volts over all, 420 apportioned to the plate of the
last tube, the 80 additional serving as negative bias. The total
current through R5 would be 100 ma. R5 in resistance value
would be the voltage divided by the amperage, or 80/.1=800 ohms.
High bleeder current exists when it is approximately as great

C5PEPHER)

Q.

as the plate current of the last audio tube. If push-pull is used
the same proportion holds, but the current values are doubled.

Produces Steadiness
Thus the plate current of the output tube or tubes, now always
more than the plate current of all the other tubes in a receiver,
is half of the total current. In Fig. 1 as discussed it is just

Other conditions will make it less than half, as will appear.
But the fact remains that the fluctuating plate current of the last
tube is commingled with the steady bleeder current, and the effective plate voltage is more constant than otherwise.
Write down in favor of bleeder current the second valuable
contribution-the steadying effect.
To view the subject of current as fully applicable to a receiver
combined with Fig. 1, remember that there are the radio frequency
tubes' plates, averaging 5 ma. each under ordinary circumstances,
the detector, which usually draws less than 1 ma., hence scarcely
can be read on a 0-120 milliapitneter, and the preliminary audio
half.

tubes, often averaging 5 ma. each. The current flows to C-. So
the detector plate current goes from B+ det. through R4 and R5.
Add 1 ma. to the R5 current. The B+ RF current flows through
R3, R4 and R5. Add 15 ma. The B+ amp. (preliminary audio)

plate current flows through R2, R3, R4 and R5 to ground. Add
5 ma. Thus to the 100 ma. through R5 add the plate currents of all
other tubes. Also note that the power tube's plate current flows
through the filament winding to C+ to ground, via R5, so all the
plate current of all the tubes flows through R5. The total in the
assumed instance is 121 ma. and R5 is therefore 80/.121 or 661
ohms.

Lessened Impedance
It is obvious that the more current through R5 the smaller the
resistance R5 need be to afford the desired bias for the power
tube. The lower the resistance, the lower the impedance or obstruction to alternating current. As the bleeder is still substantial,
50 as compared to 121, or 41%, its effect in reducing the impedance
is substantial. C6 need not be an enormous capacity to be effective

as a preserver of high amplification and fine tone. It may be 4
mfd. and serve an ample purpose. The lessened impedance is a
contribution to audio stability and quality. This applies also to
the other resistors. The effect of the condensers across them is
heightened, too.

Give the bleeder credit, therefore, for a fourth asset: reduction

of common impedance.
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Radio Enhances
SETS IN HOMES
Interest in Study

280 RECTIFIER
IS NOW RATED

Chicago.

AT 400 VOLTS
A long series of life tests on the 280
and 380 rectifier tubes has resulted in an
increased maximum transformer voltage rating at a decreased maximum drain. The old

rating was 125 milliamperes at 300 volts
per anode (plate). The new rating is 400
volts per plate at 110 m. a. Due to the
regulation the maximum allowable current
is less as the voltage is increased. The
actual available output voltage, due to drop

in the table and the filter system, is about
390 volts at 110 m. a., and 400 volts at 100

m. a.
The following table shows the maximum
rating comparison:

The efforts of the United States Government to determine the educational value of
radio have produced the preliminary finding
that radio at least has a strong stimulating

effect on the desire to study and on promoting an interest in study. The actual

results of courses conducted over the radio
have been found difficult to gauge, but a
fund of $25,000 is to be raised to defray
the expense of an advisory committee on
education,

appointed by Lyman Wilbur,
Secretary of the Interior, which held its

first meeting here.

The possibilities of instruction by radio
are conceded to be enormous, but the definite data are scattered and unclassified. It
will be the work of this committee to correlate the facts and submit a report to the
Secretary. of the Interior. This report ultimately will be laid before President Hoover,
whose interest in the work of the committee
is great.

Old

Filament volts.
Filament amperes

Rating

New
Rating

5

5

2

2
110

Maximum load current, m. a. 125

Maximum transformer voltage per plate
300

The 280

-400

the most popular rectifier
tube in use. It is well suited to screen grid
sets using a medium power tube, e. g., the
245, either singly or in push-pull.
The filament voltage is rated at 5 volts,
but from 4 to 5 volts the emission changes
only slightly, so a little less than 5 volts
may be used. No more than 52 volts
should be applied, however, and the transformer ratio should be such that even at
maximum primary input voltage from a
wavering AC line, no more than 52 volts
is

could result.

The use

of the radio receiver

as an

instrument of weather prophecy is growing,
since in many quarters of the earth the same
conclusion has been drawn, that static portends a storm.

In France the subject was studied for a
year. The conclusion was reached that increasing static is a sign of approaching
storm, decreasing static a sign of a receding storm. While the investigation was intended for more learned purposes, nevertheless housewives read of the finding, and
to their subsequent comfort were persuaded

by increasing static to take the wash off
the line. Came the storm, and after it the
A Storm Indicator

PAPERS UNITE

ON OCEAN BAND
Washington.

Representatives of the various newspapers in the country met here recently
and formed a corporation to be known
as the sPress Wireless, Inc., to take over
the

twenty

transoceanic

frequencies

which had previously been allocated to
the press of the country by the Federal

Washington.
By technical progress that should be made

new

organization,

incorporated

under the laws of Delaware, will have its
headquarters in Chicago. The capital

stock will be $1,000,000, of which $116,000

mittee requested that such a chart be inserted in the record as a part of the

Craven, naval communications expert.

A detailed estimate of the expected in-

brought out by more efficient operation of
stations is contained in a chart submitted
by Commander Craven to the Senate Committee on Interstate Commerce. The Comofficer's recent testimony. A broadcast channel, it was pointed out, is 10 kilocycles wide,

whereas a telegraph channel in this same
band would be only two kilocycles wide.
There are 475 telegraph channels or 96
broadcast channels in this band.

New Ballast sClarostat
Clarostat engineers have perfected tho
new line ballast. This maintains a constant
voltage on the primary of the power trans-

former even though the line voltage may
fluctuate as much as 30 per cent. The bal-

last clarostat is usually designed to function
between the limits of 100 and 135 volts, and
will hold the secondary voltages to less than
5 per cent. plus or minus. Those interested
will receive full information by addressing
the Clarostat Manufacturing Co., Inc., 291
North Sixth Street, Brooklyn, N. X. Men-

The increase and decrease of static are
principally in the rapidity of the crackling

sound. The static has to be heavy, how-

ever, before the storm warning can be considered valid, because light static often is
associated with a storm that never reaches
the location where such static is noticed.
The total amount of static noticed in the

atmospheric disturbances-grinder static, resembling a long blast from a steam outlet,
and intermittent static, which is of the crack-

The

News," secretary, and John T. Gallagher,
of "The Los Angeles Times," treasurer.
Mir. Pierson said that the company
would erect three stations in New York,
two in Chicago, two in Washington, and

estimated that there will be an increase in
the number of radio channels available for
telegraphic use of from 2,240 to 3,922, according to Lieut. Commander Tunis A. M.

wind changes and violent blowing following
the static warning.

city.

crease in communication channels to be

is

concern of many, the static in a receiver,
used for barometric purposes, is just as
good an indicator of approaching or receding wind storms. In New England numerous examples have been cited of sudden

United States in the past two years is far

has been paid in. No one paper will be
allowel to buy more than $25,000 worth
of stock nor less than $1,000. Thirty days
will be allowed for as many papers as to
desire to buy stock to do so.
Joseph Pierson of "The Chicago Tribune" was elected president of the company; R. R. Harrison of "The Christian
Science Monitor," vice president ; Wil-

in radio within the next five years it

Although electrical storms are chiefly the

Radio Commission. The plan of organization of the company was approved by the
Commission, Robinson, Sykes and Star-

buck voting in favor. Commissioners
Lafount and Saltzman were out of the

Craven Prophesies
More Code Channels

tion RADIO WORLD. --J. H. C.

IS ON THE WAY

wash was rehung.

280 Rectifier Tube
Constant

WARN A STORM

liam S. Hedges of "The Chicago Daily

one in each of the cities of Boston, Los
Angeles, San Francisco.

NEW CORPORATIONS.
American Radio and Television Distributing

Corp.-Atty. L. D. Schwartz, 150 Nassau St.,
New York.
Fitchcraft Radios-Attys. Amend & Amend, 135
William St., New York.
Hy -Watt Radio Corp.-Atty. J. Rostha, New
York (no address).
General Radio Corporation, Wilmington, Del.,
Broadcasting-Corporation Service Co., Wilmington, Del.
Lee Electrostatic Speaker Co., New York.-Corporation Trust Co. of America.
Jamestown Radio Cabinet Corporation, Jamestown.-Atty. Cawercroft, Jamestown, New York.
Halson Radio Manufacturing Corp., Wireless
apparatus.-The company, 133 West 17th St.,
New York.
Buckingham Radio Corp., Wilmington, Del.Corp. Service Co.. Wilmington.
Public Service Radio Co. of America, Wilmington, Del.-Delaware Registration Trust Co.

Alex Auto and Radio Company, Hempstead,
L. I., N. Y.-Attys. Griffiths & Gardner, Hempstead, N. Y.
Goran Radio Music Co., Yonkers.-Attys. Kirk
& Diamond, 551 5th Ave., New York, N. Y.

less than that suffered in the preceding two
years.

Types of Static
There are two main types of static, or

ling type.

Talkie is Broadcast
to Byrd Expedition
Atlantic City.
During the annual sales convention of

Paramount -Famous -Lasky Corporation in
this city a talking motion picture program

was broadcast to the Antarctic party of

Commander Richard E. Byrd. This was
the first time that talking and musical

films had been utilized or entertainment
over radio.
The program was picked up by micro-

phones of WPG in this city and relayed
to KDKA, Pittsburgh, where it was rebroadcast on short waves to Commander
Byrd and his associates.
VICTOR MUSIC SERIES
A series of broadcasts sponsored by the
Victor Talking Machine Company, fea-

turing each time a different recording
orchestra and vocal artists for twelve
weeks throughout the Summer, began on
July 18th, at 8:30 p.m., E.D.S.T., over
WEAF and associated stations. The
orchestra will play for one half hour.
Nathaniel Shilkret conducted the opening
concert of the series.
JENSEN MOVES N. Y. OFFICE

The Jensen Radio Manufacturing Company has moved its New York City office
to 126 Liberty Street. The telephone number is Hitchcock 1392. Models of. Jensen
speakers are on display. James A. Kennedy, Eastern sales manager, is in charge
of the office.
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BOARD TO ASK

WRIT AGAINST
COURT ON WGY
Washington.

The unusual remedy of seeking an injunction against a court to restrain it from
committing an illegal act will be resorted
to by the Federal Radio Commission in

the case of 'WGY, Schenectady, N. Y.

The Federal Court in the District of
Columbia upheld WGY's petition for full
time on the air, and now WGY and KGO,
Oakland, Calif.,

are using the same fre-

19

"Quality Group"
APPEAL IS WON
to Swap Programs
The institution of a "quality group" of

stations to send out the same programs
simultaneously, but not to compete with

nationally organized chains,

is

under way,

owned and operated by the General Electric
Company.

cago, and WLW, Cincinnati, as the leaders.
Recently these three stations sent out a
"modified network" program, and all three
announced it was so successful that a permanent alliance on the same basis is to be
expected.

The fundamental idea is an exchange of
programs that will lend variety to the presentations of the associated stations and
maintain exceptional. standards of program
quality.

with the clerk of the Supreme Court a

motion for leave to file a petition for writ
of mandamus or prohibition, along with the
writ itself.
The Supreme Court now is in recess,
and the motion may not be filed until the
Court convenes for its October term, at
which time it must be presented by counsel
for the Commission in open court. The
petition, it was explained, cannot be filed
unless leave is granted by the Court.
The Commission recently filed with the

Court a petition for a writ of certiorari,
seeking to have the WGY case reviewed
by the Supreme Court. This also awaits
the action of the Court at its October session.

Cites Excess of Authority
The contention is made that the court
should have remanded the WGY case to the
Commission for hearing.

"Without power or authority under the
law, said court acted in an administrative
capacity, unlawfully usurped the functions
of the Commission, unlawfully assessed cost

against the Commission in favor of appellants in each of the three said causes, and

rendered an arbitrary and capricious decision," the petition reads.

Hoover Junior Confers
on Short -Wave Work
Washington.

Herbert Hoover, Jr., who had been in

Washington a few days visiting his parents
in the White House, conferred with Lieutenant E. K. Jett, chief short-wave engineer
of the Federal Radio Commission, and G.
C. Blackwell, also connected with the shortwave division of the Commission, in connection with the radio activities of the Western
Air Express, Inc., Los Angeles.

The President's son is in charge of all

communications of the air express company.
The conference was in relation to the com-

pany's short-wave assignments, which include thirty-eight ground station licenses
and many airplane licenses for communication between the ships and the ground stations.

A THOUGHT FOR THE WEEK

Any set that's a hummer in Summer will

be a sprinter in Winter.

The appeal taken by Atwater Kent from
the decision of the Federal Court in Brooklyn, N. Y., holding that a set produced by
Kent infringed the Hazeltine neutralization
patent, was decided by the Federal Circuit
Court of Appeals in favor of the Hazeltine
Corporation. The patent was applied for in
1920 and issued in 1921. It concerns neutralization by a capacity connected from
the plate of a succeeding tube to a point in
a preceding tube circuit. The connections

are such that the equal voltages, those of

RCA ASKS O.K.

Seeks Another Writ
The- Supreme Court of the United States
will be asked by the Commission to issue
an order restraining the justices of the
Court of Appeals of the District of Columbia from exceeding their jurisdiction in
the appeal of the case decided by the lower
court. The Commission in June 28th lodged

ON KENT'S SET

with WOR, Newark, N. J.; WLS, Chi-

quency, 790 k. c. The Board maintains this

upsets the reallocation and that the court
exceeded its authority. Both stations are

BY HAZELTINE

ON TELEVISION
The Radio Corporation of America has
filed an application with the Federal Radio
Commission for a transmitting license for
an experimental television station to be

located at Bound Brook, N. J., according to

a statement by a representative of RCA.

The application requests permission to use
30 kw. for transmission on the frequency
band 2,850 to 2,950 kilocycles, 105 to 101
meters.

The representative declined to say whether
this proposed television plant would replace
the one now in operation at 411 Fifth Ave.,

New York City, or whether the new station would mark the beginning of regular
television service for the home. No information pertaining to the plans of this
television station will be released until the

license is issued, he said.
The National Broadcasting Company also
has filed an application with the Commission

for a construction permit and a station

license for a portable transmitter to be used
on boats and airplanes in the metropolitan

district. The station is to be used for relaying purposes, from points inaccessible by
wire, to regular broadcasting stations.

Previously the NBC has cooperated with
companies licensed to use portable transmitters, when reporting outstanding events
on water or in the air.

Beacons on WJZ Towers
Washington.

The Radio Corporation of America will
place warning beacons on the transmitting
station towers of WJZ and WII, which are
near Hadley Field, N. J., the Eastern terminus of the Transcontinental Air Mail Line,
the company has informed the Department
of Commerce.
The high steel towers of the stations have

feedback and counter -electromotive force,
are opposite in phase, hence cancel.

Jobber N )urinal Defendant
Ther nominal defendant was E. A. Wildermuth, Long Island jobber for Atwater
Kent, but the suit was defended by the
manufacturer's counsel, at no expense to
Wildermuth.

Plaintiff contended the Hazeltine method
was used to prevent the set from squealing.

The particular model involved in the suit
is one no longer in vogue, as the screen
grid set uses no neutralizing devices, save
the inherent properties of the screen grid
tube, plus necessary shielding.

Has Something Up Sleeve
A spokesman of the Hazeltine Corporation said:
"The decision is entirely favorable and
gives Professor Hazeltine the broadest possible scope in plate neutralization and holds
him to be the inventor of that form of neu-

tralization. He is not restricted to any degree of plate coupling. The patent involved

in this suit has to do strictly with plate
neutralization. There is a grid method,

but this was in no way involved."
He intimated the Hazeltine Corporation
has 'something up its sleeve" regarding
suits involving screen grid sets. Plate neutralization suits, he added, are now pending
against RCA and Grigsby-Grunow (Majestic) .

KVOO Sues to Obtain
Channel It Desires
Washington.
An appeal has been filed in the District of

Columbia Court of Appeals from the decision of the Federal Radio Commission
denying KVOO, of Tulsa, Oklahoma, its
application for the 850 kilocycle channel oc-

cupied by KWKH, of Shreveport, La., and
5,000 watts power.
KVOO is operated by Southwestern Sales
Corporation, owned largely by H. G. Skelly,
president of the Skelly Oil Corporation.

especially those flying at night. The towers
of WJZ are 300 feet high and those of WTI

The station is prepared to synchronize with
WAPI of Birmingham, Ala., on 1,140 kc.
The corporation claims that the decision
of the Radio Commission denies Oklahoma

The decision to light the towers is the
result of conferences between William P.

One of these claims is better equipment.

been a constant menace to air mail pilots,
are more than 400 feet high.
McCracken,

Jr., Assistant Secretary of
Commerce for Aeronautics, and officials of
the Radio Corporation.

NEW WESTINGHOUSE HEAD
F. A. Merrick was elected president of
the Westinghouse Electric & Manufacturing

Company. He succeeds E. M. Herr, who
was elected vice-chairman. Mr. Herr went
on an extended vacation. Mr. Merrick was
vice-president and general manager.

its lawful share of radio facilities, and it
gave thirteen points on which it claims
superiority over the station at Shreveport.
ANOTHER MUCHER IN RADIO

George Mucher, of the family of Mucher
Brothers, who operate in the radio field
under the name of Clarostat Manufacturing
Company of Brooklyn, N. Y., has just
joined the Clarostat engineering staff, following his graduation from the Rensselaer
Polytechnic Institute. He joins his uncle,
John Mucher, Stephen Anderson Jr., and
William A. Bruno on the engineering staff.
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Gothic Polo Speaker, $10.00 Horn Unit $2.25

JUNIOR POLO UNIT
Housed in a beautiful
Gothic structure of genuine walnut; hand -rubbed
to an attractive finish,
the Polo driving mechanism

and cone

combine

best quality reproduction
with finest appearance.
The grille is specially

constructed for two-tone
effect, so popular in walnut these days. The Polo
Speaker in the Gothic)
housing is an adornment,
besides

being

an

out-

standing speaker in performance. The design of
the cabinet is exclusive.
The

height

is

12W'.

Shipping weight, 10 lbs.
Cat. No. T.M.P.G

Guaranty
Radio Goods Co.
WS West 45th Street
New York City
gosenn

Equip Yourself Now
With Necessary Meters!

Your Choice of

These Nine Meters FREE!
0-6 Voltmeter D.0
0-50

Voltmeter

D.0

6 -Volt Charge Tester D.0
0.10 Amperes D.0
0-25 Milliamperes D.0
0.50 Milliamperes D.0
0-100
0-300
0-400

Milliamperes
Milliamperes
Milliamperes

D.0
D.0
D.0

No. 328
No. 337
No.

23

No. 338
No. 325
No. 350
No. 390
No. 399
No. 394

To do your radio work properly you need meters. Hen Is
your opportunity to get them at no extra cost. See Use list
of nine meters at left. Heretofore we have offered the chides
of any one of these meters free with an 8 -weeks subscription
for RADIO WORLD, at $1, the regular price for such
subscription. Now we extend this offer. For the first actors
you are permitted to obtain any one or more or all of these
meters free, by sending in Si for 8 -week's subscription, entitling you to one meter; $2 for 16 weeks, entitling you to
two meters; $3 for 26 weeks, entitling you to three meter,;
$4 for 35 weeks, entitling you to four meters; $5 for 44 weeks,
entitling you to 5 meters; $6 for 52 weeks, entitling you to
six meters. Return this offer with remittance, and check off
desired meters in squares at left.
RADIO WORLD will help YOU in your radio work, so
you will be able to use the meters most valuably.
Keep
abreast of all the new circuits, intimate details on perfecting
existing sets, and get inside track on sensitivity, distance
reception, tonal quality, and news of radio, technical and nontechnicaL Enjoy the writings of Dr. Lee De Forest, McMurdo
Silver, J. E. Anderson, Herman Bernard and a host of other
radio engineers who contribute their knowledge to you through
the medium of RADIO WORLD, the first and only illustrated
national radio weekly. You can find no magazine that better
caters to your needs than RADIO WORLD.
Short waves?
RADIO WORLD will tell you all about them. Extremely
sensitive broadcast receivers? Their construction and operation
are fully discussed with confident regularity. Power supplies
--push-pull or otherwise? AC receivers ? Screen grid tubes t
Large receivers that give a super -abundance of performance -small, economical receivers that give performance out of all
comparison to their size? Are you interested in these? Then
you're interested in RADIO WORLD.
Present mail subscribers may renew their subscription under
this remarkably generous offer. Put a cross in square. 0

RADIO WORLD

145 W. 45th St., N. Y. City-Published Weekly.

All Newsstands, ltio per espy-$3, six months -50 a year

This unit is pre-eminent for horn -type speakers,
such as the exponential horns or other long tone travel horns. The faintest word from a "whispering tenor" or the tumultuous shout of the crowd
or highest crescendo of the band is brought out
clearly, distinctly. Stands up to 450 volts without filtering. Works right out of your set's

power tube, requiring no extra voltage source.
Standard size nozzle and cap are die-cast aluminum, one piece, with milled platinum -like
finish. The casing is full nickel, of highest possible polish. Works great from AC set, battery
set or any other set, push-pull or otherwise.

For Portable Use
This unit can be used in a portable without any
horn attached and will give loud reproduction.
Order Cat. 225, with 4% ft. cord attached .
(Shipping weight, 2 lbs.)

$225

Air -Column Horn
8 -ft. tone travel molded wood horn (less unit
No. 225) is obtainable already mounted in a

baffle box. Outside overall dimensions of baffle
box, 2134" high, 18" wide, 15" front to back.
Shipping weight, 27 lbs. Order Cat. 596 @ $8.00.
The 225 unit and 596 horn built into a ply -walnut

table 33" high, 24%" wide, 1734" front to back.

Shipping weight, 50 lbs.

Cat. No. 597.. @ $20.00

Acoustical Engineering Associates,

145 W. 45th St.,

N.

Y. City <Just E. of B way).

Please ship C. 0. D.

0 Cat.

No.

11sz X161

I

225 @ $2.25 0 Cat. No. 596 @ $8.00
0 Cat. No. 597 @ $20.00

Name

Address
State

City

FIVE-DAY MONEY -BACK GUARANTEE
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Quick Action Classified Ads

Radio World's Speedy Medium for Enterprise and Sales
10 cents a word - 10 words minimum - Cash with Order

LEADING CIRCUITS
DIAMOND OF THE AIR, SCREEN GRID

MODEL, battery operation, four tubes, described in
February 9th, 16th, 23d and March 2d issues, 1929.
Send 50c for these four copies. Blueprint free

with 8 weeks' subscription to RADIO WORLD
at $1.

AC DIAMOND, screen grid, 4 tubes, published
in March 23d and 30th issues. Send 25c for these
two numbers. Blueprint free with 8 weeks subscription for RADIO WORLD at $1.
If you are renewing a present subscription
please so state.
RADIO WORLD, 145 W. 45th St., N. Y. City

RADIO RECEIVING TUBES, by Moyer and
Wostrel, first edition just off the press. No radio
service man, experimenter or student of radio
should be without this authoritative book dal the
principles and applications of vacuum tubes. It
answers all your questions relating to receiving,
amplifying and rectifying tubes. Price postpaid,
$2.50 Radio World, 145 W. 45th St., New York

ELIMINATE AERIAL. Greater distance, volume,
with "Little Black Box." Rosens
Shop, 616 Plant St., Utica, N. Y.
SAFETY FIRST!!! Protect your electric set
and tubes from expensive blowouts, reduce noises
and hum. Simply plug in "Protect -o -set" A.C.
or D.C. $1.00 guaranteed. Kingsway Radio Co.,
207 Kings Highway, Brooklyn, N. Y.
REDUCE STATIC: The Phantom increases selectivity, chokes out static. No lightning danger,
no aerial, no holes to dig. Completely shielded.
Hook up in three minutes. Guaranteed fifteen
Price $7.50 postpaid. Brighton Radio
years.
Lab., Brighton, Iowa.
LOUDSPEAKERS TESTED and guaranteed, 24"
diameter, contain powerful unit. $21.75. Lemsers
selectivity

Shop, 6326 Frontenac, Detroit, Mich.

THRILL BOX of National Co., Cat. SW4C
all parts., including all six coils, 15 to 570 meters,
and cabinet, $33. Wired by Abbott Laboratories
$6 extra. P. Cohen, Room 1214, 145 W. 45th St.,
N. Y. City.

RADIOLA 10 AC.-All-eleetric special $70. Ra100 A speaker, special $21. Act quick.
S. Cooke, 1304 Pacific Street,

diola

Offer limited. A.
Brooklyn, N. Y.

HAVE AN EXPERT PUT
YOUR SET IN SHAPE!
If your receiver or amplifier, no matter of what
kind, is not giving proper results, send it to us,
prepaid. We will test it FREE and let you know
what's wrong, telling you cost of repairs. Our
charges are very reasonable. Six years' experience. Loudspeakers and units repaired. Burnt -out
coils replaced.
Jaynxon Laboratories, 57 Dey

Street, New York City.
ORIGINAL BALDWIN PHONES, tested and
guaranteed, $3.65, postpaid, Blan, the Radio
Man, 89 Cortlandt Street, New York City.
AGENTS AND SALESMEN WANTED
Sell $5.00 Men's Daily Necessity for 50c. Cost
quantities 20c. Sample postpaid 30o. Catalog
hundreds household articles free. Mills Sales Co.,
901 Broadway, New York.
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New Junior Model

POLO UNIT $4

AERIAL TUNER

Improves Summer Reception
,Ts2

Filament
Transformer

Remove aerial lead from set. Connect aerial
instead to one of the binding posts of the Aerial
Connect the other binding post of the
Aerial Tuner to antenna post of your set. Then
move the lever of the Aerial Tuner until any weak
station comes in loudest. The lever need not be
Tuner.

moved for every

different frequency tuned

in.

The Aerial Tuner acts as an antenna loading
coil and puts the antenna's frequency at any
frequency in the broadcast band that you desire
to build up. It makes high wavelengths come in
loud as low wavelengths. It helps separate sta
tions and clear up reception. Makes great im
provement in Summer reception.

The famous twin magnet principle for

Price,

$1.00.

GUARANTY RADIO GOODS CO.
145 West 45th Street
New York City
(Just East of Broadway)

double sensitivity, large magnets for great
flux, permanently adjusted armature, all

are in the new junior model Polo Unit.
Weight, zg lbs. Stands 150 volts unfiltered. Stands up to 250 push-pull filtered.

Works any output tube, power or otherSupplied with 10 -ft, cord. Order

wise.

unit now. Five-day money -back guarantee.

Acoustical Engineering
Associates
143 West 45th Street
New York City
(Just East of Broadway)

HAVE AN EXPERT PUT

YOUR SET IN SHAPE!

If your receiver or amplifier, no matter of what
kind, is not giving proper results, send it to us,
prepaid. We will test it FREE and let you know

what's wrong, telling you cost of repairs. Our

charges are very reasonable. Six years' experience.
Loudspeakers and units repaired. Burnt -out coils
replaced. Jaynxon Laboratories, 57 Dey Street
New York City.

SUBSCRIBERS!
Please look at the subacriptiot
date stamped on your last wrapper
and if that date indicates that you!
subscription is about to expire

please send remittance to

cove;

your renewal.

The beater typ; tube draws 1.75 ampere at 2.5
If several such tubes are used a heayduty filament transformer is necessary. The top
2.5 -volt winding of this filament transformer
easily carries NINE AMPERES, or enough current for five heater type tubes. The bottom 2.5 volt winding stands four amperes, or enough
current to neat TWO MORE such tubes, a total
of SEVEN TUBES! The power tube, if of the
5 -volt type, may be heated from the 5 -volt central winding. 5 -volt power tubes in push-pull
may be heated from this winding.
volts.

All three windings are tapped at the exact
center. This precision location, made
with the aid of an impedance bridge, accounts for
absence of hum otherwise caused by the last tube
when heated directly with AC. The heater type
tubes are indirectly heated by AC, since the
filament that glows is fed by AC but communicates heat to the cathode or electron emitter.
electrical

The heater type tube is represented by the 227,
and the exclusive type of AC detector tube. Also
the new AC screen grid tubes, with the same
filament voltage and current, are of the heater

excellent as radio amplifier and audio amplifier,

In this way you will get you
interruption ane
keep your file complete.
RADIO WORLD
copies without

145 WEST 45TH ST., N. Y. CITY

type.

The transformer is beautifully finished to
crackled glossy black, with bakelite front, and

comes equipped with 52 -inch AC cable with plug

riveted mounting boles for baseboard or
subpanel. Size, 3% in. high, 2% in. wide, 3 in
deep. Shipping weight, 6 lbs.
Six

Cat. F226A, for 50 -to -60 cycles, 105 -to -120 olts

Twice

as Much for Your Money!

Send $6.00 for one year's mail subscription for RADIO
WORLD (52 numbers, one each week), and you will be
given one full year's subscription for any one of the following six magazines:
Radio News (monthly)
Science and Invention (mouthy)
Radio, San Francisco (monthly)

Radio Engineering (monthly)
Youth's Companion (weekly)
Boys' Life (monthly)

Citizens Radio Call Book and Scientific Digest
IMF

fIffM

MM.

1111

AC, Net Price

Guaranty Radio Goods Co.
145 West 45th St.
N. Y. City

BUILD A 36 -INCH

CONE-LOWEST COST
FOR

SPECIAL TWO -FOR -PRICE -OF -ONE COUPON

Mounting
Apex
Chuck
Nut

RADIO ENGINEERING

SCIENCE AND INVENTION
YOUTH'S COMPANION
RADIO (San Francisco)
BOYS' LIFE
CITIZENS RADIO CALL BO OK AND SCIENTIFIC DIGEST
[Put a cross In the proper square above. FIll o ut Coupon and send MOO.
you are a subserise.
for RADIO WORLD or for the other magazine you 161 eet, or both, cheek off squares ifbelow.
a' left.)
Present

RADIO WORLD

this offer.

If renewing. put

a eross

here .

If renewing for the other
magazine you select, out a
tress here also .

Name

'6®

24" KIT, SAME PRICE.
Build the speaker. If not overjoyed at
results, return the built-up speaker in the
days and get ALL your me nay back!

Street Address
City

Bracket

Tri-Foot Pedestal
Instruction Sheet
ALL FOR ONLY

n

subscribers may renew under

TONE!

Designed Front Sheet
Plain Rear Sliest
Radio Cement

RADIO WORLD, 145 West 45th Street, New York City (Just East of Broadway):
Enclosed please find $6.00, for which send me RADIO WORLD each week for
year, 52 numbers
and also send me, without exrta cost. for one year ONE of the following magazines asone
indicated:

RADIO NEWS

FINEST

NEW
POWERTONE
UNIT
with 5 -ft. cord

==Milff

WNW

$6.00

State

THIS OFFER EXPIRES AT NOON, AUGUST 15TH,

1929

GUARANTY RADIO GOODS CO.
145 WEST 45TH STREET
N. Y. City

Just East of Broadway
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YOU MUST GET
THIS BOOK !
DRAKE'S RADIO
CYCLOPEDIA

By JOHN F. RIDER

"The Mathematics of Radio"

LACAULT'S BOOK
The Latest Book on GIVES YOU A FINE
This Important Subject

(New Edition)

Price $2.00

has been developed to
answer the questions of
service men, custom set
builders and home constructors, of experimenters, students, salesmen

Here is the first radio
book that covers the field
between the beginner and
the college professor.
It is the first practical
of
radio
interpretation

and operators of receiving
equipment and to allow

technique and is written in
a practical manner for the
practical man. It is nontechnical, yet it is not

all these to have instant
access to the information
they want. The author,
Harold P. Manly, has
collected and translated
into plain English the

written for the veriest beginner although he, too,
may obtain much valuable
assistance and information.

materiel formerly obtainable only from dozens of

It is the first book in
which the latest data are

scattered sources.
Each rule, fact, method,

converted into actual practical examples, examples
which apply to your tubes,

plan, layout and diagram

is instantly p
ou
THICK, and separated fromicked every WEIGHS 3% LBS., 1,025 thing else by placing all
ILLUSTRATIONS.
subjects in alphabetical
order with cross references for every imaginable name under which the information might be

BOOK IS

This alphabetical arrangement lets the
worker refer directly to the one thing inexperienced
which he
is interested at the moment without hunting through
non -essentials. The needs of the beginner are cared
for.
The important articles deal primarily with receivers
and reception. They do not stop with the electrical
end, but go also into the mechanics of construction
Every new thing in radio is covered in detail.
1,880 Alphabetical Headings from A -battery to
Zero Beat
Illustrations, Diagrams, Layouts and Graphs
920 Pages, Each 6 by 9 inches
240 Combinations for Receiver Layeuth

1.025

OF THE PRINCIPAL ARTICLES

Concern service men, 129 help the set builder,
162 help the experimenter, 155 Interest the student,
75 assist In sales work, 73 Interest set owners.
159

receiver, amplifier, eliminator.

21/.,"

classed.

GUARANTY RADIO GOODS CO.,
145 W. 45th St., New York, N. Y. (Just E. of B'way)

Gentlemen: Please mail me at once the new (secedition of "Drake's Radio Cyclopedia," by
Harold P. Manly, just published, with all the latest
ond)

technical information in it. I will pay the postman
56.00 plus a few cents extra for postage. If I am
not delighted, I may return the book in five days and
YOU will promptly refund my purchase money.

Name

Address
City

State

5 -DAY MONEY -BACK GUARANTY!

MORECROFT

New second edition of "Principles of
Radio Communication," by Prof. John H.
Morecroft, of the Electrical Engineering
Department of Columbia University and
past president of the Institute of Electrical
Engineers. This is an outstanding and
authoritative book on the subject.
This large book on radio principles and
practice is something that you must not be
without. Every set builder, every designer,
every engineer, every service man, simply
must have this book. Ready reference to
all intricate problems makes this volume
invaluable. Set builders, experimenters, distributors, dealers, salesmen and teachers,
students and operators, all find Morecroft
their standby, and now the new second
edition awaits you. 1,001 pages and 831

illustrations in this cloth -bound volume.

Price

$7.50

July 20, 1929

pages.

128

bound in

a

8%x11".
119 illustrations.
flexible cover.

Printed and

TABLE OF CONTENTS:

OHM'S LAW: 11t drop, DC and AC circuits, peak and
effective AC voltages.
for resistance variation, atomic
structure, temperature coefficient,
calculation of resistance variation, expression of ampere,
volt and Ohm
fractions, application of voltage drop, plate circuits,
filament circuits, filament resistances, grid bias resistances.
Parallel, series, wattage rating, maximum
permissible current flow, distribution of current,
calculations of resistance in parallel, in series,
C bias re-

RESISTANCES: Basis

condensers.

Be sure of getting RADIO
Sent

WORLD all

to any address in

country or Canada postpaid.

this

Subscription Dept. of RADIO WORLD, 145

West 45th St., New York City.

book.

It

It consists of 103 pages and includes 88 illustrations.
is bound in maroon buckram.
There are three valuable tables in the book, also. One

classifies harmonics into groups, e.g., sound, radio, short
waves, heat, light, chemical rays, X-rays and "unknown."
Another is

trouble -shouting chart, classifying "trouble
to
The third is a table forthe text for
broadcast frequencies to wavelengths ( accurate converting
to .1 of
a meter) or

INDUCTANCE REQUIRED IN RADIO CIRCUITS:
Relation of wavelength and product of inductance and
capacity, short wave coils, coils for broadcast band,
coupling and mutual inductance, calculation of mutual
inductance and coupling.
REACTANCE AND IMPEDANCE: Capacity reactance,
inductance reactance, impedance.
RESONANT CIRCUITS: Series resonance, parallel resonance, coupled circuits, bandpass filters for radio
frequency circuits.

IRON CORE CHOKERS AND TRANSFORMERS: Design of chokes, core, a I rgaD, inductance, reactance, impedance, transformers, half wave, full wave windings.
VACUUM TUBES: Two element filament type, electronic
emission, limitations, classifications of filaments, structure, two element rectifying tubes, process of rectification, tungar bulb.
THREE ELEMENT TUBES: Structure of tube, detector,
grid bias, grid leak and condenser, amplifiers,
tube
constants, voltage amplification, resistance
coupling,
reactance coupling, transformer coupling, variation
impedance of load with frequency, tuned plate circuit. of
POWER AMPLIFICATION: Square law, effect of load,
calculation of output power, undistorted output power,
parallel tubes, push-pull systems, plate resistance.
GRAPHS AND RESPONSE CURVES: Types of paper,
utility of curves, type' of curves, significance of curves,
voltage amplification, power amplification, power
output, radio frequency amplification.
MULTIPLE STAGE AMPLIFIERS: Resistance coupling,
design, calculation of values, effect of resistance, calculation of coupling capacity, effect of plate load, effect
of input tube capacity, calculation, reactance coupling,
tuned double impedance amplification, underlying principles, transformer coupling, turns ratio, voltage
ratio,
types of cores, plate current limitation, grid
current
limitation.
ALTERNATING CURRENT TUBES: Temperature variation hum, voltage variation hum, relation
between
grid and filament, filament circuit center
tap, types of
AC tubes.
SCREEN GRID TUBE: Structural design, application,
amplification, assoelated tuned circuits, radio frequency
amplification. audio frequency amplification.
A AND B ELIMINATORS: Voltage
regulation curves,
sections of eliminator, rectifying systems,
gaseous rectifier. sulphide rectifier, power B units, power
A units.
RADIO WORLD, 145 West 45th St., New York, N. Y.
(lust East of Broadway).
Enclosed please find $2.00 for which please
once one copy of "Mathematics of Radio," send me at
Verne

State

free blueprint of either circuit listed on
coupon below, by sending $1.00 for
weeks' subscription for RADIO WORLD, or eight
$1.50 for 13 weeks' (quarter of a year) andsend
get
both blueprints free!

RADIO WORLD, 145 W. 45th St., N. Y. City
Enclosed please find:
El $1

for which send RADIO WORLD for
8 weeks and send free
blueprint of the

battery model 4 -tube Screen Grid Diamond

of the Air.
1:1 $1 for which

send

RADIO WORLD for
8 weeks and send free blueprint
of the
4 -tube AC Reran Grid Diamond of
the
Air.
a $1.50 for which send RADIO WORLD for
13 weeks and send both
free
(If renewing a subscription putblueprints
cross here )

specific

solutions.

for converting the wavelength into frequency.

THE book begins with

a

comparison

length to frequency. Then tuning Is explained.
Condensers,

coils,

induction,

vacuum

Besides, there is an entire chapter on the
construction of a Super -Heterodyne receiver,
with list of parts, front, top and rear views
of set, front panel layout, shield dimensional
drawings, schematic diagram of wiring and

picture
diagrams of the top and bottom views
of
the subpanel.

You Can Get This Book
At Once !

You will want this book not only

present reading
but also for future reference. It is forauthoritative
and
highly informative.
Send for
nowt
It's free with
each order for an eight weeks' itsubscription
for RADIO
WORLD. Present subscribers may renew under this offer.
Their subscriptions will be extended eight weeks.
Please
use coupon.

RADIO WORLD, 145 W. 45th St., N. Y. City
(Just East of Broadway)
Gentlemen: Enclosed find $1.00.
enter my subscription for RADIO WORLD for Please
weeks at $1.00
and send me at once one copy of R. eight
E. Lacault's "Super Heterodyne

Construction and Operation," FREE!
0 I em a subscriber at present. ( Check off if true.)

Name

Address
City

State
5 -DAY MONEY -BACK GUARANTEE

NEWEST BOOK
ON VACUUM TUBES

"RADIO RECEIVING
TUBES," by James A.
Moyer and John F. Wostrel, first edition just off
the press. No radio service man, experimenter or
student of radio should be
without this authoritative
book on the principles and

applications of vacuum
tubes. It answers all your
questions relating to receiving, amplifying and

rectifying tubes.

It is

a

complete discussion of tube
principles, functions and
uses, thoroughly up-todate.
In this book the essential
principles underlying the operation of vacuum tubes are ex-

plained in as non -technical a
manner as ie consistent with
accuracy. The book covers the

construction,

action,

reactiva-

tion, testing and use of vacuum
tubes as well as specifications
for vacuum tubes and applications for distant control of inlustrial processes and precision
measurements.

Price $2.50
145

STATE

tube

operation and testing, earphones and speakers,
rectification, oscillation, grid condenser action.
modulation, grid bias detection, regeneration,
beat notes, frequency changing, audio amplification, batteries, aerials, loops, wiring.
sockets, and shielding are only some of the
other important topics covered.

RADIO WORLD

ADDRESS

of

alternating and direct current and proceeds to a discussion of the relation of
wave-

NAME
CITY

a

experienced" and "causes" and referring

Calculation of voltage divider resistances, types of voltage dividers, selection of resistances, wattage rating of
resistances.
INDUCTANCES: Air core and Iron core, types of air
core inductances, unit of inductance, calculation of inductance.

the

summer.

So thoroughly did Lacault do his wrok that he covered

associated topics, thus making his
a sidelight on
radio in general, including advice book
on trouble -shooting.
Therefore the service man, the home experimenter, the
custom set builder and the student will welcome this

VOLTAGE DIVIDER SYSTEMS FOR B ELIMINATORS:

Blueprint FREE !
Get a

you.

LACAULT, E.E., I.R.E., who died recently, was
of the outstanding authorities on the Super He wrote a book, "Super -Heterodyne Construction
and
Operation," that explains in a non -technical
manner the phenomena associated with a Super -Heterodyne. More, it gives a clear outline of the way such
a receiver functions, and naturally gives the
clues to
solving virtually all the troubles that may arise
in a
Super.
one

series condensers.

145 West 45th Street
New York City

DON'T MISS YOUR COPIES
OF RADIO WORLD DURING
THE SUMMER MONTHS
Send in $1 now and copies of every
issue from the current number to the
first issue in September will be mailed

D E.

Heterodyne.

in filament circuits, in B eliminators.
DC FILAMENT CIRCUITS: Calculation of resistances.
AC FILAMENT CIRCUITS: Transformers, wattage
rating, distribution of output voltages, voltage reducing
resistances, line voltage reduction.
CAPACITIES: Calculation of capacity, dielectric constant, condensers in parallel, condensers in series, voltage of condensers in parallel, in series, utility of parallel

City

(Just East of Broadway)

the SUPER -HETERODYNE

sistances

Address

RADIO WORLD

UNDERSTANDING OF

West 45th Street, New York Clef
(Just East of

Broadway)

RADIO WORLD

July 20, 1929

A real
radio reference book

for the "listener-in"This book tells you: -how to test your set;

-what radio is;
-how a radio set works;
-how to select, operate and care for

-how to select a loud speaker ;
-how to select, test and use vacuum
tubes properly;
-how to locate common troubles;
-how to remedy them.

radio receiving sets;

-how to construct your owrn receiving set ;

Third Edition

Practical Radio

Including the Testing of Radio Receiving Sets
By JAMES A. MOYER
Director of University Extension, Massachusetts Dept. of Education

and JOHN F. WOSTREL
Instructor in Radio Division of University Extension, Massachusetts Department of Education

378 pages, 51/2 x 8, 223 illustrations
1-1-SH E book presents the fundamental principles of radio so simply and clearly

I that any person of average training will be able to read, understand and
apply them. Both the inexperienced amateur and the technically trained
specialist will find the book valuable. In Chapter XI there are accurate working drawings as actually used in radio shops together with complete lists of
materials required for constructing eight typical receiving sets.

The radio trouble chart shows at a glance the probable cause of most
common troubles.
Special attention is given in this revision to loud speakers, battery eliminators, chargers and vacuum tubes.

Receiving Sets
V. Vacuum -tube Receiving Sets

VI. Sources of Electricity for Vacuum
Tubes
VII. Audio -frequency Amplification
VIII. Loud Speakers
IX. Radio -frequency Amplification

make repairs when unsatisfactory conditions appear; for the radio dealer and his assistants -who

are called upon to test, "shoot trouble" and repair radio receivers.

Moyer and Wostrel's

XI. Radio Telephone and Telegraph
XII. Construction and Testing of Re-

319 pages, 51/2 x 8, $2.00

XIII. Eliminators and Chargers for "A,"
"B," and "C" Batteries
XIV. Vacuum Tubes
XV. Common Troubles and their Reme-

The book tells you how to build modern radio
sets; how to adjust and repair the set you have,
and how to test and repair commercial broadcast

X. Selection, Operation, and Care of
Radio Receiving Apparatus
Transmission

ceiving Instruments

dies

XVI. The Future of Radio

Price:-$2.50, postpaid

RADIO WORLD

145 West 45th Street

A book for the amateur constructor who makes

his own set and is desirous of making it in approved professional style; for the man who has
bought a commercially made broadcast receiver
and wants to know how it works and how to

Practical Radio
Construction
and Repairing

CHAPTER HEADINGS
I. What is Radio? An Explanation
II. The Antenna
III. Radio Electricity Explained
IV. Telephone Receivers and Crystal

-A companion volume -

(Just East of Broadway]

New York City

receivers.

RADIO WORLD

July 20, 1929

New Style DeLuxe Leatherette Carrying Case FREE
with each Jiffy Tester!

This combination of meters tests all standard tubes, including the new AC screen grid tubes and the
new 245 tube, making thirteen tests in 41/2 minutes I Instruction sheet gives these tests in detail.

....
.........
A

........
"

"c

.......

\

X111411,

\,.t;sr.....
.\,,,,,,,,,,,,,,,,,,
,,

> 1111P1

A PORTABLE testing laboratory is yours
when you possess a combination jiffy
Tester, for then you can measure the filament and

,,,

,,

,

,

THE new

plate voltages of all standard tubes, including AC
tubes, and all standard battery -operated or AC screen grid
tubes; also plate voltages up to 500 volts on a high resistance meter that is 99% accurate; also plate current.
The Jiffy Tester consists of a 0-20, 0-100 milliammeter, with changeover switch and a 0-10 volt AC and DC voltmeter (same meter reads
both), with two sockets, one for 5 -prong, the other for 4 -prong tubes;
a grid bias switch and two binding posts to which are attached
the cords of the high resistance voltmeter; also built-in cable with 5 prong plug and 4 -prong adapter, so that connections in a receiver are
transferred to the Tester automatically. Not only can you test tubes,
but also opens or shorts in a receiver, continuity, bias, oscillation, etc.
The instruction sheet tells all about these tests.
In addition you can test screen grid tubes by connecting a special
cable, with clip to control grid (cap of tube) and other end of special
cable to the clip in the set that went to the cap before the tube was
transferred to the tester.

A

.

carrying case, which

prong tubes, two for 199 tubes). This case is

10Yaa
74/4.x354." and has nickel corner pieces and protective snap
lock. The case is made of strong
wood, with black leatherette overlay.

To operate, remove a tube from the receiver, place the cable plug
in the vacant receiver socket,
put the tube in the proper socket of
the Tester, connect the high resistance
to the two binding posts,
and you're all set to make the thirteenmeter
vital tests in 4% minutes!
The Combination Jiffy Tester is just the thing for service men, custom set builders, experimenters, students,
teachers and factories. Order
"Jiffy 500." The price is only $14.50.
If a 0-600 AC and DC high resistance meter (99%

accurate) is
desired, so house electricity line voltage and power transformer
voltages
can be measured, as well as plate voltage, instead of the 0-500
DC
voltmeter, order "Jiffy 600" at $15.50.

GUARANTY RADIO GOODS CO., 145 W. 45 St., N. Y. City. (Just East of Broadway).
10 Please ship at once on 5 -day money -back guaranty one "Jiffy 500," at $14.50, consisting of
(i) One Two -in -One 0 to 10 voltmeter for AC and DC. Same meter reads both. Scale
especially legible at PA to 7% volts. This meter reads the AC and DC filament voltages.
(2) One DOUBLE reading DC milliammeter, 0 to 20 and 0 to 100 milliamperes, with changeover switch. This reads plate current.
(3) One 0-500 volts high resistance voltmeter, 99% accurate; with tipped 30" cord to measure
B voltages.
(4) One 5 -prong plug with 30" cord for AC detector tubes, etc., and one 4 -prong adapter for
other tubes.
(5) One grid switch to change bias.
(9) One handsome moire metal case.
(6) One 5 -prong socket.
(10) One instruction sheet.
(7) One 4 -prong socket.
(11) One de luxe carrying case.
(8) Two binding posts.
(12)
One screen grid special cable.
El If 0-300 DC high resistance 99% accurate voltmeter
is preferred to 0-500, put check here.
Price is same, $14.50.
0 Same as above, except substitute a 0 -600 -volt AC and DC high resistance 99% accurate
voltmeter (same meter reads both) for the 0-500 DC meter. Price 615.50.
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FIVE-DAY MONEY -BACK GUARANTY

Is

furnished FREE with each order
for a Combination jiffy Tester, contains
the entire outfit, including the three meters,
cable and plug, and three adapters (one for 4 -

The new de luxe leatherette tarrying core it
compact and handy. Size 10Y2" long, 7%"
wide, 3%" deep.

